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Subsection  1(1)  and  Sections  35  to  50  of: 

Ontario  Water  Resources  Act 

R.S.O.  1990,  CHAPTER  O.40 

Consolidation  Period:  From  September  24, 2009  to  the  e-Laws  currency  date. 

Note:  January  1,  2010  has  been  named  by  proclamation  as  the  day  on  which  the  amendments 
made  by  2009,  c.  19,  s.  70  (l)-(4),  (6),  (8)-(10)  come  into  force. 

Note:  July  1, 2011  has  been  named  by  proclamation  as  the  day  on  which  the  amendments  made 
by  2007,  c.  7,  Sched.  30,  ss.  2  (2),  4  come  into  force. 

Last  amendment:  2009,  c.  19,  s.  70. 
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Interpretation 

1.  (1)  In  this  Act, 
"Agency"  means  the  Ontario  Clean  Water  Agency;  ("Agence") 

"analyst"  means  an  analyst  appointed  under  the  Environmental  Protection  Act;  ("analyste") 
"Board"  means  the  Ontario  Municipal  Board;  ("Commission") 

"borrowings  of  the  Commission"  includes  all  loans  raised  by  the  Commission  by  the  issue  of 
debentures  or  otherwise  and  all  advances  from  the  Province  to  the  Commission;  ("emprunts  de 
la  Commission  des  ressources  en  eau") 

"Commission"  means  the  Ontario  Water  Resources  Commission;  ("Commission  des  ressources  en 
eau") 

"construction"  includes  reconstruction,  improvement,  extension,  alteration,  replacement  and 
repairs,  and  "construct"  has  a  corresponding  meaning;  ("construction") 

"cost"  means, 

(a)  in  relation  to  a  project  under  an  agreement  entered  into  before  the  1st  day  of  April,  1974, 
the  cost  thereof  as  determined  by  the  Minister  of  the  Environment  and  includes  interest 
during  construction  and  such  engineering  fees  and  other  charges  and  expenses  in 
connection  with  construction  as  the  Minister  of  the  Environment  may  determine,  and  such 
proportion  of  discounts,  commissions  and  other  charges  and  expenses  in  respect  of  the 
issue  of  debentures  by  the  Crown  as  the  Minister  of  the  Environment  in  his  or  her 
discretion  may  allocate  to  the  project,  or 

(b)  in  relation  to  a  project  under  an  agreement  entered  into  on  or  after  the  1  st  day  of  April, 
1974,  the  cost  thereof  as  determined  by  the  Minister  of  the  Environment  and  includes  such 
engineering  fees  and  other  charges  and  expenses  in  connection  with  construction  as  the 
Minister  of  the  Environment  may  determine  and  such  financing  costs  applicable  to  the 
project  as  the  Minister  of  Finance  may  determine  and  the  Minister  of  the  Environment  in 
his  or  her  discretion  may  allocate  to  the  project;  ("cout") 

"Crown"  means  Her  Majesty  the  Queen  in  right  of  Ontario;  ("Couronne") 

"date  of  completion"  of  a  project  means  the  date  that  is  certified  by  the  Minister  as  being  the  date 
on  which  the  project  is  completed  to  the  extent  necessary  to  enable  the  Minister  to  supply  water 
or  to  receive,  treat  and  dispose  of  sewage,  as  the  case  may  be;  ("date  d'achevement") 

"debentures"  includes  bonds,  notes  and  other  securities;  ("debentures") 

"Director"  means  a  Director  appointed  under  section  5;  ("directeur") 

"discharge",  when  used  as  a  verb,  includes  add,  deposit,  emit  or  leak  and,  when  used  as  a  noun, 
includes  addition,  deposit,  emission  or  leak;  ("rejet",  "rejeter") 

"document"  includes  a  sound  recording,  videotape,  film,  photograph,  chart,  graph,  map,  plan, 
survey,  book  of  account  and  information  recorded  or  stored  by  means  of  any  device; 
("document") 
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"environmental  penalty"  means  a  penalty  imposed  under  section  106.1;  ("penalite 
environnementale") 

"fiduciary"  means  an  executor,  administrator,  administrator  with  the  will  annexed,  trustee,  guardian 
of  property  or  attorney  for  property,  but  does  not  include  a  trustee  in  bankruptcy  or  trustee  in 
bankruptcy  representative;  ("representant  fiduciaire") 

"fiduciary  representative"  means,  with  respect  to  a  fiduciary,  an  officer,  director,  employee  or  agent 
of  the  fiduciary,  or  a  lawyer,  consultant  or  other  advisor  of  the  fiduciary  who  is  acting  on  behalf 
of  the  fiduciary;  ("representant  d'un  representant  fiduciaire") 

"Great  Lakes-St.  Lawrence  River  Basin  Sustainable  Water  Resources  Agreement  of  2005"  means 
the  Great  Lakes-St.  Lawrence  River  Basin  Sustainable  Water  Resources  Agreement  dated 
December  13,  2005  and  signed  by  the  Premiers  of  Ontario  and  Quebec  and  the  Governors  of 
Illinois,  Indiana,  Michigan,  Minnesota,  New  York,  Ohio,  Pennsylvania  and  Wisconsin; 
("Entente  de  2005  sur  les  ressources  en  eaux  durables  du  bassin  des  Grands  Lacs  et  du  fleuve 
Saint-Laurent") 

"holder",  when  used  in  reference  to  a  licence,  permit  or  approval,  means  a  person  who  is  bound  by 
the  licence,  permit  or  approval;  ("titulaire") 

"inspection"  includes  an  audit,  examination,  survey,  test  and  inquiry;  ("inspection") 

Note:  On  a  day  to  be  named  by  proclamation  of  the  Lieutenant  Governor,  the  French  version  of 


"justice"  means  a  provincial  judge  or  a  justice  of  the  peace;  ("juge") 

"land"  includes  any  estate,  term,  easement,  right  or  interest  in,  to,  over  or  affecting  land;  ("bien- 
fonds") 

"Minister"  means  the  Minister  of  the  Environment;  ("ministre") 
"Ministry"  means  the  Ministry  of  the  Environment;  ("ministere") 

"municipality"  includes  a  local  board,  as  defined  in  the  Municipal  Affairs  Act,  and  a  board, 

commission  or  other  local  authority  exercising  any  power  with  respect  to  municipal  affairs  or 
purposes,  including  school  purposes,  in  an  unorganized  township  or  unsurveyed  territory; 
("municipalite") 

"municipal  representative"  means,  with  respect  to  a  municipality,  an  officer,  employee  or  agent  of 
the  municipality,  or  a  lawyer,  consultant  or  other  advisor  of  the  municipality  who  is  acting  on 
behalf  of  the  municipality;  ("representant  municipal") 

"natural  environment"  has  the  same  meaning  as  in  the  Environmental  Protection  Act; 
("environnement  naturel") 

"owner"  means  a  municipality  or  person  having  authority  to  construct,  maintain,  operate,  repair, 
improve  or  extend  water  works  or  sewage  works;  ("proprietaire") 

"person"  includes  a  municipality;  ("personne") 

"place"  includes  a  building,  structure,  machine,  vehicle  or  vessel;  ("lieu") 
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"project"  means  water  works  or  sewage  works  provided  for  in  an  agreement  under  section  63; 
("ouvrage") 

"Province"  means  the  Province  of  Ontario;  ("province") 

"provincial  officer"  means  a  person  who  is  designated  under  section  5;  ("agent  provincial") 

"receiver"  means  a  person  who  has  been  appointed  to  take  or  who  has  taken  possession  or  control 
of  property  pursuant  to  a  mortgage,  hypothec,  pledge,  charge,  lien,  security  interest, 
encumbrance  or  privilege  or  pursuant  to  an  order  of  a  court,  and  includes  a  receiver-manager 
and  an  interim  receiver;  ("sequestre") 

"receiver  representative"  means,  with  respect  to  a  receiver,  an  officer,  director,  employee  or  agent 
of  the  receiver,  or  a  lawyer,  consultant  or  other  advisor  of  the  receiver  who  is  acting  on  behalf 
of  the  receiver;  ("representant  d'un  sequestre") 

"regulated  person"  means, 

(a)  a  person  who  belongs  to  a  class  of  persons  prescribed  by  the  regulations  and  who  holds  or 
is  required  to  hold, 

(i)  an  approval,  licence  or  permit  under  this  Act,  or 

(ii)  a  certificate  of  approval,  provisional  certificate  of  approval,  certificate  of  property 
use,  licence  or  permit  under  the  Environmental  Protection  Act,  or 

(b)  a  corporation  that  belongs  to  a  class  of  corporations  prescribed  by  the  regulations; 
("personne  reglementee") 

"regulations"  means  the  regulations  made  under  this  Act;  ("reglements") 

"secured  creditor"  means  a  person  who  holds  a  mortgage,  hypothec,  pledge,  charge,  lien,  security 
interest,  encumbrance  or  privilege  on  or  against  property,  but  does  not  include  a  person  who  has 
taken  possession  or  control  of  the  property;  ("creancier  garanti") 

"secured  creditor  representative"  means,  with  respect  to  a  secured  creditor,  an  officer,  director, 
employee  or  agent  of  the  secured  creditor,  or  a  lawyer,  consultant  or  other  advisor  of  the 
secured  creditor  who  is  acting  on  behalf  of  the  secured  creditor;  ("representant  d'un  creancier 
garanti") 

"sewage"  includes  drainage,  storm  water,  commercial  wastes  and  industrial  wastes  and  such  other 
matter  or  substance  as  is  specified  by  the  regulations;  ("eaux  d'egout") 

"sewage  works"  means  any  works  for  the  collection,  transmission,  treatment  and  disposal  of 
sewage  or  any  part  of  such  works,  but  does  not  include  plumbing  to  which  the  Building  Code 
Act,  1992  applies;  ("station  d'epuration  des  eaux  d'egout") 

"Tribunal"  means  the  Environmental  Review  Tribunal;  ("Tribunal") 

"trustee  in  bankruptcy  representative"  means,  with  respect  to  a  trustee  in  bankruptcy,  an  officer, 
director,  employee  or  agent  of  the  trustee  in  bankruptcy,  or  a  lawyer,  consultant  or  other  advisor 
of  the  trustee  in  bankruptcy  who  is  acting  on  behalf  of  the  trustee  in  bankruptcy;  ("representant 
d'un  syndic  de  faillite") 
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"waters"  means  a  well,  lake,  river,  pond,  spring,  stream,  reservoir,  artificial  watercourse, 
intermittent  watercourse,  ground  water  or  other  water  or  watercourse;  ("eaux") 

"water  distribution  system"  means  a  part  of  a  water  treatment  or  distribution  system  that  distributes 
water,  if  that  part  of  the  system  includes  one  or  more  water  works;  ("systeme  de  distribution  de 
I'eau") 

"water  treatment  or  distribution  system"  means  a  system  for  collecting,  producing,  treating,  storing, 
supplying  or  distributing  water  that  includes  one  or  more  water  works;  ("systeme  de  traitement 
ou  de  distribution  de  I'eau") 

"water  works"  means  any  works  for  the  collection,  production,  treatment,  storage,  supply  and 
distribution  of  water,  or  any  part  of  such  works,  but  does  not  include  plumbing  to  which  the 
Building  Code  Act,  1992  applies;  ("station  de  purification  de  I'eau") 

"well"  means  a  hole  made  in  the  ground  to  locate  or  to  obtain  ground  water  or  to  test  or  to  obtain 
information  in  respect  of  ground  water  or  an  aquifer,  and  includes  a  spring  around  or  in  which 
works  are  made  or  equipment  is  installed  for  collection  or  transmission  of  water  and  that  is  or  is 
likely  to  be  used  as  a  source  of  water  for  human  consumption,  ("puits")  R.S.O.  1990,  c.  O.40, 
s.  1;  1992,  c.  23,  s.  39  (1);  1993,  c.  23,  s.  73  (1,  2);  1998,  c.  35,  s.  44;  2000,  c.  22,  s.  2  (1);  2000, 
c.  26,  Sched.  E,  s.  5;  2000,  c.  26,  Sched.  F,  s.  13  (1,  2);  2001,  c.  9,  Sched.  G,  s.  6  (1-5);  2001, 
c.  17,  s.  5  (1);  2002,  c.  17,  Sched.  F,  Table;  2005,  c.  12,  s.  2  (1,  2);  2007,  c.  12,  s.  1  (2). 
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Wells 

Interpretation  re:  wells,  ss.  35-50,  75  (2) 

35.  (1)  In  this  section  and  in  sections  36  to  50  and  subsection  75  (2), 

"construct",  when  used  with  respect  to  a  well,  means  bore,  dig,  drill  or  otherwise  make,  extend  or 
alter;  ("construire") 

"licensee"  means  the  holder  of  a  well  contractor  licence  or  a  well  technician  licence,  as  the  case 
requires;  ("titulaire  d'une  licence") 

"well  construction  permit"  means  a  permit  referred  to  in  section  36;  ("permis  de  construction  de 
puits") 

"well  contractor  licence"  means  a  licence  referred  to  in  section  39;  ("licence  d' entrepreneur  en 
construction  de  puits") 

"well  technician  licence"  means  a  licence  referred  to  in  section  43.  ("licence  de  technicien  en 
construction  de  puits")  R.S.O.  1990,  c.  O.40,  s.  35  (1);  2000,  c.  26,  Sched.  F,  s.  13  (7);  2001, 
c.  9,  Sched.  G,  s.  6  (7,  8);  2007,  c.  12,  s.  1  (13). 

Interpretation:  works  or  equipment 

(2)  For  the  purposes  of  this  section,  sections  36  to  50  and  subsection  75  (2),  installing 
equipment  in  or  connected  to  a  well  shall  be  deemed  to  be  the  constructing  of  a  well.  R.S.O.  1990, 
c.  O.40,  s.  35  (2);  2001,  c.  9,  Sched.  G,  s.  6  (9). 

Permit  required  to  construct  well  in  designated  area 

36.  Subject  to  section  47.3  of  the  Environmental  Protection  Act,  no  person  shall  construct  a 
well  in  an  area  designated  by  the  regulations  except  under  and  in  accordance  with  a  well  construction 
permit  issued  by  a  Director.  R.S.O.  1990,  c.  O.40,  s.  36;  2009,  c.  12,  Sched.  H,  s.  2. 

Issuance  of  well  construction  permit 

37.  Subject  to  section  38,  any  person  who  applies  in  accordance  with  this  Act  and  the 
regulations  for  a  well  construction  permit  and  who  pays  the  prescribed  fee  is  entitled  to  be  issued  the 
permit.  R.S.O.  1990,  c.  O.40,  s.  37. 

Note:  On  a  day  to  be  named  by  proclamation  of  the  Lieutenant  Governor,  section  37  is  amended 
by  the  Statutes  of  Ontario,  2001,  chapter  9,  Schedule  G,  subsection  6  (10)  by  striking  out  "the 
prescribed  fee"  and  substituting  "the  required  fee".  See:  2001,  c.  9,  Sched.  G,  ss.  6  (10),  8  (4). 

Grounds  for  refusal  to  issue,  etc.,  well  construction  permit 

38.  A  Director  may  refuse  to  issue  or  to  renew  or  may  revoke  a  well  construction  permit,  may 
impose  terms  and  conditions  in  issuing  or  renewing  or  after  issuing  or  renewing  a  well  construction 
permit  and  may  alter  the  terms  and  conditions  of  a  well  construction  permit  that  has  been  issued  or 
renewed  where  the  Director  is  of  the  opinion,  upon  reasonable  and  probable  grounds,  that, 

(a)  the  proposed  well  or  its  operation  would  contravene  this  Act  or  the  regulations  or  any  other 
Act  or  a  regulation  under  any  other  Act; 

(b)  there  is  or  is  likely  to  be  danger  to  the  health  or  safety  of  any  person; 
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(c)  there  is  or  is  likely  to  be  harm  or  material  discomfort  to  any  person; 

(d)  there  is  or  is  likely  to  be  impairment  of  the  quality  of  any  air,  land  or  water  for  any  use  that 
is  being  or  is  likely  to  be  made  of  it; 

(e)  there  is  or  is  likely  to  be  reduction  of  the  quantity  of  water  available  for  any  use  that  is 
being  or  is  likely  to  be  made  of  it; 

(f)  there  is  or  is  likely  to  be  injury  or  damage  to  any  property  or  to  plant  or  animal  life; 

(g)  any  property  or  plant  or  animal  life  is  or  is  likely  to  be  rendered,  directly  or  indirectly,  unfit 
for  use  by  people; 

(h)  there  is  or  is  likely  to  be  loss  of  enjoyment  of  the  normal  use  of  any  property; 

(i)  there  is  or  is  likely  to  be  interference  with  the  normal  conduct  of  any  business;  or 
(j)  there  is  a  breach  of  a  term  or  condition  of  the  permit.  R.S.O.  1990,  c.  O.40,  s.  38. 

Well  contractor  licence  required 

39.  No  person  shall  engage  in  the  business  of  constructing  wells  except  under  and  in 
accordance  with  a  well  contractor  licence  issued  by  a  Director  or  unless  exempt  under  the  regulations. 
R.S.O.  1990,  c.  O.40,  s.  39. 

Issuance  of  well  contractor  licence 

40.  Subject  to  sections  41  and  42,  a  Director  shall  issue  a  well  contractor  licence  to  any 
applicant  therefor  who  is  qualified  for  the  licence  under  sections  35  to  50  and  the  regulations  and  has 
paid  the  prescribed  fee.  R.S.O.  1990,  c.  O.40,  s.  40;  2001,  c.  9,  Sched.  G,  s.  6  (11). 

Note:  On  a  day  to  be  named  by  proclamation  of  the  Lieutenant  Governor,  section  40  is  amended 
by  the  Statutes  of  Ontario,  2001,  chapter  9,  Schedule  G,  subsection  6  (12)  by  striking  out  "the 
prescribed  fee"  at  the  end  and  substituting  "the  required  fee".  See:  2001,  c.  9,  Sched.  G,  ss.  6 
(12),  8  (4). 

Grounds  for  refusal  to  issue  well  contractor  licence 

41.  A  Director  may  refuse  to  issue  a  well  contractor  licence  where  the  Director  is  of  the 
opinion,  upon  reasonable  and  probable  grounds,  that, 

(a)  the  past  conduct  of  the  applicant  or,  where  the  applicant  is  a  corporation,  of  its  officers  or 
directors  affords  grounds  for  belief  that  the  business  of  constructing  wells  will  not  be 
operated  in  accordance  with  the  law  and  with  honesty  and  integrity; 

(b)  the  applicant  or,  where  the  applicant  is  a  corporation,  its  officers  or  directors  are  not 
competent  to  engage  in  the  business  of  constructing  wells; 

(c)  the  applicant  is  not  in  a  position  to  observe  or  carry  out  the  provisions  of  sections  35  to  50, 
the  regulations  and  the  licence;  or 

(d)  the  applicant  or,  where  the  applicant  is  a  corporation,  its  officers  or  directors  have  been 
grossly  negligent  in  carrying  on  the  business  of  constructing  wells  under  the  authority  of  a 
licence  issued  under  section  40  or  a  predecessor  of  that  section.  R.S.O.  1990,  c.  O.40,  s.  41; 
2001,  c.  9,  Sched.  G,  s.  6  (13). 
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Grounds  for  revocation,  etc.,  of  well  contractor  licence 

42.  A  Director  may  revoke  or  suspend  or  may  refuse  to  renew  a  well  contractor  licence  where 
the  Director  is  of  the  opinion,  upon  reasonable  and  probable  grounds,  that, 

(a)  any  person  has  made  a  false  statement  in  any  material  part  of  the  application  for  the  licence 
or  a  renewal  thereof  or  of  any  report,  document  or  other  information  required  to  be 
furnished  by  this  Act  or  the  regulations  or  any  other  Act  or  a  regulation  under  any  other 
Act  that  relates  to  wells; 

(b)  the  past  conduct  of  the  licensee  or,  where  the  licensee  is  a  corporation,  of  its  officers  or 
directors  affords  grounds  for  belief  that  the  business  of  constructing  wells  has  not  been 
operated  or  will  not  be  operated  in  accordance  with  the  law  and  with  honesty  and  integrity; 

(c)  the  licensee  is  in  contravention  of  sections  35  to  50  or  the  regulations; 

(d)  a  change  in  the  officers  or  directors  of  a  corporation  that  is  a  licensee  affords  grounds  for 
refusing  to  issue  a  licence  under  clause  41  (a),  (b)  or  (d); 

(e)  the  services  that  can  be  provided  by  the  licensee  have  been  misrepresented; 

(f)  the  licensee  is  not  competent  to  carry  on  or  has  been  grossly  negligent  in  carrying  on  the 
business  of  constructing  wells;  or 

(g)  the  licensee  is  not  in  a  position  to  observe  or  carry  out  the  provisions  of  sections  35  to  50, 
the  regulations  or  the  licence.  R.S.O.  1990,  c.  O.40,  s.  42;  2001,  c.  9,  Sched.  G,  s.  6 

(14,  15). 

Well  technician 

43.  (1)  No  person  shall  work  at  the  construction  of  wells  except  under  and  in  accordance  with  a 
well  technician  licence  of  a  class  prescribed  by  the  regulations  or  unless  exempt  under  the  regulations. 
R.S.O.  1990,  c.  O.40,  s.  43  (1);  2001,  c.  9,  Sched.  G,  s.  6  (16). 

Proof  of  employment 

(2)  For  the  purposes  of  this  section,  proof  of  work  on  one  occasion  at  the  construction  of  a  well 
is  sufficient  to  establish  work  at  the  construction  of  wells.  R.S.O.  1990,  c.  O.40,  s.  43  (2). 

Exception 

(3)  Subsection  (1)  does  not  apply, 

(a)  to  a  person  who  works  at  the  construction  of  a  well  on  land  owned  by  the  person  or  by  a 
member  of  the  person's  household;  or 

(b)  to  a  person  who  works  without  remuneration  for  another  person  at  the  construction  of  a 
well  on  land  owned  by  the  other  person  or  by  a  member  of  the  other  person's  household. 
R.S.O.  1990,  c.  O.40,  s.  43  (3). 

Issuance  of  well  technician  licence 

44.  Subject  to  sections  45  and  46,  a  Director  shall  issue  a  well  technician  licence  of  a  class 
prescribed  by  the  regulations  to  any  applicant  therefor  who  is  qualified  for  the  licence  under  sections 
35  to  50  and  the  regulations  and  has  paid  the  prescribed  fee.  R.S.O.  1990,  c.  O.40,  s.  44;  2001,  c.  9, 
Sched.  G,  s.  6  (17). 
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Note:  On  a  day  to  be  named  by  proclamation  of  the  Lieutenant  Governor,  section  44  is  amended 
by  the  Statutes  of  Ontario,  2001,  chapter  9,  Schedule  G,  subsection  6  (18)  by  striking  out  "the 
prescribed  fee"  at  the  end  and  substituting  "the  required  fee".  See:  2001,  c.  9,  Sched.  G,  ss.  6 
(18),  8  (4). 

Grounds  for  refusal  to  issue  well  technician  licence 

45.  A  Director  may  refuse  to  issue  a  well  technician  licence  where  the  Director  is  of  the 
opinion,  upon  reasonable  and  probable  grounds,  that  the  applicant  is  not  competent  to  carry  on  the 
activities  that  would  be  authorized  by  the  licence.  R.S.O.  1990,  c.  O.40,  s.  45. 

Grounds  for  refusal  to  renew,  etc.,  well  technician  licence 

46.  A  Director  may  revoke  or  suspend  or  may  refuse  to  renew  a  well  technician  licence  where 
the  Director  is  of  the  opinion,  upon  reasonable  and  probable  grounds,  that, 

(a)  any  person  has  made  a  false  statement  in  any  material  part  of  the  application  for  the  licence 
or  a  renewal  thereof  or  of  any  report,  document  or  other  information  required  to  be 
furnished  by  this  Act  or  the  regulations  or  any  other  Act  or  a  regulation  under  any  other 
Act  that  applies  to  the  construction  of  wells; 

(b)  the  licensee  is  in  contravention  of  sections  35  to  50  or  the  regulations;  or 

(c)  the  licensee  is  not  competent  to  carry  on  or  has  been  grossly  negligent  in  carrying  on  the 
activities  that  are  authorized  by  the  licence.  R.S.O.  1990,  c.  O.40,  s.  46;  2001,  c.  9,  Sched. 
G,  s.  6  (19). 

Review,  refusal  to  issue,  etc.,  well  permit  or  licences 
Notice  of  proposal  to  refuse  to  issue,  etc. 

47.  (1)  Where  a  Director  proposes, 

(a)  to  refuse  to  issue  or  renew  a  well  construction  permit; 

(b)  to  revoke  a  well  construction  permit; 

(c)  to  impose  terms  and  conditions  in  a  well  construction  permit; 

(d)  to  alter  the  terms  and  conditions  in  a  well  construction  permit; 

(e)  to  refuse  to  issue  or  renew  a  well  contractor  licence  or  a  well  technician  licence;  or 

(f)  to  revoke  or  suspend  a  well  contractor  licence  or  a  well  technician  licence, 

the  Director  shall  serve  notice  of  the  proposal,  together  with  written  reasons  therefor,  on  the  applicant, 
permittee  or  licensee,  and  the  applicant,  permittee  or  licensee  may,  by  written  notice  served  upon  the 
Director  and  the  Tribunal  within  fifteen  days  after  the  service  of  the  notice  of  the  Director,  require  a 
hearing  by  the  Tribunal.  R.S.O.  1990,  c.  O.40,  s.  47  (1);  2000,  c.  26,  Sched.  F,  s.  13  (13). 

Powers  of  Tribunal  where  hearing 

(2)  Where  an  applicant,  permittee  or  licensee  requires  a  hearing  by  the  Tribunal  in  accordance 
with  subsection  (1),  the  Tribunal  shall  appoint  a  time  and  place  for  and  hold  the  hearing  and  may  by 
order  direct  the  Director  to  carry  out  the  proposal  or  refrain  from  carrying  out  the  proposal  and  to  take 
such  action  as  the  Tribunal  considers  the  Director  ought  to  take  in  accordance  with  sections  35  to  50 
and  the  regulations,  and  for  such  purposes  the  Tribunal  may  substitute  its  opinion  for  that  of  the 
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Director.  R.S.O.  1990,  c.  O.40,  s.  47  (2);  2000,  c.  26,  Sched.  F,  s.  13  (13);  2001,  c.  9,  Sched.  G,  s.  6 
(20). 

Parties 

(3)  The  applicant,  permittee  or  licensee,  the  Director  and  any  other  persons  specified  by  the 
Tribunal  are  parties  to  the  hearing.  R.S.O.  1990,  c.  O.40,  s.  47  (3);  2000,  c.  26,  Sched.  F,  s.  13  (13). 

Extension  of  time  for  requiring  hearing 

(4)  The  Tribunal  shall  extend  the  time  for  the  giving  of  notice  requiring  a  hearing  by  an 
applicant,  permittee  or  licensee  referred  to  in  subsection  (1),  either  before  or  after  the  expiration  of 
such  time,  where  it  is  satisfied  that  there  are  reasonable  grounds  for  granting  the  extension  and  that 
there  are  apparent  grounds  for  granting  relief  to  the  applicant,  permittee  or  licensee  referred  to  in 
subsection  (1),  and  the  Tribunal  may  give  such  directions  as  it  considers  proper  consequent  upon  the 
extension.  R.S.O.  1990,  c.  O.40,  s.  47  (4);  2000,  c.  26,  Sched.  F,  s.  13  (13). 

Notice  of  hearing 

(5)  The  Tribunal  shall  give  to  the  applicant,  permittee  or  licensee  a  reasonable  opportunity  to 
show  or  to  achieve  compliance  before  the  hearing  with  all  lawful  requirements  for  the  issue  or 
retention  of  the  permit  or  licence  or  to  take  such  action  as  will  preclude  the  necessity  for  imposing  or 
altering  terms  or  conditions  in  the  permit.  R.S.O.  1990,  c.  O.40,  s.  47  (5);  1994,  c.  27,  s.  116;  2000, 
c.  26,  Sched.  F,  s.  13  (13). 

Examination  of  documentary  evidence 

(6)  An  applicant,  permittee  or  licensee  who  is  a  party  to  proceedings  under  this  section  shall  be 
afforded  an  opportunity  to  examine  before  the  hearing  any  written  or  documentary  evidence  that  will 
be  produced  or  any  report  the  contents  of  which  will  be  given  in  evidence  at  the  hearing.  R.S.O.  1990, 
c.  O.40,  s.  47  (6). 

(7)  Repealed:  1997,  c.  37,  s.  4. 
Findings  of  fact 

(8)  The  findings  of  fact  of  the  Tribunal  pursuant  to  a  hearing  shall  be  based  exclusively  on 
evidence  admissible  or  matters  that  may  be  noticed  under  sections  15  and  16  of  the  Statutory  Powers 
Procedure  Act.  R.S.O.  1990,  c.  O.40,  s.  47  (8);  2000,  c.  26,  Sched.  F,  s.  13  (13). 

Release  of  documentary  evidence 

(9)  Documents  and  things  put  in  evidence  at  the  hearing  shall,  upon  the  request  of  the  person 
who  produced  them,  be  released  to  the  person  by  the  Tribunal  within  a  reasonable  time  after  the 
matter  in  issue  has  been  finally  determined.  R.S.O.  1990,  c.  O.40,  s.  47  (9);  2000,  c.  26,  Sched.  F, 
s.  13  (13). 

Appeal  to  court 

(10)  Any  party  to  proceedings  before  the  Tribunal  under  this  section  may  appeal  from  its 
decision  on  a  question  of  law  to  the  Divisional  Court  in  accordance  with  the  rules  of  court.  R.S.O. 
1990,  c.  O.40,  s.  47  (10);  2000,  c.  26,  Sched.  F,  s.  13  (13). 

(11)  Repealed:  1997,  c.  37,  s.  4. 
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Appeal  to  Minister 

(12)  Any  party  to  a  hearing  before  the  Tribunal,  within  thirty  days  after  receipt  of  the  decision 
of  the  Tribunal  or  within  thirty  days  after  final  disposition  of  an  appeal,  if  any,  under  subsection  (10), 
may  appeal  in  writing  to  the  Minister  on  any  matter  other  than  a  question  of  law  and  the  Minister  shall 
confirm,  alter  or  revoke  the  decision  of  the  Tribunal  as  to  the  matter  in  appeal  as  he  or  she  considers 
in  the  public  interest.  R.S.O.  1990,  c.  O.40,  s.  47  (12);  2000,  c.  26,  Sched.  F,  s.  13  (13). 

Power  of  Director  where  no  hearing 

(13)  Where  an  applicant,  permittee  or  licensee  does  not  require  a  hearing  by  the  Tribunal  under 
this  section,  the  Director  may  carry  out  the  proposal  stated  in  the  notice  under  subsection  (1).  R.S.O. 
1990,  c.  O.40,  s.  47  (13);  2000,  c.  26,  Sched.  F,  s.  13  (13). 

Where  hearing  required 

(14)  Where  a  hearing  by  the  Tribunal  is  required  under  this  section,  the  Director,  subject  to 
section  48,  shall  not  carry  out  the  proposal  until  final  disposition  of  the  hearing  and  any  appeal. 
R.S.O.  1990,  c.  O.40,  s.  47  (14);  2000,  c.  26,  Sched.  F,  s.  13  (13). 

Interim  order,  refusal  to  issue,  etc.,  well  permit  or  licences 

48.  (1)  Upon  application  by  the  Director  and  subject  to  subsection  (4),  the  Tribunal  may  order 
that  a  proposal  under  section  47  may  be  carried  out  at  once  although  a  hearing  is  or  may  be  required 
under  that  section  or  that  the  applicant,  permittee  or  licensee  fails  to  appear  on  the  hearing  of  the 
application  or  the  Tribunal  may  make  a  decision  not  to  make  such  an  order.  R.S.O.  1990,  c.  O.40, 
s.  48  (1);  2000,  c.  26,  Sched.  F,  s.  13  (13). 

Notice 

(2)  An  application  under  subsection  (1)  must  be  made  on  not  less  than  three  full  days  notice  to 
the  applicant,  permittee  or  licensee.  R.S.O.  1990,  c.  O.40,  s.  48  (2). 

Appearance  by  respondent 

(3)  The  respondent  to  an  application  under  subsection  (1)  may, 

(a)  appear  in  person  or  by  a  person  authorized  under  the  Law  Society  Act  to  represent  the 
respondent  at  the  hearing  of  the  application;  or 

(b)  make  submissions  to  the  Tribunal  by  telephone  or  other  means  for  consideration  at  the 
hearing.  2006,  c.  21,  Sched.  C,  s.  125  (1). 

Grounds  for  order 

(4)  The  Tribunal  may  make  an  order  under  subsection  (1)  only  where  the  Tribunal  is  satisfied 
that  the  order  is  necessary  for  the  protection  of  the  public  or  of  any  member  of  the  public.  R.S.O. 
1990,  c.  O.40,  s.  48  (4);  2000,  c.  26,  Sched.  F,  s.  13  (13). 

Order  may  be  subject  to  conditions 

(5)  An  order  or  a  decision  under  subsection  (1)  may  be  made  subject  to  such  conditions  as  the 
Tribunal  considers  appropriate.  R.S.O.  1990,  c.  O.40,  s.  48  (5);  2000,  c.  26,  Sched.  F,  s.  13  (13). 


Water  Supply  Wells  -  Requirements  and  Best  Management  Practices 


13 


Ontario  Legislation 


When  order  terminates 

(6)  An  order  under  subsection  (1)  and  a  proposal  carried  out  in  accordance  with  the  order  are 
effective  until  final  disposition  of  the  hearing  and  any  appeal.  R.S.O.  1990,  c.  O.40,  s.  48  (6). 

Expiry  of  well  permit  or  licences 

49.  (1)  Every  well  construction  permit,  every  well  contractor  licence  and  every  well  technician 
licence  expires  on  the  3 1st  day  of  March  in  the  year  next  following  the  year  of  its  issue  or  renewal. 
R.S.O.  1990,c.  O.40,  s.  49(1). 

Continuation  of  licence  pending  renewal 

(2)  Where  a  licensee  has  applied  for  a  renewal  of  his,  her  or  its  licence  and  paid  the  prescribed 
fee  before  expiry  of  the  licence,  the  licence  shall  be  deemed  to  continue. 

Note:  On  a  day  to  be  named  by  proclamation  of  the  Lieutenant  Governor,  subsection  (2)  is 
amended  by  the  Statutes  of  Ontario,  2001,  chapter  9,  Schedule  G,  subsection  6  (21)  by  striking 
out  "the  prescribed  fee"  and  substituting  "the  required  fee".  See:  2001,  c.  9,  Sched.  G,  ss.  6  (21), 
8(4). 

(a)  until  the  renewal  is  granted;  or 

(b)  where  the  licensee  is  served  with  notice  that  the  Director  proposes  to  refuse  to  grant  the 
renewal,  until  the  time  for  serving  notice  requiring  a  hearing  by  the  Tribunal  has  expired 
and,  where  a  hearing  is  required,  until  final  disposition  of  the  hearing  and  any  appeal. 
R.S.O.  1990,  c.  O.40,  s.  49  (2);  2000,  c.  26,  Sched.  F,  s.  13  (13). 

Application  of  s.  48  (1) 

(3)  Subsection  (2)  does  not  apply  where  an  order  is  made  under  subsection  48  (1).  R.S.O.  1990, 
c.  O.40,  s.  49  (3). 

Transfer  of  well  permit  or  licences 

50.  A  well  construction  permit,  well  contractor  licence  or  well  technician  licence  is  not 
transferable.  R.S.O.  1990,  c.  O.40,  s.  50. 

51,  Repealed:  2001,  c.  9,  Sched.  G,  s.  6  (22). 

52,  Repealed:  2007,  c.  10,  Sched.  D,  s.  2  (6). 
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Frangais 

Ontario  Water  Resources  Act 

R.R.0. 1990,  REGULATION  903 
WELLS 

Consolidation  Period:  From  October  8,  2009  to  the  e-Laws  currency  date. 

Last  amendment:  O.  Reg.  389/09. 

This  is  the  English  version  of  a  bilingual  regulation. 
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Definitions 

1.  (1)  In  this  Regulation, 


"air  vent"  means  an  outlet  at  the  upper  end  of  the  casing  that  allows  for  equalization  of  air  pressure 
between  the  inside  of  the  casing  and  the  atmosphere  and  for  the  release  of  gases  from  the  well; 
("event") 

"annular  space"  means  an  open  space  between  a  casing  or  well  screen  and  the  side  of  a  well,  and 
includes  space  between  overlapping  casings  within  the  well;  ("espace  annulaire") 

"aquifer"  means  a  water-bearing  formation  that  is  capable  of  transmitting  water  in  sufficient 
quantities  to  serve  as  a  source  of  water  supply;  ("formation  aquifere") 

"assistant  well  technician"  means  a  person  who  works  at  the  construction  of  wells  as  an  employee 
or  agent  of  the  holder  of  a  well  contractor  licence  under  the  supervision  of  the  holder  of  a  well 
technician  licence;  ("aide-technicien  en  construction  de  puits") 

"ASTM"  means  ASTM  International;  ("ASTM") 

"AWWA"  means  the  American  Water  Works  Association;  ("AWWA") 

"bedrock"  means, 

(a)  the  solid  rock  underlying  unconsolidated  material  such  as  gravel,  sand,  silt  and  clay,  or 

(b)  solid  rock  at  the  ground  surface;  ("roche-mere") 
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"bentonite"  means  a  commercially  produced  sealing  material  to  be  used  in  well  construction  or 
abandonment  that, 

(a)  consists  of  more  than  50  per  cent  sodium  montmorillonite  by  weight, 

(b)  has  the  ability  to  swell  in  the  presence  of  water, 

(c)  does  not  provide  nutrients  for  bacteria,  and 

(d)  does  not  impair  the  quality  of  water  with  which  it  comes  in  contact;  ("bentonite") 

"casing"  means  pipe,  tubing  or  other  material  installed  in  a  well  to  support  its  sides,  but  does  not 
include  a  well  screen;  ("tubage") 

"chlorinated"  means  disinfected  with  free  chlorine  residual;  ("chlore") 

"dewatering  well"  means  a  well  that  is  not  used  or  intended  for  use  as  a  source  of  water  for 
agriculture  or  human  consumption  and  that  is  made, 

(a)  to  lower  or  control  the  level  of  ground  water  in  the  area  of  the  well,  or 

(b)  to  remove  materials  that  may  be  in  the  ground  water;  ("puits  d'exhaure") 

"flowing  well"  means  a  well  that  has  a  static  water  level  above  the  ground  surface;  ("puits 
jaillissant") 

"mineralized  water"  means  water  containing  in  excess  of  6,000  milligrams  per  litre  total  dissolved 
solids  or  500  milligrams  per  litre  chlorides  or  500  milligrams  per  litre  sulphates;  ("eau 
mineralisee") 

"minor  alteration"  means,  with  respect  to  a  well, 

(a)  routine  repair  or  maintenance, 

(b)  the  installation  of  monitoring,  sampling  or  testing  equipment,  other  than  equipment  used  to 
test  the  yield  of  the  well  or  the  aquifer, 

(c)  the  installation  of  a  pump  in  a  test  hole,  or 

(d)  the  installation  of  a  well  cap  or  watertight  well  cover;  ("modification  mineure") 
"overburden"  means  unconsolidated  material  overlying  bedrock;  ("couverture") 
"pump"  includes  associated  pumping  equipment;  ("pompe") 

"sealant"  means, 

(a)  a  slurry  consisting  of  clean  water  and  at  least  20  per  cent  bentonite  solids  by  weight,  or 

(b)  other  material  that  is  equivalent  to  a  slurry  described  in  clause  (a)  with  respect  to  the  ability 
to  form  a  permanent  watertight  barrier;  ("materiau  d'etancheite") 

"static  water  level"  means  the  level  attained  by  water  at  equilibrium  in  a  well  when  no  water  is 
being  taken  from  the  well;  ("niveau  hydrostatique") 

"subsurface  formation"  includes  an  aquifer;  ("formation  souterraine") 
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"suitable  sealant"  means  a  sealant  that  is  compatible  with  the  quality  of  the  water  found  in  the  well; 
("materiau  d'etancheite  approprie") 

"test  hole"  means  a  well  that, 

(a)  is  made  to  test  or  to  obtain  information  in  respect  of  ground  water  or  an  aquifer,  and 

(b)  is  not  used  or  intended  for  use  as  a  source  of  water  for  agriculture  or  human  consumption; 
("trou  d'essai") 

"tremie  pipe"  means  a  pipe  or  tube  with  an  inner  diameter  that  is  at  least  three  times  the  diameter  of 
the  largest  particle  of  material  to  pass  through  it  and  that  is  used  to  conduct  material  to  the 
bottom  of  a  hole,  including  a  hole  containing  standing  water;  ("tuyau  a  tremie") 

"well  cluster"  means  a  group  of  wells  for  which  the  person  constructing  the  wells  may  complete 
one  well  record  under  subsection  16.4  (1);  ("groupe  de  puits") 

"well  owner"  means  the  owner  of  land  upon  which  a  well  is  situated  and  includes  a  tenant  or  lessee 
of  the  land  and  a  well  purchaser;  ("proprietaire  de  puits") 

"well  purchaser"  means  a  person  who  enters  into  a  contract  for  the  construction  of  a  well  with  a 
person  who  is  engaged  in  the  business  of  constructing  wells;  ("acheteur  de  puits") 

"well  record"  means  a  form  supplied  by  the  Ministry  for  recording  information  about  a  well  during 
construction  or  abandonment  of  the  well;  ("registre  de  puits") 

"well  screen"  means  perforated  pipe  or  tubing,  unsealed  concrete  tiles  or  other  material  installed  in 
a  well  to  filter  out  particulate  matter  and  form  the  water  intake  zone,  ("filtre  de  puits")  R.R.O. 
1990,  Reg.  903,  s.  1;  O.  Reg.  128/03,  s.  1;  O.  Reg.  372/07,  s.  1  (1-8). 

(2)  For  the  purposes  of  this  Regulation, 

(a)  a  person  is  a  person  constructing  a  well  if  the  person  is  a  well  technician  or  other  individual 
who  works  at  the  construction  of  the  well;  and 

(b)  a  well  purchaser  is  not  a  person  constructing  a  well.  O.  Reg.  372/07,  s.  1  (9). 

(3)  For  the  purposes  of  this  Regulation,  a  well's  structural  stage  is  complete  on  the  day  on 
which  the  well  is  capable  of  being  used  for  the  purpose  for  which  it  was  constructed  but  for, 

(a)  compliance  with  section  15; 

(b)  the  installation  of  a  pump;  or 

(c)  any  alterations  necessary  to  accommodate  pumping,  monitoring,  sampling,  testing  or  water 
treatment  equipment.  O.  Reg.  372/07,  s.  1  (9). 

Exemptions 

1.0.1  Sections  36  to  50  of  the  Act  and  this  Regulation  do  not  apply  to  any  of  the  following  that 
is  a  well: 

1 .  A  pond. 

2.  A  reservoir. 
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3.  A  lagoon. 

4.  An  artificial  wetland. 

5.  A  canal. 

6.  A  trench. 

7.  A  tile  drain. 

8.  A  wick  drain. 

9.  A  ditch.  O.  Reg.  372/07,  s.  2. 

1.0.2  Sections  36  to  50  of  the  Act  and  this  Regulation  do  not  apply  to  any  of  the  following 
activities  that  are  part  of  the  construction  of  a  well: 

1 .  Inspecting  the  well  using  equipment  that  is  not  left  unattended  in  the  well. 

2.  Monitoring,  sampling  or  testing  the  well  using  equipment  that, 

i.  is  not  used  to  test  the  yield  of  the  well  or  the  aquifer,  and  is  not  left  unattended  in  the 

well,  or 

ii.  is  not  used  to  test  the  yield  of  the  well  or  the  aquifer,  and  was  previously  installed  in 

the  well. 

3.  Installing  equipment  for  monitoring,  sampling  or  testing  a  test  hole  or  dewatering  well, 

unless, 

i.  the  installation  of  the  equipment  involves  an  alteration  of  the  well,  other  than  notching 

the  top  of  the  casing,  or 

ii.  the  equipment  is  used  to  test  the  yield  of  the  well  or  the  aquifer.  O.  Reg.  372/07,  s.  2. 

1.0.3  Section  43  of  the  Act  does  not  apply  to  the  following  persons  when  they  do  anything 
referred  to  in  paragraph  5  of  subsection  5  (1)  for  a  person  who  holds  a  well  contractor  licence: 

1 .  Persons  who  hold  a  licence,  limited  licence  or  temporary  licence  under  the  Professional 

Engineers  Act. 

2.  Persons  who  hold  a  certificate  of  registration  under  the  Professional  Geoscientists  Act,  2000 

and  who  are  practising  members,  temporary  members  or  hmited  members  of  the 
Association  of  Professional  Geoscientists  of  Ontario. 

3.  Persons  who  are  registered  under  subsection  8  (2)  of  the  Ontario  Association  of  Certified 

Engineering  Technicians  and  Technologists  Act,  1998,  being  chapter  Pr7,  and  who  are 
ordinary  members  of  the  Association  continued  under  that  Act.  O.  Reg.  372/07,  s.  2. 

Shallow  Works 

1.1  (1)  A  test  hole  or  dewatering  well  that  is  made  to  a  depth  of  not  more  than  3.0  metres 
below  the  ground  surface  is  exempt  from  sections  36  to  50  of  the  Act  and  from  this  Regulation, 
unless, 

(a)  it  is  constructed  in  a  contaminated  area; 
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(b)  it  is  constructed  in  an  area  with  conditions  likely  to  result  in  flowing  wells;  or 

(c)  it  penetrates  through  a  formation  that  is  not  an  aquifer.  O.  Reg.  128/03,  s.  2. 

(2)  Despite  subsection  (1),  a  person  who  constructs  a  test  hole  or  dewatering  well  described  in 
that  subsection  shall  ensure  that, 

(a)  the  major  horizons  of  soil  are  excavated  separately,  stored  separately,  kept  free  from 
contamination  and,  when  the  test  hole  or  dewatering  well  is  no  longer  being  used  or 
maintained  for  future  use  as  a  well,  backfilled  in  the  same  relative  positions  that  they 
originally  occupied;  or 

(b)  when  the  test  hole  or  dewatering  well  is  no  longer  being  used  or  maintained  for  future  use 
as  a  well,  it  is  backfilled  with  commercially  produced  dry  bentonite  sealing  material  or 
other  suitable  sealant,  or  with  clean,  uncontaminated  soil  that  has  a  grain  size  that  is  the 
same  as  or  finer  than  the  soil  that  was  originally  excavated.  O.  Reg.  372/07,  s.  3  (1). 

(3)  If  it  becomes  apparent  during  construction,  use  or  abandonment  of  a  test  hole  or  dewatering 
well  that  subsection  (1)  does  not  apply,  the  person  who  caused  it  to  be  constructed  shall,  unless 
subsection  (4)  applies,  retain  the  services  of  the  holder  of  a  well  contractor  licence.  O.  Reg.  128/03, 

s.  2. 

(4)  The  well  owner  shall  retain  the  services  of  the  holder  of  a  well  contractor  licence  if, 

(a)  the  structural  stage  of  a  test  hole  or  dewatering  well  is  complete; 

(b)  the  well  owner  has  assumed  control  over  the  operation  of  the  test  hole  or  dewatering  well; 
and 

(c)  it  becomes  apparent  during  use  or  abandonment  of  the  test  hole  or  dewatering  well  that 
subsection  (1)  does  not  apply.  O.  Reg.  372/07,  s.  3  (2). 

(5)  The  holder  of  a  well  contractor  licence  who  is  retained  under  subsection  (3)  or  (4)  shall 
ensure  compliance  with  the  Act,  this  Regulation  and  the  Environmental  Protection  Act.  O.  Reg. 
128/03,  s.  2. 

(6)  Subsections  (3)  and  (4)  do  not  apply  if  the  person  who  would  otherwise  be  required  to  retain 
the  services  of  the  holder  of  a  well  contractor  licence  has  an  employee  who  is  the  holder  of  a  well 
technician  licence  and  who  ensures  compliance  with  the  Act,  this  Regulation  and  the  Environmental 
Protection  Act.  O.  Reg.  128/03,  s.  2. 

Well  Contractor  Licence 

2.  (1)  An  application  for  issuance  of  a  well  contractor  licence  shall  be  on  a  form  supplied  by 
the  Ministry  and  shall  be  submitted  along  with  the  required  fee.  O.  Reg.  128/03,  s.  3. 

(2)  An  application  for  renewal  of  a  well  contractor  licence  shall  be  on  a  form  supplied  by  the 
Ministry  and  shall  be  submitted  along  with  the  required  fee.  O.  Reg.  128/03,  s.  3. 

(3)  If  the  applicant  is  a  corporation  or  partnership,  the  application  shall  be  completed  and 
signed  by  the  official  representatives  referred  to  in  paragraph  1  of  section  4.  O.  Reg.  128/03,  s.  3. 
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3.  (1)  It  is  a  requirement  that  an  applicant  for  a  well  contractor  licence  or  renewal  thereof  or, 
where  the  applicant  is  a  partnership  or  a  corporation,  a  partner  or  director  thereof,  be  eighteen  years  of 
age  or  older.  R.R.O.  1990,  Reg.  903,  s.  3  (1). 

(2)  An  applicant  for  a  well  contractor  licence  or  renewal  thereof  shall  submit  such  information 
and  material  as  the  Director  may  reasonably  require  to  satisfy  the  Director  as  to  the  character, 
qualifications  and  financial  responsibility  of  the  applicant  or  its  directors  and  officers.  R.R.O.  1990, 
Reg.  903,  s.  3  (2). 

(3)  Every  holder  of  a  well  contractor  licence  shall  notify  the  Director  in  writing  of  any  change 
in  the  information  submitted  under  section  2  or  subsection  (2)  within  10  days  after  the  date  of  the 
change.  O.  Reg.  128/03,  s.  4. 

4.  The  following  are  prescribed  as  conditions  attaching  to  every  well  contractor  licence: 

1 .  If  the  licensee  is  a  corporation  or  partnership,  it  shall  ensure  that, 

i.  at  least  one  director,  officer  or  partner  is  designated  as  the  official  representative  of  the 

licensee  at  all  times,  and 

ii.  the  official  representatives  have  been  assigned  the  responsibility  of  ensuring  that  the 

Act  and  this  Regulation  are  complied  with. 

2.  The  licensee  shall  maintain  insurance  in  a  form  approved  by  the  Superintendent  of  Financial 

Services  of  the  Province  of  Ontario  for  every  well  construction  business  carried  on  by  the 
licensee,  with  respect  to  the  liability  of  the  licensee  and  the  licensee's  employees  and 
agents  arising  out  of  the  well  construction  business, 

i.  in  an  amount  not  less  than  $2,000,000  for  property  damage  arising  out  of  any  one 

incident,  and 

ii.  in  an  amount  of  not  less  than  $2,000,000  for  the  death  of  or  bodily  injury  to  any  person 

not  an  employee  of  the  licensee,  for  each  such  person, 

but  the  contract  of  insurance  may, 

iii.  limit  the  insurer's  liability  under  the  contract  of  insurance  arising  out  of  any  one 
incident  to  $5,000,000,  and 

iv.  provide  that  the  insured  shall  be  responsible  for  a  stated  amount,  up  to  $1,000,  for 
each  claim  for  which  coverage  is  required. 

3.  The  licensee  shall  not  do  work  or  cause  any  work  to  be  done  with  respect  to  the  construction 

of  wells  except  by  or  under  the  supervision  of, 

i.  the  licensee,  if  the  licensee  is  also  the  holder  of  a  well  technician  licence  acting  within 

the  authority  granted  by  his  or  her  well  technician  licence, 

ii.  a  partner  of  the  licensee,  if  the  licensee  is  a  partnership  and  the  partner  is  the  holder  of 

a  well  technician  licence  acting  within  the  authority  granted  by  his  or  her  well 
technician  licence. 
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iii.  an  officer  or  director  of  the  licensee,  if  the  licensee  is  a  corporation  and  the  officer  or 
director  is  the  holder  of  a  well  technician  licence  acting  within  the  authority  granted 
by  his  or  her  well  technician  licence, 

iv.  an  employee  or  agent  of  the  licensee,  if  the  employee  or  agent  is  the  holder  of  a  well 
technician  licence  acting  within  the  authority  granted  by  his  or  her  well  technician 
licence,  or 

V.  if  the  work  only  involves  things  referred  to  in  paragraph  5  of  subsection  5  (1),  a  person 
referred  to  in  paragraph  1,  2  or  3  of  section  1.0.3. 

4.  Revoked:  O.  Reg.  128/03,  s.  5  (2). 

5.  The  licensee  shall  comply  and  shall  ensure  that  employees  and  agents  comply  with  the 

requirements  of  the  Act  and  this  Regulation.  R.R.O.  1990,  Reg.  903,  s.  4;  O.  Reg.  128/03, 
s.  5;  O.  Reg.  372/07,  s.  4. 

Well  Technicl\n  Licence 

5.  (1)  The  following  classes  of  well  technician  licence  are  prescribed: 

1 .  Well  Drilling  being  a  licence  authorizing  the  holder  to  construct  and  supervise  the 

construction  of  wells  by  means  of  well  drilling  equipment  including, 

i.  rotary  drilling  equipment  (standard,  reverse,  air,  mud  and  air  percussion), 

ii.  cable  tool  (churn  and  percussion),  and 

iii.  diamond  drilling  equipment. 

2.  Well  Digging  and  Boring  being  a  licence  authorizing  the  holder  to  construct  and  supervise 

the  construction  of  wells  by  means  of  digging  with  non-powered  equipment  or  with  a  back- 
hoe  or  power  shovel  and  by  means  of  boring  or  augering  equipment. 

3.  Other  Well  Construction  being  a  licence  authorizing  the  holder  to  construct  and  supervise 

the  construction  of  wells,  or  a  type  of  well  described  in  the  licence,  by  only  the  methods  or 
equipment  specified  in  the  licence. 

4.  Pump  Installation  being  a  licence  authorizing  the  holder  to  install  and  supervise  the 

installation  of  pumps  in  or  connected  to  wells. 

5.  Monitoring,  Sampling,  Testing  and  Non-Powered  Construction  being  a  licence  authorizing 

the  holder  to, 

i.  install  and  supervise  the  installation  of  monitoring,  sampling  or  testing  equipment  in  a 

well,  other  than  equipment  used  to  test  the  yield  of  the  well  or  the  aquifer, 

ii.  install  and  supervise  the  installation  of  pumps  in  a  test  hole  or  dewatering  well  for 

monitoring,  sampling  or  testing  purposes, 

iii.  construct  and  supervise  the  construction  of  test  holes  and  dewatering  wells  by  any 
method  that  does  not  use  powered  equipment.  R.R.O.  1990,  Reg.  903,  s.  5  (1); 
O.  Reg.  128/03,  s.  6  (1);  O.  Reg.  372/07,  s.  5  (1,  2). 
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(1.1)  A  licence  described  in  paragraph  1  or  2  of  subsection  (1), 

(a)  does  not  authorize  the  holder  to  do  anything  referred  to  in  paragraph  4  or  subparagraph  5  i 
or  ii  of  subsection  (1);  and 

(b)  authorizes  the  holder  to  do  anything  referred  to  in  subparagraph  5  iii  of  subsection  (1). 
O.  Reg.  372/07,  s.  5  (3). 

(1.2)  A  licence  described  in  paragraph  3  of  subsection  (1)  only  authorizes  the  holder  to  do  what 
is  specified  in  the  licence.  O.  Reg.  372/07,  s.  5  (3). 

(1.3)  A  licence  described  in  paragraph  4  of  subsection  (1)  authorizes  the  holder  to  do  anything 
referred  to  in  subparagraphs  5  i  and  ii  of  subsection  (1).  O.  Reg.  372/07,  s.  5  (3). 

(2)  An  application  for  a  well  technician  licence  shall  be  on  a  form  supplied  by  the  Ministry  and 
shall  be  submitted  along  with  the  required  fee.  O.  Reg.  128/03,  s.  6  (2). 

(3)  An  application  for  renewal  of  a  well  technician  licence  shall  be  on  a  form  supplied  by  the 
Ministry  and  shall  be  submitted  along  with  the  required  fee.  O.  Reg.  128/03,  s.  6  (2). 

(4}-(8)  Revoked:  O.  Reg.  128/03,  s.  6  (2). 

6.  (1)  It  is  a  requirement  that  an  applicant  for  a  well  technician  licence  be  eighteen  years  of  age 
or  older.  R.R.O.  1990,  Reg.  903,  s.  6  (1). 

(2)  An  applicant  for  a  well  technician  licence  or  renewal  thereof  shall  submit  such  information 
and  material  as  the  Director  may  reasonably  require  to  be  satisfied  as  to  the  character,  qualifications 
and  ability  of  the  applicant.  R.R.O.  1990,  Reg.  903,  s.  6  (2);  O.  Reg.  372/07,  s.  6  (1). 

(3)  The  following  are  prescribed  as  qualifications  for  an  applicant  for  a  class  of  well  technician 
licence  described  in  paragraph  1,  2,  3  or  4  of  subsection  5(1): 

1 .  Successful  completion  of  a  course  of  study,  of  at  least  30  hours,  that  is  approved  by  the 

Director  for  the  class  of  well  technician  licence  applied  for. 

2.  Four  thousand  hours  of  work  experience  helping  at  or  doing  the  activity  that  would  be 

authorized  by  the  licence  applied  for,  or  a  combination  of  work  experience  and  other 
qualifications  that  the  Director  considers  equivalent.  O.  Reg.  372/07,  s.  6  (2). 

(3.1)  The  following  are  prescribed  as  qualifications  for  an  applicant  for  the  class  of  well 
technician  licence  described  in  paragraph  5  of  subsection  5(1): 

1.  In  the  case  of  an  applicant  referred  to  in  subsection  (3.2), 

i.  successful  completion  of  a  course  of  study,  of  at  least  15  hours,  that  is  approved  by  the 

Director  for  the  class  of  well  technician  licence  described  in  paragraph  5  of 
subsection  5(1),  and 

ii.  500  hours  of  work  experience  helping  at  or  doing  the  activity  that  would  be  authorized 

by  the  licence  applied  for,  or  a  combination  of  work  experience  and  other 
qualifications  that  the  Director  considers  equivalent. 
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2.  In  any  other  case, 

i.  successful  completion  of  a  course  of  study,  of  at  least  30  hours,  that  is  approved  by  the 

Director  for  the  class  of  well  technician  licence  described  in  paragraph  5  of 
subsection  5(1),  and 

ii.  1,000  hours  of  work  experience  helping  at  or  doing  the  activity  that  would  be 

authorized  by  the  licence  applied  for,  or  a  combination  of  work  experience  and  other 
qualifications  that  the  Director  considers  equivalent.  O.  Reg.  372/07,  s.  6  (2). 

(3.2)  Paragraph  1  of  subsection  (3.1)  applies  to  an  applicant  who, 

(a)  is  a  member  of  the  Association  of  Professional  Engineers  of  Ontario  as  an  engineer-in- 
training; 

(b)  is  a  member  of  the  Association  of  Professional  Geoscientists  of  Ontario  as  a  geoscientist- 
in-training;  or 

(c)  is  a  member  of  the  Ontario  Association  of  Certified  Engineering  Technicians  and 
Technologists  as  a  technician  or  technologist  in  training.  O.  Reg.  372/07,  s.  6  (2). 

(4)  Every  holder  of  a  well  technician  licence  shall  notify  the  Director  in  writing  of  any  change 
in  the  information  submitted  under  section  5  or  subsection  (2)  within  10  days  after  the  date  of  the 
change.  O.  Reg.  128/03,  s.  7  (2). 

7.  The  following  are  prescribed  as  conditions  attaching  to  every  well  technician  licence: 

0.  1  The  licensee  shall  work  or  supervise  work  in  connection  with  the  construction  of  a  well 

only  if, 

i.  the  work  is  done  for  a  person  who  holds  a  well  contractor  licence,  or 

ii.  the  work  is  done  for  a  ministry  of  the  Crown  and  the  licensee  is  employed  in  the 

ministry. 

1 .  The  licensee  shall  not  supervise  the  operation  of  more  than  two  pieces  of  well  construction 

equipment  at  one  time. 

2.  The  licensee  shall  work  or  supervise  work  in  connection  with  the  construction  of  a  well  only 

as  specifically  authorized  by  the  well  technician  licence  he  or  she  holds. 

3.  The  licensee,  while  doing  or  supervising  work  related  to  the  construction  of  wells,  shall 

carry  a  copy  of  his  or  her  licence  and  shall  produce  it  upon  the  request  of  an  employee  or 
agent  of  the  Ministry. 

4.  The  licensee  shall  comply  and  shall  ensure  that  every  person  under  his  or  her  supervision 

shall  comply  with  the  requirements  of  the  Act  and  this  Regulation. 

5.  The  licensee  shall,  promptly  after  receipt  of  his  or  her  licence,  return  to  the  Director  any 

assistant  well  technician  identification  card  previously  issued  to  the  licensee  under  this 
Regulation.  R.R.O.  1990,  Reg.  903,  s.  7;  O.  Reg.  128/03,  s.  8;  O.  Reg.  372/07,  s.  7. 
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Examination 

8.  (1)  Every  applicant  for  a  well  contractor  licence  or  a  well  technician  licence  shall  take  an 
examination  set  by  the  Director.  R.R.O.  1990,  Reg.  903,  s.  8  (1). 

(1.1)  For  the  purpose  of  subsection  (1),  the  Director  may  set  different  examinations  for  different 
classes  of  applicants  and  licences.  O.  Reg.  372/07,  s.  8. 

(2)  If  the  applicant  for  a  well  contractor  licence  is  a  corporation  or  partnership,  the  examination 
required  under  subsection  (1)  shall  be  taken  by  each  of  the  official  representatives  referred  to  in 
paragraph  1  of  section  4.  O.  Reg.  128/03,  s.  9. 

(3)  An  application  for  an  appointment  to  take  an  examination  shall  be  on  a  form  supplied  by  the 
Ministry  and  shall  be  accompanied  by  the  required  fee.  O.  Reg.  128/03,  s.  9. 

(4)  Revoked:  O.  Reg.  128/03,  s.  9. 

(5)  An  applicant  who  has  paid  the  fee  shall  be  given  at  least  seven  days  notice  of  the  date,  time 
and  place  appointed  for  his  or  her  examination.  R.R.O.  1990,  Reg.  903,  s.  8  (5). 

(6)  No  applicant  may  try  an  examination  for  the  same  licence  more  than  four  times  in  any 
period  of  twelve  months.  R.R.O.  1990,  Reg.  903,  s.  8  (6). 

(7)  For  the  purposes  of  subsection  (6),  an  applicant  who  had  an  appointment  for  an  examination 
that  he  or  she  did  not  try  shall  be  deemed  to  have  tried  the  examination.  R.R.O.  1990,  Reg.  903, 

s.  8  (7). 

Continuing  Education  —  Well  Technicl\ns 

8.1  (1)  If  an  application  is  made  to  renew  a  well  technician  licence  described  in  paragraph  1,  2, 
3  or  4  of  subsection  5  (1),  it  is  a  qualification  of  renewing  the  licence  that  the  applicant  must  have 
successfully  completed  continuing  education  courses  approved  by  the  Director  that  consist  of  a  total 
of  at  least  21  hours  of  instruction  in  the  period  that  ends  on  the  date  the  application  is  submitted  and 
began  on  the  later  of  the  following  dates: 

1.  January  1  of  the  third  calendar  year  preceding  the  calendar  year  in  which  the  licence  expires. 

2.  The  last  day  of  instruction  in  a  continuing  education  course  that  was  previously  relied  on  by 

the  applicant  for  the  purpose  of  this  subsection  and  that  ended  in  the  third  calendar  year 
preceding  the  calendar  year  in  which  the  licence  expires.  O.  Reg.  372/07,  s.  9. 

(2)  If  an  application  is  made  to  renew  a  well  technician  licence  described  in  paragraph  5  of 
subsection  5  (1),  it  is  a  qualification  of  renewing  the  licence  that  the  applicant  must  have  successfully 
completed  continuing  education  courses  approved  by  the  Director  that  consist  of  a  total  of  at  least  14 
hours  of  instruction  in  the  period  that  ends  on  the  date  the  application  is  submitted  and  began  on  the 
later  of  the  following  dates: 

1.  January  1  of  the  third  calendar  year  preceding  the  calendar  year  in  which  the  licence  expires. 

2.  The  last  day  of  instruction  in  a  continuing  education  course  that  was  previously  relied  on  by 

the  applicant  for  the  purpose  of  this  subsection  and  that  ended  in  the  third  calendar  year 
preceding  the  calendar  year  in  which  the  licence  expires.  O.  Reg.  372/07,  s.  9. 
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(3)  If  a  well  technician  licence  is  renewed  during  a  calendar  year,  subsection  (1)  or  (2)  does  not 
apply  to  a  further  renewal  that  occurs  during  the  following  two  calendar  years.  O.  Reg.  372/07,  s.  9. 

Assistant  Well  Technician 

9.  (1)  An  assistant  well  technician  without  an  identification  card  issued  under  this  section  is 
exempt  from  section  43  of  the  Act  when  working  at  the  construction  of  wells  if  he  or  she  is  supervised 
by  a  holder  of  a  well  technician  licence  who  is  present  at  the  site.  O.  Reg.  128/03,  s.  1 1. 

(2)  An  assistant  well  technician  to  whom  an  identification  card  has  been  issued  under  this 
section  is  exempt  from  section  43  of  the  Act  when  working  at  the  construction  of  wells  on  behalf  of 
the  licensee  named  on  the  card  if, 

(a)  the  expiry  date  on  the  card  has  not  yet  been  reached; 

(b)  he  or  she  carries  the  card  with  him  or  her  and  produces  it  on  the  request  of  an  employee  or 
agent  of  the  Ministry;  and 

(c)  he  or  she  is  supervised  by  the  holder  of  a  well  technician  licence  who  is  available  to  be 
called  to  the  site  within  one  hour.  O.  Reg.  128/03,  s.  1 1. 

(3)  A  holder  of  a  well  contractor  licence  may,  not  earlier  than  four  months  after  an  assistant 
well  technician  begins  to  work  as  an  employee  or  agent  of  the  holder  of  the  licence,  apply  to  the 
Director  on  a  form  supplied  by  the  Ministry  for  an  identification  card  for  the  technician.  O.  Reg. 
128/03,  s.  11. 

(4)  A  holder  of  a  well  contractor  licence  may,  when  the  identification  card  for  the  assistant  well 
technician  is  about  to  expire,  apply  to  the  Director  on  a  form  supplied  by  the  Ministry  for  a  new 
identification  card  for  the  technician.  O.  Reg.  128/03,  s.  11. 

(5)  An  identification  card  issued  under  this  section  for  an  assistant  well  technician  shall  bear  an 
expiry  date  that  is  not  more  than  36  months  after  the  date  of  issue.  O.  Reg.  128/03,  s.  1 1. 

(6)  A  person  for  whom  an  identification  card  is  issued  shall  return  the  card  to  the  Director 
promptly  after  ceasing  to  be  the  employee  or  agent  of  the  licensed  contractor  named  on  the  card. 
O.Reg.  128/03,  s.  11. 

10,  Revoked:  O.  Reg.  128/03,  s.  12. 

IL,  11.1  Revoked:  O.  Reg.  372/07,  s.  10. 

Location  of  Wells 

12.  (0.1)  Every  person  constructing  a  well  shall  comply  with  the  requirements  set  out  in  this 
section.  O.  Reg.  372/07,  s.  11  (1). 

(1)  The  site  of  a  new  well  shall  be  separated, 

(a)  from  an  earth  pit  privy,  privy  vault,  pail  privy,  grey  water  system  or  cesspool,  as  defined  in 
Ontario  Regulation  350/06  (Building  Code)  made  under  the  Building  Code  Act,  1992,  by  at 
least  the  applicable  clearance  distance  set  out  in  Table  8.2.1.5.  of  that  regulation;  and 
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(b)  from  a  treatment  unit,  distribution  pipe  or  holding  tank,  as  defined  in  Ontario  Regulation 
350/06,  by  at  least  the  applicable  clearance  distance  set  out  in  Table  8.2.I.6.A.,  8. 2.1. 6. B. 
or  8.2.I.6.C.  of  that  regulation.  O.  Reg.  372/07,  s.  11  (2). 

(1.1)  The  references  in  subsection  (1)  to  earth  pit  privies,  privy  vaults,  pail  privies,  grey  water 
systems,  cesspools,  treatment  units,  distribution  pipes  and  holding  tanks  include  references  to  earth  pit 
privies,  privy  vaults,  pail  privies,  greywater  systems,  cesspools,  treatment  units,  distribution  pipes  and 
holding  tanks  that  have  not  been  constructed  but  for  which  a  building  permit  has  been  issued.  O.  Reg. 
372/07,  s.  11  (2). 

(2)  The  site  of  a  new  drilled  well  that  has  a  casing  that  extends  to  a  depth  of  more  than  six 
metres  below  ground  level  shall  be  at  least  15  metres  from  a  source  of  contaminants  other  than  one 
mentioned  in  subsection  (1).  O.  Reg.  372/07,  s.  11  (3). 

(3)  The  site  of, 

(a)  a  new  drilled  well  that  does  not  have  a  casing  that  extends  to  a  depth  of  more  than  six 
metres  below  ground  level;  or 

(b)  a  new  well  that  is  not  a  drilled  well, 

shall  be  at  least  30  metres  from  a  source  of  contaminants  other  than  one  mentioned  in  subsection  (1). 
O.  Reg.  128/03,  s.  15;  O.  Reg.  372/07,  s.  11  (4,  5). 

(4)  The  site  of  a  new  well  shall  be  chosen  so  that  the  well  is  accessible  for  cleaning,  treatment, 
repair,  testing,  inspection  and  visual  examination  at  all  times  before,  during  and  after  completion  of 
construction  of  the  well.  O.  Reg.  128/03,  s.  15. 

(5)  The  site  of  a  new  well  shall  be  at  an  elevation  higher  than  the  immediately  surrounding  area. 
O.  Reg.  128/03,  s.  15. 

(6)  Subsections  (1)  to  (5)  do  not  apply  to  a  test  hole  or  dewatering  well.  O.  Reg.  128/03,  s.  15. 

(7)  A  new  well  shall  not  be  constructed  with  a  well  pit,  and  a  well  pit  shall  not  be  added  to  an 
existing  well,  at  any  location.  O.  Reg.  372/07,  s.  11  (6). 

(7.1)  Subsection  (7)  does  not  apply  in  respect  of  a  test  hole  or  dewatering  well.  O.  Reg.  372/07, 
s.  11  (6). 

(8)  Despite  subsection  (7), 

(a)  a  new  well  may  be  constructed  with  a  well  pit  if  the  well  is  created  by  diamond  drilling 
equipment  in  connection  with  mineral  exploration;  and 

(b)  a  well  pit  may  be  added  to  an  existing  well,  if  the  existing  well  was  created  by  diamond 
drilling  equipment  in  connection  with  mineral  exploration.  O.  Reg.  372/07,  s.  1 1  (7). 

(9)  If  a  well  pit  is  permitted  pursuant  to  subsection  (7.1)  or  (8),  the  following  requirements 
apply  to  the  well  pit: 

1.  Section  13  applies  as  if  the  well  pit  were  a  well. 
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2.  The  floor  of  the  well  pit  shall  be  covered  with  a  layer  of  suitable  sealant  at  least  10 

centimetres  thick  that,  when  set  to  a  solid  state,  will  be  capable  of  supporting  the  weight  of 
a  person. 

3.  The  top  of  the  well  pit  shall  be  covered  with  a  solid,  watertight  cover,  sufficient  to  prevent 

the  entry  of  surface  water  and  other  foreign  materials  into  the  well  pit. 

4.  The  cover  on  the  well  pit  shall  be  fastened  in  place  in  a  manner  that  will  make  it  difficult  for 

children  to  remove  the  cover. 

5.  The  well  pit  shall  be  kept  dry  by  means  of  a  sump  pump. 

6.  Despite  paragraph  5,  if  the  water  table  is  substantially  lower  than  the  floor  of  the  well  pit, 

the  well  pit  may  be  kept  dry  by  means  of  drainage  through  a  one-way  valve  that  passes 
through  the  layer  of  sealant  and  that  is  located  near  the  perimeter  of  the  well  pit. 

7.  The  top  of  the  casing  of  the  drilled  well  shall  be  at  least  40  centimetres  above  the  floor  of  the 

well  pit. 

8.  The  top  of  the  casing  of  the  drilled  well  shall  be  sealed  with  a  commercially  manufactured 

sanitary  seal  and  shall  be  provided  with  a  length  of  air  vent  line  sufficient  to  extend  above 
the  covering  of  the  well  pit.  O.  Reg.  128/03,  s.  15;  O.  Reg.  372/07,  s.  11  (8,  9). 

(10)  Paragraphs  4  to  8  of  subsection  (9)  do  not  apply  to  a  test  hole  or  dewatering  well  described 
in  subsection  13  (11).  O.  Reg.  372/07,  s.  11  (10). 

Log  and  Field  Notes 

12.1  (1)  Every  person  constructing  or  abandoning  a  well  shall  make,  and  have  available  for 
inspection  at  the  well  site, 

(a)  a  log  of  overburden  and  bedrock  materials;  and 

(b)  field  notes  that  include  an  up-to-date  record  of  the  construction  or  abandonment  of  the  well. 
O.  Reg.  372/07,  s.  12. 

(2)  Despite  clause  (1)  (a),  a  person  is  not  required  to  have  a  log  of  overburden  and  bedrock 
materials  if, 

(a)  the  person  is  constructing  a  well  by  the  use  of  a  driven  point; 

(b)  the  person  is  altering  a  well  without  deepening  it; 

(c)  the  person  is  only  installing  a  pump;  or 

(d)  the  person  is  abandoning  a  well.  O.  Reg.  372/07,  s.  12. 

Covering  of  Well 

12.2  Whenever  a  well  under  construction  is  left  unattended,  including  during  a  minor  alteration 
or  the  installation  of  a  pump,  the  person  constructing  the  well  shall  cover  the  upper  open  end  of  the 
well  securely  in  a  manner  sufficient  to  prevent  entry  into  it  of  surface  water  and  other  foreign 
materials.  O.  Reg.  372/07,  s.  12. 
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Surface  Drainage 

12.3  The  person  constructing  the  well  shall  ensure  that  the  surface  drainage  is  such  that  water 
will  not  collect  or  pond  in  the  vicinity  of  the  well.  O.  Reg.  372/07,  s.  12. 

Well  Depth 

12.4  (1)  If  a  new  well  is  constructed  by  any  method,  the  person  constructing  the  well  shall 
ensure  that  the  well  is  at  least  six  metres  deep,  unless  the  only  useful  aquifer  available  necessitates  a 
shallower  well,  in  which  case  the  person  constructing  the  well  shall  ensure  that  the  well  is  at  least 
three  metres  deep.  O.  Reg.  372/07,  s.  12. 

(2)  Subsection  (1)  does  not  apply  to  a  test  hole  or  dewatering  well.  O.  Reg.  372/07,  s.  12. 

Casing  and  Well  Screen 

13.  (0.1)  Every  person  constructing  a  new  well  shall  comply  with  the  requirements  set  out  in 
this  section.  O.  Reg.  372/07,  s.  13  (1). 

(1)  Casing  and  well  screen  shall  be  new  material.  O.  Reg.  128/03,  s.  16;  O.  Reg.  372/07,  s.  13 

(2). 

(2)  Subsection  (1)  does  not  apply  to  a  test  hole  or  dewatering  well  if  abandonment  of  the  test 
hole  or  dewatering  well  is  scheduled  to  take  place  not  later  than  180  days  after  completion  of  the 
structural  stage  of  the  test  hole  or  dewatering  well.  O.  Reg.  128/03,  s.  16;  O.  Reg.  372/07,  s.  13  (3). 

(3)  Casing  and  well  screen  shall  be  clean  and  free  of  contamination.  O.  Reg.  128/03,  s.  16; 
O.  Reg.  372/07,  s.  13  (4). 

(4)  Casing  and  well  screen  shall  not  impair  the  quality  of  water  with  which  it  comes  in  contact. 
O.  Reg.  128/03,  s.  16;  O.  Reg.  372/07,  s.  13  (5). 

(5)  Casing  shall  be  watertight.  O.  Reg.  128/03,  s.  16. 

(6)  Any  seams  in  casing  shall  achieve  a  permanent  watertight  bond.  O.  Reg.  128/03,  s.  16. 

(7)  If  concrete  casing  is  used, 

(a)  the  concrete  casing  sections  shall  be  fully  cured  and  commercially  manufactured; 

(b)  the  concrete  casing  sections  shall  be  properly  aligned  in  the  well  so  that  the  joints  are  flush 
and  the  casing  is  centred;  and 

(c)  the  concrete  casing  sections  shall  be  joined  with  a  mastic  sealing  material  that  remains 
pliable  and  waterproof  and  that  is  approved  for  potable  water  use  by  NSF  International. 
O.  Reg.  372/07,  s.  13  (6). 

(8)  A  well  that  obtains  water  from  overburden  shall  be  cased  from  the  water  intake  zone  to  at 
least  40  centimetres  above  the  highest  point  on  the  ground  surface  within  three  metres  radially  from 
the  outside  of  the  casing,  after  the  surface  drainage  conforms  with  section  12.3,  as  measured  on 
completion  of  the  well's  structural  stage.  O.  Reg.  372/07,  s.  13  (6). 

(9)  A  well  that  obtains  water  from  bedrock  shall  be  cased  from  the  bedrock  to  at  least  40 
centimetres  above  the  highest  point  on  the  ground  surface  within  three  metres  radially  from  the 
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outside  of  the  casing,  after  the  surface  drainage  conforms  with  section  12.3,  as  measured  on 
completion  of  the  well's  structural  stage.  O.  Reg.  372/07,  s.  13  (6). 

(10)  Subsections  (8)  and  (9)  do  not  require  a  cased  well  to  be  cased  to  the  height  set  out  in  those 
subsections  if, 

(a)  the  well  is  made  by  the  use  of  a  jetted  point  or  driven  point; 

(b)  the  well  is  cased,  from  the  highest  point  on  the  ground  surface  within  three  metres  radially 
from  the  outside  of  the  casing,  after  the  surface  drainage  conforms  with  section  12.3,  to, 

(i)  the  water-producing  zone,  if  the  well  obtains  water  from  overburden,  or 

(ii)  the  bedrock,  if  the  well  obtains  water  from  bedrock; 

(c)  the  top  of  the  casing  is  above  ground  at  a  height  sufficient  to  permit  attachment  of  the  well 
tag;  and 

(d)  a  permanent  marker  identifies  the  location  of  the  well  and  is  visible  at  all  times  of  the  year. 
O.  Reg.  372/07,  s.  13  (6). 

(11)  Subsections  (8)  and  (9)  do  not  require  a  cased  test  hole  or  cased  dewatering  well  to  be 
cased  above  the  ground  surface  if, 

(a)  the  well  is  located  where  vehicle  or  pedestrian  traffic  is  likely  to  pass  directly  over  the  well; 

(b)  the  well  is  completed  with  a  flush-mounted  watertight  commercially  manufactured  well 
cover  sufficient  to  prevent  entry  of  surface  water  and  other  foreign  materials  into  the  well; 
and 

(c)  the  well  cover  is  sufficiently  strong,  durable  and  well-installed  to  protect  the  well  from 
damage,  or  the  well  cover  is  covered  with  a  metal  plate  that  is  sufficiently  large  and 
sufficiently  strong,  durable  and  well-installed  to  protect  the  well  cover  and  the  well  from 
damage.  O.  Reg.  372/07,  s.  13  (6). 

(11.1)  A  test  hole  or  dewatering  well  is  not  required  to  be  cased  if, 

(a)  abandonment  of  the  test  hole  or  dewatering  well  is  scheduled  to  take  place  not  later  than  30 
days  after  completion  of  the  structural  stage  of  the  test  hole  or  dewatering  well;  and 

(b)  the  person  constructing  the  well  covers  the  upper  open  end  of  the  well  securely  in  a  manner 
sufficient  to  prevent  the  entry  of  surface  water  and  other  foreign  materials  whenever  the 
well  is  left  unattended.  O.  Reg.  372/07,  s.  13  (6). 

(11.2)  A  well  that  is  required  to  be  cased  shall,  despite  subsections  (8),  (9)  and  (10), 

(a)  have  at  least  six  metres  of  casing  below  the  level  of  the  original  ground  surface,  unless 
clause  (b)  applies;  or 

(b)  have  at  least  2.5  metres  of  casing  below  the  level  of  the  original  ground  surface,  if  a  casing 
that  extended  to  six  metres  below  the  level  of  the  original  ground  surface  would  not  permit 
the  use  of  the  only  useful  aquifer.  O.  Reg.  372/07,  s.  13  (6). 

(11.3)  Subsection  (1 1.2)  does  not  apply  to  at  test  hole  or  dewatering  well.  O.  Reg.  372/07,  s.  13 

(6). 


Water  Supply  Wells  -  Requirements  and  Best  Management  Practices 


31 


Ontario  Legislation 


(12)  The  casing  of  a  drilled  well  that  obtains  water  from  bedrock,  other  than  from  the 
weathered  bedrock  zone,  shall  be  sealed  into  the  bedrock  with  suitable  sealant  to  prevent  impairment 
of  the  quality  of  the  ground  water  and  the  water  in  the  well.  O.  Reg.  372/07,  s.  13  (7). 

(13)  Subsection  (12)  does  not  apply  to  a  test  hole  or  dewatering  well.  O.  Reg.  128/03,  s.  16. 

(14)  If  a  well  is  constructed  with  a  well  pit  pursuant  to  subsection  12  (8), 

(a)  subsections  (8)  and  (9)  do  not  require  the  well  to  be  cased  above  the  ground  surface;  and 

(b)  the  well  pit  shall  be  cased  from  the  bottom  of  the  well  pit  to  at  least  40  centimetres  above 
the  highest  point  on  the  ground  surface  within  three  metres  radially  from  the  outside  of  the 
well  pit  casing,  after  the  surface  drainage  conforms  with  section  12.3,  as  measured  at  the 
time  the  well  pit  is  completed.  O.  Reg.  372/07,  s.  13  (8). 

(15)  Revoked:  O.  Reg.  372/07,  s.  13  (8). 

(16)  The  following  are  the  minimum  specifications  for  casing: 

1.  In  the  case  of  high  yield  wells,  the  casing  specifications  in  Table  2  of  AWWA  AlOO-06,  as  it 

may  be  amended  from  time  to  time. 

2.  The  outer  permanent  casing  in  double  walled  casing  constructions  must  be  steel  pipe  that 

conforms  to  ASTM  A252  or  ASTM  A500. 

3.  Steel  casing  with  an  inside  diameter  of  more  than  50.8  millimetres  must  have  a  nominal  wall 

thickness  of  4.78  millimetres  and  a  minimum  wall  thickness  of  4.18  millimetres  and  must 
conform  to  ASTM  A-53  Grade  B,  ASTM  A589  Grade  B  or  ASTM  A500  Grade  B  or  C. 

4.  Steel  casing  with  an  inside  diameter  of  50.8  millimetres  or  less  must  have  a  nominal  wall 

thickness  of  2.77  millimetres  and  a  minimum  wall  thickness  of  2.41  millimetres  and  must 
conform  to  ASTM  A-53  Grade  B,  ASTM  A589  Grade  B  or  ASTM  A500  Grade  B  or  C. 

5.  Galvanized  steel  casing  that  is  corrugated  and  that  is  used  in  bored  or  dug  wells  must  be  18 

gauge  and  must  conform  to  ASTM  A-53  Grade  B,  ASTM  A589  Grade  B  or  ASTM  A500 
Grade  B  or  C. 

6.  Concrete  casing  with  an  inside  diameter  of  60.96  centimetres  or  more  must  have  nominal 

wall  thickness  of  5.08  centimetres. 

7.  Plastic  casing  with  an  inside  diameter  of  10.16  centimetres  or  more  must  have  a  minimum 

wall  thickness  of  0.635  centimetres  and  must  be  ABS  or  PVC  pipe  approved  for  potable 
water  use  by  the  Canadian  Standards  Association,  the  Canadian  Society  for  Testing  and 
Materials,  ASTM  or  NSF  International. 

8.  Fibre-reinforced  plastic  casing  must  be  manufactured  from  virgin  resin  and  virgin  fibres  and 

must  be  approved  for  potable  water  use  by  NSF  International.  O.  Reg.  128/03,  s.  16; 
O.  Reg.  372/07,  s.  13  (9,  10). 

(17)  Subsection  (16)  does  not  apply  to  a  test  hole  or  dewatering  well.  O.  Reg.  128/03,  s.  16; 
O.Reg.  372/07,  s.  13(11). 

(18)  The  casing  used  in  a  well  shall  be  continuous  casing.  O.  Reg.  128/03,  s.  16. 
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(19)  Joints  in  casing  are  prohibited,  except  for  joints  that, 

(a)  achieve  a  permanent,  watertight  bond,  such  as  welded  steel  joints;  and 

(b)  are  made  so  that  the  jointed  casing  does  not  impair  the  quality  of  water  with  which  it  comes 
in  contact.  O.  Reg.  128/03,  s.  16. 

(20)  The  annular  space  between  casings  of  different  diameters  shall  be  sealed  with  suitable 
sealant  to  prevent  the  entry  into  the  well  of  surface  water  and  other  foreign  materials.  O.  Reg.  128/03, 
s.  16;  O.  Reg.  372/07,  s.  13  (12). 

(21)  No  person  shall  ground  a  lightning  rod  by  attaching  it,  directly  or  indirectly,  to  the  casing 
of  a  well.  O.  Reg.  128/03,  s.  16. 

Deepening  of  Wells 

13.1  (1)  If  a  well  is  deepened,  section  13  applies,  with  necessary  modifications,  as  if  a  new 
well  were  being  constructed,  but  continued  use  of  the  casing  in  the  existing  well  is  permitted  if  the 
casing  appears  sound.  O.  Reg.  372/07,  s.  14. 

(2)  No  person  shall  construct  a  well  by  penetrating  through  the  bottom  of  a  bored  or  dug  well 
by  means  of  drilling  or  by  the  use  of  a  jetted  point  or  driven  point.  O.  Reg.  372/07,  s.  14. 

Annular  Space  —  Subsurface  Movement 

14.  If  a  new  well  is  constructed  by  any  method,  the  person  constructing  the  well  shall  ensure 
that  any  annular  space,  other  than  annular  space  surrounding  a  well  screen,  is  sealed  to  prevent  any 
movement  of  water,  natural  gas,  contaminants  or  other  material  between  subsurface  formations  or 
between  a  subsurface  formation  and  the  ground  surface  by  means  of  the  annular  space.  O.  Reg. 
372/07,  s.  15. 

Annular  Space  —  Construction  and  Sealing  of  Driven  Point  Wells 

14.1  (1)  If  a  new  well  is  constructed  by  the  use  of  a  driven  point,  the  person  constructing  the 
well  shall  comply  with  section  14  by  ensuring  that  any  annular  space  is  filled  to  the  ground  surface 
using  a  material  and  a  method  approved  in  writing  by  the  Director  that,  in  the  opinion  of  the  Director, 
will  ensure  that  there  are  no  gaps  or  air  spaces  in  the  material  placed  in  the  annular  space.  O.  Reg. 
372/07,  s.  15. 

(2)  Subsection  (1)  does  not  apply  to  a  test  hole  or  dewatering  well  if  abandonment  of  the  test 
hole  or  dewatering  well  is  scheduled  to  take  place  not  later  than  180  days  after  completion  of  the 
structural  stage  of  the  test  hole  or  dewatering  well.  O.  Reg.  372/07,  s.  15. 

Annular  Space  —  Construction  and  Sealing  of  Bored  Wells  with  Concrete  Casing 

14.2  (1)  If  a  new  well  is  constructed  by  boring  and  concrete  casing  is  used,  the  person 
constructing  the  well  shall  ensure  that  the  well  is  constructed  with  a  diameter  that, 

(a)  from  the  ground  surface  to  a  depth  of  2.5  metres,  is  at  least  15.2  centimetres  greater  than  the 
outside  diameter  of  the  casing  that  will  be  used;  and 
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(b)  from  a  depth  of  2.5  metres  to  a  depth  of  at  least  the  full  depth  of  the  well  or  six  metres, 
whichever  is  less,  is  at  least  7.6  centimetres  greater  than  the  outside  diameter  of  the  casing 
that  will  be  used.  O.  Reg.  372/07,  s.  15. 

{2}  If  a  new  well  is  constructed  by  boring  and  concrete  casing  is  used  in  the  well,  the  person 
constructing  the  well  shall  comply  with  section  14  by  ensuring  that  the  following  rules  are  complied 
with: 

1 .  If  a  well  screen  is  installed, 

i.  the  annular  space  shall  be  filled,  from  the  bottom  of  the  well  to  at  least  the  top  of  the 

well  screen  with  clean,  washed  gravel  or  sand  that  is  deposited  after  placement  of  the 
well  screen  and  casing,  and 

ii.  any  remaining  annular  space  shall  be  filled  with  suitable  sealant,  upward  from  the  top 

of  the  gravel  or  sand  referred  to  in  subparagraph  i  to  the  bottom  of  the  bentonite 
material  referred  to  in  paragraph  6. 

2.  The  top  of  the  gravel  or  sand  referred  to  in  subparagraph  1  i  shall  not  be  closer  than  six 

metres  to  the  ground  surface,  unless  the  only  useful  aquifer  available  necessitates  a 
shallower  well,  in  which  case  the  top  of  the  gravel  or  sand  shall  not  be  closer  than  2.5 
metres  to  the  ground  surface. 

3.  If  no  well  screen  is  installed,  the  annular  space  shall  be  filled  with  suitable  sealant  from  the 

bottom  of  the  casing  upward  to  the  bottom  of  the  bentonite  material  referred  to  in 
paragraph  6. 

4.  The  sealant  referred  to  in  subparagraph  1  ii  or  paragraph  3  shall  be  continuously  deposited 

by  forcing  sealant  through  a  tremie  pipe,  with  the  bottom  end  of  the  pipe  immersed  in  the 
rising  accumulation  of  sealant. 

5.  If  the  sealant  referred  to  in  subparagraph  1  ii  or  paragraph  3  contains  cement, 

i.  it  shall  be  allowed  to  set  according  to  the  manufacturer's  specifications  or  for  12  hours, 

whichever  is  longer,  and 

ii.  if,  after  setting  in  accordance  with  subparagraph  i,  the  sealant  has  settled  or  subsided,  it 

shall  be  topped  up  to  the  original  level. 

6.  From  the  ground  surface  to  a  depth  of  at  least  2.5  metres,  the  annular  space  shall  be  filled 

with  bentonite  granules,  pellets  or  chips  that  have  been  screened  in  accordance  with  the 
manufacturer' s  specifications  and  that  have  a  diameter  of  not  more  than  20  millimetres  and 
not  less  than  six  millimetres.  O.  Reg.  372/07,  s.  15. 

(3)  Subsections  (1)  and  (2)  do  not  apply  to  a  test  hole  or  dewatering  well  if  abandonment  of  the 
test  hole  or  dewatering  well  is  scheduled  to  take  place  not  later  than  180  days  after  completion  of  the 
structural  stage  of  the  test  hole  or  dewatering  well.  O.  Reg.  372/07,  s.  15. 
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Annular  Space  —  Construction  and  Sealing  of  Dug  Wells 

14.3  (1)  If  a  new  well  is  constructed  by  digging,  the  person  constructing  the  well  shall  comply 
with  section  14  by  ensuring  that  the  annular  space  is  filled  to  the  ground  surface  in  accordance  with 
the  following  rules: 

1 .  The  annular  space  from  the  bottom  of  the  well  to  a  depth  not  closer  to  the  ground  surface 

than  2.5  metres  shall  be  filled  with, 

i.  clean,  washed  gravel  or  sand,  or 

ii.  native  materials  that  were  excavated  from  the  hole,  if  the  well  is  not  constructed  in  a 

contaminated  area  and  the  major  horizons  of  soil  are  excavated  separately,  stored 
separately,  kept  free  from  contamination  and  backfilled  in  the  same  relative  positions 
that  they  originally  occupied. 

2.  The  remainder  of  the  annular  space  shall  be  filled  with  suitable  sealant  that  will  provide  the 

appropriate  structural  strength  to  support  the  weight  of  persons  and  vehicles  that  may  move 
over  the  area  after  it  is  filled.  O.  Reg.  372/07,  s.  15. 

(2)  Subsection  (1)  does  not  apply  to  a  test  hole  or  dewatering  well  if  abandonment  of  the  test 
hole  or  dewatering  well  is  scheduled  to  take  place  not  later  than  180  days  after  completion  of  the 
structural  stage  of  the  test  hole  or  dewatering  well.  O.  Reg.  372/07,  s.  15. 

Annular  Space  —  Construction  and  Sealing  of  Drilled  and  Other  Wells 

14.4  (1)  If  a  new  well  is  constructed  by  any  method,  other  than  a  method  described  in  section 
14.1,  14.2  or  14.3  or  by  the  use  of  a  jetted  point,  the  person  constructing  the  well  shall  ensure  that  the 
well  is  constructed  with  a  diameter  that,  from  the  ground  surface  to  a  depth  of  at  least  the  full  depth  of 
the  well  or  six  metres,  whichever  is  less,  is  at  least  7.6  centimetres  greater  than  the  outside  diameter  of 
the  casing  that  will  be  used.  O.  Reg.  372/07,  s.  15. 

(2)  If  a  new  well  is  constructed  by  any  method,  other  than  a  method  described  in  section  14.1, 
14.2  or  14.3  or  by  the  use  of  a  jetted  point,  the  person  constructing  the  well  shall  comply  with  section 
14  by  ensuring  that  the  following  rules  are  complied  with: 

1 .  If  a  well  screen  is  installed, 

i.  the  annular  space  shall  be  filled,  from  the  bottom  of  the  well  to  at  least  the  top  of  the 

well  screen  with  clean,  washed  gravel  or  sand  that  is, 

A.  deposited  during  or  after  placement  of  the  well  screen  and  casing,  or 

B.  developed,  after  placement  of  the  sealant  referred  to  in  subparagraph  ii,  by 

surging  water  through  the  well  screen  to  remove  the  adjacent  fine  grained  soils, 
and 

ii.  any  remaining  annular  space  shall  be  filled  with  suitable  sealant,  upward  from  the  top 

of  the  gravel  or  sand  referred  to  in  subparagraph  i  to  the  ground  surface. 

2.  If  no  well  screen  is  installed,  the  annular  space  shall  be  filled  with  suitable  sealant  from  the 

bottom  of  the  casing  upward  to  the  ground  surface. 
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3.  The  top  of  the  gravel  or  sand  referred  to  in  paragraph  1  shall  not  be  closer  than  six  metres  to 

the  ground  surface,  unless  the  only  useful  aquifer  available  necessitates  a  shallower  well,  in 
which  case  the  top  of  the  gravel  or  sand  shall  not  be  closer  than  2.5  metres  to  the  ground 
surface. 

4.  The  sealant  referred  to  in  paragraphs  1  and  2  shall  be  continuously  deposited  by  forcing 

sealant  through  a  tremie  pipe,  with  the  bottom  end  of  the  pipe  immersed  in  the  rising 
accumulation  of  sealant. 

5.  If  the  sealant  referred  to  in  paragraphs  1  and  2  contains  cement, 

i.  it  shall  be  allowed  to  set  according  to  the  manufacturer's  specifications  or  for  12  hours, 

whichever  is  longer,  and 

ii.  if,  after  setting  in  accordance  with  subparagraph  i,  the  sealant  has  settled  or  subsided,  it 

shall  be  topped  up  to  the  original  level.  O.  Reg.  372/07,  s.  15. 

(3)  Subsection  (1)  does  not  apply  to  a  well  if, 

(a)  the  well  is  constructed  with  a  diameter  that,  from  the  ground  surface  to  a  depth  of  at  least 
the  full  depth  of  the  well  or  six  metres,  whichever  is  less,  is  at  least  5.1  centimetres  greater 
than  the  outside  diameter  of  the  casing  that  will  be  used; 

(b)  the  suitable  sealant  used  to  comply  with  subsection  (2)  has  a  maximum  particle  size  that 
will  not  be  subject  to  bridging;  and 

(c)  proper  alignment  is  ensured  by, 

(i)  in  the  case  of  a  well  constructed  using  a  cable  tool  rig,  the  use  of  a  breakaway  guide 

for  centering  the  casing  that  does  not  impair  the  quality  of  the  water  with  which  it 
comes  into  contact  and  that  is  placed  two  metres  above  the  bottom  of  the  casing,  or 

(ii)  in  the  case  of  a  well  constructed  using  a  rotary  rig,  the  use  of  centralizers  located 
below  a  depth  of  six  metres.  O.  Reg.  372/07,  s.  15. 

(4)  Subsections  (1)  to  (3)  do  not  apply  to  a  test  hole  or  dewatering  well  if  abandonment  of  the 
test  hole  or  dewatering  well  is  scheduled  to  take  place  not  later  than  180  days  after  completion  of  the 
structural  stage  of  the  test  hole  or  dewatering  well.  O.  Reg.  372/07,  s.  15. 

Annular  Space  —  Wells  with  a  Well  Pit 

14.5  (1)  If  a  new  well  is  constructed  by  any  method  and  the  well  is  constructed  with  a  well  pit, 

(a)  the  person  constructing  the  well  shall  ensure  that  the  well  pit  is  constructed  with  a  diameter 
that,  from  the  bottom  of  the  well  pit  to  the  ground  surface,  is  at  least  7.6  centimetres  greater 
than  the  outside  diameter  of  the  well  pit;  and 

(b)  the  person  constructing  the  well  shall  ensure  that  the  annular  space  outside  the  well  casing 
is  filled,  from  the  bottom  of  the  well  pit  to  the  ground  surface,  with  suitable  sealant  that 
will  provide  the  appropriate  structural  strength  to  support  the  weight  of  persons  and 
vehicles  that  may  move  over  the  area  after  it  is  filled.  O.  Reg.  372/07,  s.  15. 

(2)  If  the  sealant  referred  to  in  clause  (1)  (b)  contains  cement. 
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(a)  it  shall  be  allowed  to  set  according  to  the  manufacturer's  specifications  or  for  12  hours, 
whichever  is  longer;  and 

(b)  if,  after  setting  in  accordance  with  clause  (a),  the  sealant  has  settled  or  subsided,  it  shall  be 
topped  up  to  the  original  level.  O.  Reg.  372/07,  s.  15. 

(3)  Subsections  (1)  and  (2)  do  not  apply  to  a  test  hole  or  dewatering  well  if  abandonment  of  the 
test  hole  or  dewatering  well  is  scheduled  to  take  place  not  later  than  180  days  after  completion  of  the 
structural  stage  of  the  test  hole  or  dewatering  well.  O.  Reg.  372/07,  s.  15. 

Annular  Space  —  Wells  with  Double  Walled  Casing 

14.6  Sections  14  to  14.5  do  not  apply  to  a  well  that  is  constructed  with  a  casing  surrounded  by  a 
permanent  casing  of  larger  diameter  (sometimes  referred  to  as  a  double  walled  casing),  but, 

(a)  sections  14,  14.2,  14.3,  14.4  and  14.5  apply,  with  necessary  modifications,  to  the  annular 
space  outside  the  outer  casing;  and 

(b)  sections  14.2,  14.3  and  14.4  apply,  with  necessary  modifications,  to  the  annular  space 
between  the  casings,  unless  there  is  no  ground  water  leaking  into  the  annular  space 
between  the  casings.  O.  Reg.  372/07,  s.  15. 

Flowing  Wells 

14.7  (1)  If,  during  construction  of  a  well,  the  well  becomes  a  flowing  well,  the  person 
constructing  the  well, 

(a)  shall  construct  the  well  to  accommodate  and  be  compatible  with  an  appropriate  device  that 
controls  the  discharge  of  water  from  within  the  well  casing,  is  capable  of  stopping  the 
discharge  of  water  from  within  the  well  casing,  and  is  capable  of  withstanding  the  freezing 
of  water  in  the  well  casing; 

(b)  shall  install  a  device  described  in  clause  (a); 

(c)  shall  construct  the  well  and  install  the  device  described  in  clause  (a)  in  a  manner  that 
prevents  any  uncontrolled  flow  of  water  from  the  well  or  at  the  well  site;  and 

(d)  shall  construct  the  well  and  install  the  device  described  in  clause  (a)  in  a  manner  that 
prevents  backflow  of  water  into  the  well  or  well  casing.  O.  Reg.  372/07,  s.  15. 

(2)  Subsection  (1)  does  not  apply  if  the  well  is  abandoned  in  accordance  with  section  21.1. 
O.  Reg.  372/07,  s.  15. 

(3)  Every  contract  for  the  construction  of  a  well  shall  be  deemed  to  contain  a  term  that  makes 
the  well  contractor  responsible  for, 

(a)  the  cost  of  complying  with  subsection  (1);  and 

(b)  if  subsection  (1)  does  not  apply  pursuant  to  subsection  (2),  the  cost  of  abandoning  the  well. 
O.  Reg.  372/07,  s.  15. 

(4)  Subsection  (3)  does  not  apply  to  a  written  contract  that  expressly  releases  the  well 
contractor  from  the  responsibility  referred  to  in  that  subsection.  O.  Reg.  372/07,  s.  15. 
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Development 

14.8  (1)  Before  the  structural  stage  of  a  new  well  is  completed,  the  person  constructing  the 
well  shall  do  everything  reasonably  practicable  to  remove  any  debris,  including  well  cuttings  and 
drilling  fluids,  from  the  well  by  developing  the  well  until  the  well  water  is  clear  and  free  of  sand. 
O.  Reg.  372/07,  s.  15. 

(2)  Subsection  (1)  does  not  apply  to  a  test  hole  or  a  dewatering  hole.  O.  Reg.  372/07,  s.  15. 

Well  Yield 

14.9  (1)  Before  the  structural  stage  of  a  well  is  completed,  the  person  constructing  the  well 
shall  test  the  yield  of  the  well  in  accordance  with  section  14.10.  O.  Reg.  372/07,  s.  15. 

(2)  Subsection  (1)  does  not  apply  to  a  minor  alteration  of  a  well  or  the  installation  of  a  pump. 
O.  Reg.  372/07,  s.  15. 

(3)  Subsection  (1)  does  not  apply  to  a  test  hole  or  dewatering  well  if  the  person  constructing  it, 

(a)  measures  the  static  water  level  in  the  well  by  means  of  a  plastic  or  metal  tape,  an  air  line  or 
an  electrical  device;  and 

(b)  ensures  that  any  part  of  the  tape,  air  line  or  electrical  device  that  comes  into  contact  with 
water  in  the  well  is  clean.  O.  Reg.  372/07,  s.  15. 

(4)  Subsection  (1)  does  not  apply  to  an  alteration  of  a  well  that  involves  only, 

(a)  the  removal  of  the  casing  above  the  ground  surface  so  that  the  casing  is  flush  with  the 
ground  surface; 

(b)  the  addition  of  casing  above  the  ground  surface;  or 

(c)  the  creation  or  removal  of  a  well  pit.  O.  Reg.  372/07,  s.  15. 

14.10  (1)  If  the  yield  of  water  from  a  well  is  tested, 

(a)  the  water  level  in  the  well  shall  be  measured  and  recorded  on  the  well  record  for  the  well, 

(i)  immediately  before  commencement  of  pumping, 

(ii)  at  one  minute  intervals  or  more  frequently  during  the  first  five  minutes  of  pumping, 

(iii)  at  five  minute  intervals  or  more  frequently  during  the  next  25  minutes  of  pumping, 

(iv)  at  10  minute  intervals  or  more  frequently  during  the  next  30  minutes  of  pumping, 

(v)  at  one  minute  intervals  or  more  frequently  during  the  first  five  minutes  after  pumping 
stops, 

(vi)  at  five  minute  intervals  or  more  frequently  during  the  next  25  minutes  after  pumping 
stops,  and 

(vii)  at  10  minute  intervals  or  more  frequently  during  the  next  30  minutes  after  pumping 
stops; 

(b)  the  water  level  in  the  well  shall  be  measured  by  means  of  a  plastic  or  metal  tape  that  is 
clean  or  an  air  line  or  electrical  device  that  is  clean; 
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(c)  water  shall  be  pumped  from  the  well  at  a  steady  rate,  continuously  for  at  least  one  hour;  and 

(d)  the  rate  of  pumping  during  the  test  shall  be  recorded  on  the  well  record.  O.  Reg.  372/07, 
s.  15. 

(2)  Clauses  (1)  (a)  and  (b)  do  not  apply  if  the  design  of  the  well  does  not  allow  for  the  water 
level  in  the  well  to  be  measured  during  the  test  of  water  yield  from  the  well.  O.  Reg.  372/07,  s.  15. 

(3)  If  water  cannot  be  pumped  from  the  well  continuously  for  one  hour  in  accordance  with 
clause  (1)  (c),  no  further  measurements  are  required  under  clause  (1)  (a)  and  there  shall  be  recorded 
on  the  well  record, 

(a)  the  reason  pumping  was  discontinued; 

(b)  the  rate  of  pumping  and  the  length  of  the  pumping  period;  and 

(c)  the  water  level  measurements  made.  O.  Reg.  372/07,  s.  15. 

Well  Tag 

14.11  (1)  Before  the  structural  stage  of  a  new  cased  well  is  completed,  the  person  constructing 
the  well  shall  obtain  a  well  tag  from  the  Ministry  and  shall  affix  it  permanently  to  the  outside  of  the 
casing  or  to  a  permanent  structure  associated  with  the  well,  at  a  point  where  the  well  tag  will  be 
visible  and  will  not  be  obstructed  by  the  well  cap,  by  other  components  of  the  well  or  by  equipment 
associated  with  the  well.  O.  Reg.  372/07,  s.  15. 

(2)  If  an  alteration,  other  than  a  minor  alteration,  is  made  to  a  cased  well  that  does  not  already 
have  a  well  tag,  the  person  making  the  alteration  shall  obtain  a  well  tag  from  the  Ministry  and,  before 
the  alteration  is  completed,  shall  affix  the  well  tag  permanently  to  the  outside  of  the  casing  or  to  a 
permanent  structure  associated  with  the  well,  at  a  point  where  the  well  tag  will  be  visible  and  will  not 
be  obstructed  by  the  well  cap,  by  other  components  of  the  well  or  by  equipment  associated  with  the 
well.  O.  Reg.  372/07,  s.  15. 

(3)  If  an  alteration  is  made  to  a  cased  well  that  already  has  a  well  tag,  the  person  making  the 
alteration  shall  safeguard  the  well  tag  during  the  alteration  and,  if  the  well  tag  is  removed,  the  person 
making  the  alteration  shall,  before  the  alteration  is  completed,  reaffix  the  well  tag  permanently  to  the 
outside  of  the  casing  or  to  a  permanent  structure  associated  with  the  well,  at  a  point  where  the  well  tag 
will  be  visible  and  will  not  be  obstructed  by  the  well  cap,  by  other  components  of  the  well  or  by 
equipment  associated  with  the  well.  O.  Reg.  372/07,  s.  15. 

(4)  Despite  subsection  (3),  if  an  alteration  is  made  to  a  cased  well  that  already  has  a  well  tag 
and  the  well  tag  is  broken,  defaced,  illegible  or  otherwise  unusable,  the  person  making  the  alteration 
shall, 

(a)  remove  the  well  tag  and  return  it,  not  later  than  the  date  clause  (c)  is  complied  with,  to  the 
Director; 

(b)  obtain  a  new  well  tag  from  the  Ministry  and,  before  the  alteration  is  completed,  affix  the 
well  tag  permanently  to  the  outside  of  the  casing  or  to  a  permanent  structure  associated 
with  the  well,  at  a  point  where  the  well  tag  will  be  visible  and  will  not  be  obstructed  by  the 
well  cap,  by  other  components  of  the  well  or  by  equipment  associated  with  the  well;  and 
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(c)  within  30  days  after  the  new  well  tag  is  affixed  to  the  casing,  complete  a  well  record  with 
respect  to  the  replacement  of  the  well  tag  and  forward  a  copy  of  the  well  record  to  the 
Director.  O.  Reg.  372/07,  s.  15. 

(5)  Despite  subsections  (1)  to  (4),  if  one  well  record  is  prepared  for  a  cluster  of  wells  in 
accordance  with  section  16.4  and  a  well  tag  is  affixed  to  the  deepest  well  in  the  cluster,  it  is  not 
necessary  to  affix  a  well  tag  to  any  other  well  in  the  cluster.  O.  Reg.  372/07,  s.  15. 

Disinfection 

15.  (1)  On  the  day  the  structural  stage  of  the  well  is  completed,  the  person  constructing  the 
well  shall  ensure  that, 

(a)  any  remaining  debris  is  removed  from  the  well; 

(b)  the  water  in  the  well  is  dosed  to  a  concentration  of  not  less  than  50  milligrams  per  litre  and 
not  more  than  200  milligrams  per  litre  of  free  chlorine  and  left  undisturbed  for  a  period  of 
at  least  12  hours;  and 

(c)  the  water  in  the  well  is  not  used  for  human  consumption  until  the  steps  required  by 
subsections  (2)  to  (7)  are  taken.  O.  Reg.  372/07,  s.  16. 

(2)  A  person  who  undertakes  construction  of  a  well  that  is  being  used  or  maintained  for  use  for 
the  purpose  for  which  it  was  constructed  or  installs  pumping  equipment  in  a  well  shall  ensure  that  as 
soon  as  possible  after  the  construction  or  installation  is  complete,  the  water  in  the  well  is  dosed  to  a 
concentration  of  not  less  than  50  milligrams  per  litre  and  not  more  than  200  milligrams  per  litre  of 
free  chlorine.  O.  Reg.  372/07,  s.  16. 

(3)  Subsection  (2)  does  not  apply  to  the  replacement  of  a  pump  that  is  installed  above  or 
adjacent  to  a  well  or  in  a  well  pit  unless  the  replacement  involves  the  removal  of  a  well  cover  or  well 
cap  required  by  subsection  15.2  (6)  or  (7).  O.  Reg.  372/07,  s.  16. 

(4)  A  person  referred  to  in  subsection  (2)  shall  ensure  that,  at  least  12  hours  and  not  more  than 
24  hours  after  the  water  is  chlorinated,  the  well  water  is  tested  for  free  chlorine  residual.  O.  Reg. 
372/07,  s.  16. 

(5)  If,  according  to  a  test  under  subsection  (4),  the  concentration  of  free  chlorine  residual  in  the 
well  water  is  less  than  50  milligrams  per  litre  or  more  than  200  milligrams  per  litre,  the  person 
referred  to  in  subsection  (2)  shall  ensure  that  the  following  steps  are  taken: 

1 .  Water  shall  be  pumped  out  of  the  well  until  the  concentration  of  free  chlorine  residual  in  the 

well  water  is  less  than  1  milligram  per  litre. 

2.  The  water  in  the  well  shall  be  dosed  to  a  concentration  of  not  more  than  200  milligrams  per 

litre  of  free  chlorine. 

3.  At  least  12  hours  and  not  more  than  24  hours  after  the  water  is  dosed  under  paragraph  2,  the 

well  water  shall  be  tested  for  free  chlorine  residual. 

4.  If,  according  to  a  test  under  paragraph  3,  the  concentration  of  free  chlorine  residual  in  the 

well  water  is  less  than  50  milligrams  per  litre  or  more  than  200  milligrams  per  litre,  the 
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Steps  referred  to  in  paragraphs  1  to  3  and  this  paragraph  shall  be  repeated.  O.  Reg.  372/07, 
s.  16. 

(6)  A  person  who  is  required  to  ensure  that  steps  set  out  in  subsection  (5)  are  taken  shall  ensure 

that, 

(a)  subject  to  paragraph  4  of  subsection  (5),  the  steps  are  taken  in  the  sequence  in  which  they 
are  set  out  in  subsection  (5);  and 

(b)  each  step  is  taken  as  soon  as  reasonably  possible.  O.  Reg.  372/07,  s.  16. 

(7)  If,  according  to  a  test  under  subsection  (4)  or  paragraph  3  of  subsection  (5),  the 
concentration  of  free  chlorine  residual  in  the  well  water  is  50  milligrams  per  litre  or  more  but  not 
more  than  200  milligrams  per  litre,  the  person  who  is  referred  to  in  subsection  (2)  shall  ensure  that 
water  is  pumped  out  of  the  well  until  the  concentration  of  free  chlorine  residual  in  the  well  water  is 
less  than  1  milligram  per  litre.  O.  Reg.  372/07,  s.  16. 

(8)  No  person  shall,  during  a  period  between  the  chlorination  of  the  water  in  a  well  by  a  person 
referred  to  subsection  (2)  and  the  testing  of  the  well  water  for  free  chlorine  residual  under  this  section, 

(a)  disturb  the  well;  or 

(b)  use  the  well  for  any  purpose.  O.  Reg.  372/07,  s.  16. 

(9)  A  person  who  is  responsible  for  ensuring  that  well  water  is  tested  for  free  chlorine  residual 
under  this  section  shall  ensure  that,  before  the  well  is  used  as  a  source  of  water  for  human 
consumption,  the  well  purchaser  is  given  a  written  record  of  the  test  results.  O.  Reg.  372/07,  s.  16. 

(10)  Subsections  (4)  to  (9)  do  not  apply  to  an  alteration  of  a  well  if  all  of  the  following  criteria 
are  satisfied: 

1 .  The  alteration  involves  the  urgent  replacement  or  repair  of  a  pump  that  unexpectedly  failed. 

2.  No  water  supply  is  immediately  available  as  an  alternative  to  the  water  from  the  well. 

3.  The  well  purchaser  provides  the  person  who  undertakes  the  alteration  with  written 

instructions  to  discontinue  the  disinfection  process  after  complying  with  subsection  (2). 
O.  Reg.  372/07,  s.  16. 

(11)  If,  pursuant  to  subsection  (10),  subsections  (4)  to  (9)  do  not  apply  to  an  alteration  of  a  well, 

(a)  the  well  purchaser  shall  ensure  that,  before  the  well  water  is  used  for  any  purpose,  water  is 
pumped  from  the  well  until  no  odour  of  chlorine  remains  in  the  well  water;  and 

(b)  the  person  who  undertakes  the  alteration  shall  retain  the  written  instructions  referred  to  in 
paragraph  3  of  subsection  (10)  for  two  years.  O.  Reg.  372/07,  s.  16. 

(12)  This  section  does  not  apply  if  the  Director  gives  written  approval  to  another  method  of 
disinfection  and  the  approved  method  is  complied  with.  O.  Reg.  372/07,  s.  16. 

(13)  This  section  does  not  apply  to  a  minor  alteration  of  a  well.  O.  Reg.  372/07,  s.  16. 

(14)  This  section  does  not  apply  to  a  test  hole,  dewatering  well  or  flowing  well.  O.  Reg.  372/07, 

s.  16. 
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Venting 

15.1  (1)  If  a  new  well  is  constructed  by  any  method,  the  person  constructing  the  well  shall 
ensure  that  the  well  is  vented  to  the  outside  atmosphere  in  a  manner  that  will  safely  disperse  all  gases. 
O.  Reg.  372/07,  s.  16. 

(2)  Subsection  (1)  does  not  apply  to, 

(a)  a  test  hole;  or 

(b)  a  well  in  which  casing  is  used  to  transmit  water  out  of  the  well.  O.  Reg.  372/07,  s.  16. 

(3)  If  a  pump  is  installed  in  a  drilled  well,  the  person  constructing  the  well  shall  ensure  that, 

(a)  an  air  vent  is  installed  with  a  minimum  inside  diameter  of, 

(i)  0.3  centimetres,  if  the  inside  diameter  of  the  casing  is  less  than  12.7  centimetres,  or 

(ii)  1.2  centimetres,  if  the  inside  diameter  of  the  casing  is  12.7  centimetres  or  more; 

(b)  the  air  vent, 

(i)  is  of  sufficient  length  to  extend  above  the  covering  of  the  well  pit,  if  a  well  pit  exists, 

or 

(ii)  extends  above  the  ground  surface  a  distance  sufficient  to  prevent  the  entry  of  flood 
water  from  any  anticipated  flooding  in  the  area  but  not  less  than  40  centimetres,  if  no 
well  pit  exists;  and 

(c)  the  open  end  of  the  air  vent  is  shielded  and  screened  in  a  manner  sufficient  to  prevent  the 
entry  of  any  materials  into  the  well.  O.  Reg.  372/07,  s.  16. 

(4)  Subsection  (3)  does  not  apply  to  an  uncased  test  hole  or  an  uncased  dewatering  well. 
O.  Reg.  372/07,  s.  16. 

(5)  Subsection  (3)  does  not  apply  to  the  following  wells  if  there  is  no  potential  hazard  from 
natural  gas  or  any  other  gas: 

1 .  A  well  with  a  well  pit. 

2.  A  test  hole  or  dewatering  well  described  in  subsection  13  (1 1).  O.  Reg.  372/07,  s.  16. 

Installation  of  Equipment 

15.2  (1)  Every  person  constructing  a  well  shall  comply  with  the  requirements  set  out  in  this 
section.  O.  Reg.  372/07,  s.  16. 

(2)  If  a  connection  to  the  casing  of  a  drilled  well  is  made  below  the  ground  surface,  a  well  seal 
or  pitless  adapter  shall  be  used  and  the  connection  shall  be  made  watertight.  O.  Reg.  372/07,  s.  16. 

(3)  A  cutting  torch  shall  not  be  used  to  make  an  opening  in  the  casing  wall  to  accommodate  a 
pitless  adapter.  O.  Reg.  372/07,  s.  16. 

(4)  If  a  connection  to  the  casing  of  a  well,  other  than  a  drilled  well,  is  made  below  the  ground 
surface,  the  connection  shall  be  made  watertight  with  durable  bonding  material.  O.  Reg.  372/07,  s.  16. 
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(5)  If  a  connection  to  the  casing  of  a  well  is  made  below  the  ground  surface,  any  outside 
excavation  shall  be  filled  with  suitable  sealant  extending  from  the  casing  a  minimum  distance  outward 
of  20  centimetres  and  extending  from  the  bottom  of  the  excavation  to  within  20  centimetres  of  the 
ground  surface.  O.  Reg.  372/07,  s.  16. 

(6)  The  top  of  the  casing  of  a  well  that  is  constructed  by  digging  or  boring  shall  be  covered  with 
a  solid,  watertight  well  cover,  sufficient  to  prevent  the  entry  of  surface  water  and  other  foreign 
materials  into  the  well.  O.  Reg.  372/07,  s.  16. 

(7)  Subject  to  paragraph  8  of  subsection  12  (9),  the  top  of  the  casing  of  a  well  that  is  not 
constructed  by  digging  or  boring  shall  be  sealed  with  a  commercially  manufactured  vermin-proof  well 
cap.  O.  Reg.  372/07,  s.  16. 

(8)  Subsections  (6)  and  (7)  do  not  apply  if  all  of  the  following  criteria  are  satisfied: 

1.  A  floor  has  been  constructed  around  or  adjacent  to  the  casing  of  the  well. 

2.  A  pump  is  installed  above  or  adjacent  to  the  well. 

3.  The  top  of  the  casing  is  shielded  in  a  manner  sufficient  to  prevent  entry  of  any  material  that 

may  impair  the  quality  of  the  water  in  the  well. 

4.  The  casing  of  the  well  is  extended  to  at  least  15  centimetres  above  the  floor  referred  to  in 

paragraph  1.  O.  Reg.  372/07,  s.  16. 

15.3  A  person  who  installs  equipment  in  a  well  shall  ensure  that  the  equipment  is  clean.  O.  Reg. 
372/07,  s.  16. 

Information 

16.  (1)  Where  a  well  is  constructed  and  mineralized  water  is  encountered,  the  person 
constructing  the  well  shall  immediately  notify  the  well  purchaser  and  the  owner  of  the  land  on  which 
the  well  is  situated  that  the  condition  exists.  O.  Reg.  372/07,  s.  17. 

(2)  Subsection  (1)  does  not  apply  to  a  test  hole  or  dewatering  well.  O.  Reg.  372/07,  s.  17. 

(3)  Where  a  well  is  constructed  and  natural  gas  is  encountered,  the  person  constructing  the  well 
shall  immediately  notify  the  well  purchaser,  the  owner  of  the  land  on  which  the  well  is  situated  and 
the  Director  that  the  condition  exists.  O.  Reg.  372/07,  s.  17. 

16.1  (1)  On  the  day  the  structural  stage  of  a  well  is  completed,  the  person  constructing  the  well 
shall,  unless  the  well  purchaser  otherwise  directs, 

(a)  deliver  to  the  well  purchaser  a  copy  of  an  information  package  about  wells  obtained  from 
the  Ministry; 

(b)  provide  the  well  purchaser  with  a  water  sample  from  the  well  of  at  least  one  litre  for  visual 
examination;  and 

(c)  measure  the  depth  of  the  well  in  the  presence  of  the  well  purchaser.  O.  Reg.  372/07,  s.  17. 

(2)  Subsection  (1)  does  not  apply  to  a  test  hole  or  dewatering  well.  O.  Reg.  372/07,  s.  17. 

(3)  Subsection  (1)  does  not  apply  to  a  minor  alteration  of  a  well.  O.  Reg.  372/07,  s.  17. 
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16.2  (1)  On  the  day  a  pump  is  replaced  in  an  existing  well,  the  person  constructing  the  well 
shall,  unless  the  well  purchaser  otherwise  directs,  deliver  to  the  well  purchaser  a  copy  of  an 
information  package  about  wells  obtained  from  the  Ministry.  O.  Reg.  372/07,  s.  17. 

(2)  Subsection  (1)  does  not  apply  to  a  test  hole  or  dewatering  well.  O.  Reg.  372/07,  s.  17. 

Records  —  Single  Well  Record 

16.3  (1)  On  completion  of  a  well's  structural  stage,  the  person  constructing  the  well  shall, 

(a)  complete,  in  accordance  with  the  instructions  on  the  form,  a  well  record  for  the  well; 

(b)  deliver  a  copy  of  the  well  record  to  the  well  purchaser  and  the  owner  of  the  land  on  which 
the  well  is  situated  within  14  days  after  the  date  on  which  the  well's  structural  stage  is 
complete; 

(c)  forward  a  copy  of  the  well  record  to  the  Director  within  30  days  after  the  date  on  which  the 
well's  structural  stage  is  complete;  and 

(d)  retain  a  copy  of  the  well  record  for  two  years.  O.  Reg.  372/07,  s.  17. 

(2)  Subsection  (1)  does  not  apply  to  a  minor  alteration  of  a  well  or  the  installation  of  a  pump. 
O.  Reg.  372/07,  s.  17. 

(3)  Subsection  (1)  does  not  apply  in  respect  of  a  test  hole  or  dewatering  well  that  is  abandoned 
within  30  days  after  the  date  on  which  its  structural  stage  is  complete.  O.  Reg.  372/07,  s.  17. 

Records  —  Well  Clusters 

16.4  (1)  Despite  clause  16.3  (1)  (a),  a  person  constructing  wells  may  complete  one  well  record 
for  a  group  of  wells  instead  of  a  separate  well  record  for  each  individual  well  if  all  the  following 
circumstances  exist: 

1 .  Every  well  in  the  group  is  a  test  hole  or  dewatering  well. 

2.  Every  well  in  the  group  is  located, 

i.  on  the  same  property  as  another  well  in  the  group, 

ii.  on  a  property  that  is  adjacent  to  a  property  on  which  another  well  in  the  group  is 

located,  or  that  would  be  adjacent  but  for  a  road  between  the  two  properties,  or 

iii.  on  a  property  that  has  only  one  or  two  intervening  properties  between  it  and  a  property 
on  which  another  well  in  the  group  is  located. 

3.  The  structural  stage  of  every  well  in  the  group  is  complete  or,  if  the  wells  are  being 

constructed  in  phases,  the  structural  stage  of  every  well  in  the  relevant  phase  of 
construction  is  complete. 

4.  Each  owner  of  land  on  which  a  well  in  the  group  is  situated  has  given  written  consent  to  the 

use  of  a  single  well  record  for  the  group  and  the  well  record  states  that  all  the  required 
consents  have  been  given.  O.  Reg.  372/07,  s.  17. 
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(2)  For  the  purpose  of  subparagraph  2  iii  of  subsection  (1),  the  following  rules  apply  to  the 
determination  of  the  number  of  intervening  properties  between  two  properties  on  which  wells  are 
located: 

1.  The  number  of  intervening  properties  shall  be  determined  along  a  straight  line  joining  the 

two  wells. 

2.  If  the  straight  line  mentioned  in  paragraph  1  crosses  a  road,  the  road  shall  not  be  counted  as 

an  intervening  property,  unless  one  or  both  of  the  two  wells  is  located  on  or  inside  the 
boundaries  of  the  road. 

3.  If  part  of  the  straight  line  mentioned  in  paragraph  1  is  on  or  within  the  boundaries  of  a  road, 

the  number  of  intervening  properties  shall  be  determined  with  reference  to  the  properties 
adjacent  to  that  portion  of  the  road,  on  the  side  of  the  road  that  has  fewer  properties. 
O.  Reg.  372/07,  s.  17. 

(3)  A  person  constructing  wells  who  completes  one  well  record  for  a  well  cluster  under 
subsection  (1)  shall, 

(a)  indicate  in  the  well  record,  in  a  convenient,  concise  and  comprehensive  manner,  which  of 
the  wells  share  common  features,  such  as  diameter,  construction  technique,  casing,  venting, 
pumps  and  method  of  abandonment; 

(b)  include  in  the  well  record  a  statement  that  the  person  constructing  the  well  will  promptly 
submit  to  the  Director,  on  request,  any  additional  information  in  the  person's  custody  or 
control  related  to  any  well  in  the  well  cluster  that  the  person  has  constructed; 

(c)  despite  clause  16.3  (1)  (b),  deliver  to  the  well  purchaser  and  each  owner  of  land  on  which  a 
well  in  the  well  cluster  is  situated  a  copy  of  the  well  record  for  the  well  cluster  within  60 
days  after  the  commencement  of  construction  of  the  first  well  or,  if  the  wells  are  being 
constructed  in  phases,  within  60  days  after  the  commencement  of  construction  of  the  first 
well  in  the  relevant  phase  of  construction;  and 

(d)  despite  clause  16.3  (1)  (c),  forward  a  copy  of  the  well  record  for  the  well  cluster  to  the 
Director  within  75  days  after  the  commencement  of  construction  of  the  first  well  or,  if  the 
wells  are  being  constructed  in  phases,  within  75  days  after  the  commencement  of 
construction  of  the  first  well  in  the  relevant  phase  of  construction.  O.  Reg.  372/07,  s.  17. 

(4)  If  one  well  record  is  completed  for  a  well  cluster  under  subsection  (1)  and  an  alteration, 
other  than  a  minor  alteration,  is  made  to  a  well  in  the  well  cluster, 

(a)  this  section  ceases  to  apply  to  that  well;  and 

(b)  the  person  making  the  alteration  shall  obtain  and  affix  a  well  tag  in  accordance  with 
subsection  14.11  (2)  and  comply  with  section  16.3.  O.  Reg.  372/07,  s.  17. 

(5)  A  person  constructing  a  well  who  completes  a  new  well  record  under  subsection  (4)  shall, 

(a)  despite  clause  16.3  (1)  (b),  deliver  to  the  well  purchaser  and  each  owner  of  the  land  on 
which  the  well  in  the  well  cluster  is  affected  by  the  subsequent  construction  a  copy  of  the 
well  record  within  60  days  after  the  commencement  of  the  subsequent  construction  or,  if 
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the  subsequent  construction  is  done  in  phases,  within  60  days  after  the  commencement  of 
the  relevant  phase  of  the  subsequent  construction;  and 

(b)  despite  clause  16.3  (1)  (c),  forward  a  copy  of  the  well  record  to  the  Director  within  75  days 
after  the  commencement  of  the  subsequent  construction  or,  if  the  subsequent  construction 
is  done  in  phases,  within  75  days  after  the  commencement  of  the  relevant  phase  of  the 
subsequent  construction.  O.  Reg.  372/07,  s.  17. 

Records  —  Well  Abandonment 

16.5  (1)  On  completion  of  the  abandonment  of  a  well,  the  person  abandoning  the  well  shall, 

(a)  complete,  in  accordance  with  the  instructions  on  the  form,  a  well  record  for  the  well; 

(b)  deliver  a  copy  of  the  well  record  to  the  owner  of  the  land  on  which  the  well  is  situated, 

(i)  within  14  days  after  the  date  on  which  the  well  construction  equipment  is  removed 

from  the  site,  or 

(ii)  in  the  case  of  a  well  cluster,  within  60  days  after  the  date  on  which  the  first  well  in  the 
well  cluster  is  abandoned;  and 

(c)  forward  a  copy  of  the  well  record,  and  any  well  tag  that  was  removed  from  the  well,  to  the 
Director, 

(i)  within  30  days  after  the  date  on  which  the  well  construction  equipment  is  removed 

from  the  site,  or 

(ii)  in  the  case  of  a  well  cluster,  within  75  days  after  the  date  on  which  the  first  well  in  the 
well  cluster  is  abandoned.  O.  Reg.  372/07,  s.  17. 

(2)  Subsection  (1)  does  not  apply  in  respect  of  a  test  hole  or  dewatering  well  that  is  abandoned 
within  30  days  after  the  date  on  which  its  structural  stage  is  complete.  O.  Reg.  372/07,  s.  17. 

17,-19.  Revoked:  O.  Reg.  372/07,  s.  18. 

Well  Maintenance 

20.  (1)  The  well  owner  shall  maintain  the  well  at  all  times  after  the  completion  of  the  well's 
structural  stage  in  a  manner  sufficient  to  prevent  the  entry  into  the  well  of  surface  water  and  other 
foreign  materials.  O.  Reg.  372/07,  s.  19. 

(2)  If  the  casing  of  a  well  extends  above  the  ground  surface,  no  person  shall, 

(a)  reduce  the  height  of  the  casing,  if  the  casing  of  the  well  extends  to  a  height  of  less  than  40 
centimetres  above  the  ground  surface;  or 

(b)  reduce  the  height  of  the  casing  to  a  height  of  less  than  40  centimetres  above  the  ground 
surface,  if  the  casing  extends  to  a  height  of  40  centimetres  or  more  above  the  ground 
surface.  O.  Reg.  372/07,  s.  19. 

(3)  Subsection  (2)  does  not  apply  to  a  well  described  in  subsection  13  (10)  or  a  test  hole  or 
dewatering  well  described  in  subsection  13  (11).  O.  Reg.  372/07,  s.  19. 
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Abandonment 

21.  (1)  A  person  constructing  a  new  well  that  is  discontinued  before  completion  of  the  well's 
structural  stage  shall  immediately  abandon  the  well.  O.  Reg.  372/07,  s.  20. 

(2)  The  well  purchaser  of  a  new  well  that  is  dry  shall  immediately  abandon  the  well  unless  the 
owner  of  the  land  on  which  the  well  is  situated  agrees  in  writing  to  maintain  the  well  for  future  use  as 
a  well.  O.  Reg.  372/07,  s.  20. 

(3)  The  well  owner  shall  immediately  abandon  the  well  if  it  is  not  being  used  or  maintained  for 
future  use  as  a  well.  O.  Reg.  372/07,  s.  20. 

(4}  If  a  well  produces  mineralized  water,  the  well  owner  shall  immediately  abandon  the  well. 
O.  Reg.  372/07,  s.  20. 

(5)  If  a  well  produces  water  that  is  not  potable,  the  well  owner  shall  immediately  abandon  the 
well  unless  the  well  owner  seeks  the  advice  of  and  takes  such  measures  directed  by  the  local  medical 
officer  of  health.  O.  Reg.  372/07,  s.  20. 

(6)  If  a  well  contains  natural  gas  or  other  gas,  the  well  owner  shall  immediately  abandon  the 
well  unless  measures  are  taken  to  manage  the  gas  in  a  way  that  prevents  any  potential  hazard.  O.  Reg. 
372/07,  s.  20. 

(7)  If  a  well  permits  any  movement  of  natural  gas,  contaminants  or  other  materials  between 
subsurface  formations,  or  between  a  subsurface  formation  and  the  ground  surface,  and  the  movement 
may  impair  the  quality  of  any  waters,  the  well  owner  shall  immediately  abandon  the  well  unless 
measures  are  taken  that  prevent  the  movement  at  all  times.  O.  Reg.  372/07,  s.  20. 

(8)  If  a  well  is  constructed  in  contravention  of  any  provision  of  this  Regulation  dealing  with  the 
location  of  wells,  the  methods  and  materials  used  in  the  construction  of  wells  or  the  standards  of  well 
construction,  the  well  owner  shall  immediately  take  steps  to  rectify  the  situation,  but  if  those  steps 
fail,  the  owner  shall  immediately  abandon  the  well.  O.  Reg.  372/07,  s.  20. 

(9)  The  well  owner  shall  ensure  that  measures  taken  pursuant  to  subsections  (5)  to  (7)  are 
functional  at  all  times.  O.  Reg.  372/07,  s.  20. 

(10)  Subsections  (4)  to  (8)  do  not  apply  if  the  well  owner  has  the  written  consent  of  the 
Director.  O.  Reg.  372/07,  s.  20. 

(11)  Subsections  (4)  and  (5)  do  not  apply  to  a  test  hole  or  dewatering  well.  O.  Reg.  372/07, 

s.  20. 

(12)  Subsections  (4)  and  (5)  do  not  apply  to  a  well  that, 

(a)  is  used  or  intended  for  use  as  a  source  of  water  for  agriculture;  and 

(b)  is  not  used  as  a  source  of  water  for  human  consumption.  O.  Reg.  372/07,  s.  20. 

(13)  The  person  abandoning  the  well  shall  retain  the  services  of  the  holder  of  a  well  contractor 
licence,  and  shall  ensure  that  the  contract  between  them  requires  a  well  technician  licensed  to 
construct  the  type  of  well  that  is  being  abandoned  to  be  used  to  abandon  the  well,  unless. 
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(a)  the  person  who  works  on  the  abandonment  of  the  well  is  the  owner  of  the  land  or  is  a 
member  of  the  owner' s  household; 

(b)  the  person  who  works  on  the  abandonment  of  the  well  is  working  without  remuneration  for 
another  person  on  land  owned  by  the  other  person  or  by  a  member  of  the  other  person's 
household; 

(c)  the  person  who  works  on  the  abandonment  of  the  well  holds  a  licence  referred  to  in 
paragraph  1  of  subsection  5  (1);  or 

(d)  the  well  is  a  test  hole  or  dewatering  well,  the  well  is  abandoned  by  a  method  that  does  not 
use  powered  equipment,  and  the  person  who  works  on  the  abandonment  of  the  well  is, 

(i)  a  person  who  holds  a  licence  referred  to  in  paragraph  5  of  subsection  5  (1),  or 

(ii)  a  person  referred  to  in  paragraph  1,  2  or  3  of  section  1.0.3.  O.  Reg.  372/07,  s.  20. 

21.1  (1)  If  a  well  is  abandoned,  the  person  abandoning  the  well  shall  ensure  that  the  following 
steps  are  taken  and,  unless  otherwise  specified,  they  shall  be  taken  in  the  sequence  in  which  they  are 
set  out  in  this  subsection: 

1 .  If  the  well  already  has  a  well  tag,  the  well  tag  shall  be  removed  and  returned  to  the  Director 

within  30  days  after  its  removal. 

2.  If  the  well  casing  or  well  screen  has  collapsed,  reasonable  efforts  shall  be  made  to  remove  it, 

and  all  other  equipment  and  debris  in  the  well  shall  be  removed. 

3.  The  well,  including  any  annular  space,  shall  be  plugged  by, 

i.  in  the  case  of  any  well,  placing  a  continuous  column  of  an  abandonment  barrier  from 

the  bottom  of  the  well  upward  to  approximately  two  metres  below  the  ground  surface 
so  that  it  prevents  any  movement  of  water,  natural  gas,  contaminants  or  other  material 
between  subsurface  formations  or  between  a  subsurface  formation  and  the  top  of  the 
abandonment  barrier,  or 

ii.  in  the  case  of  a  well  that  is  greater  than  65.0  centimetres  in  diameter,  placing  a 

continuous  column  of  an  abandonment  barrier  by  taking  the  steps  described  in 
subsection  (5)  until  the  materials  placed  in  the  well  under  that  subsection  reach  to 
approximately  two  metres  below  the  ground  surface. 

4.  If  a  well  casing  or  well  screen  was  not  removed  under  paragraph  2,  it  shall  be  removed, 

where  reasonably  possible,  during  the  taking  of  the  steps  required  by  paragraph  3,  with  the 
bottom  of  the  casing  immersed  in  the  rising  accumulation  of  the  abandonment  barrier  until 
the  required  level  has  been  reached. 

5.  If  a  well  casing  or  well  screen  was  not  removed  under  paragraph  2  or  4,  it  shall  be  removed, 

where  reasonably  possible,  to  a  minimum  depth  of  two  metres  below  the  ground  surface. 

6.  If  an  abandonment  barrier  placed  under  paragraph  3  contains  cement,  it  shall  be  allowed  to 

set  until  firm  and,  if  necessary,  it  shall  be  topped  up  to  approximately  two  metres  below  the 
ground  surface. 
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7.  Unless  to  do  so  may  cause  remaining  structures  to  be  destabilized,  damaged  or  unsafe, 

below  ground  concrete  structures,  foundations  and  slabs  shall  be  removed,  at  any  time 
before  the  steps  required  by  paragraph  8  are  taken,  at  least  to  a  depth  adequate  to 
accommodate  the  sealing  measures  described  in  paragraph  8. 

8.  The  well  shall  be  sealed  at  the  ground  surface  by, 

i.  placing  between  50  and  150  centimetres  in  vertical  thickness  of  bentonite  chips,  pellets, 

granules  or  powder  in  the  well  opening  in  accordance  with  the  manufacturer's 
specifications,  and 

ii.  fill  the  remaining  well  opening  to  the  ground  surface  with  soil  cover,  or  other  material 

that  is  more  in  keeping  with  the  surface  material  immediately  adjacent  to  the  well 
opening,  to  prevent  inadvertent  or  unauthorized  access. 

9.  The  disturbed  area  shall  be  stabilized  to  prevent  erosion.  O.  Reg.  372/07,  s.  20. 

(2)  Paragraphs  2,  4  and  5  of  subsection  (1)  do  not  apply  to  a  person  who  abandons  a  well  by 
overdrilling  the  entire  well.  O.  Reg.  372/07,  s.  20. 

(3)  The  following  rules  apply  for  the  purpose  of  subparagraphs  3  i  and  ii  of  subsection  (1): 

1 .  The  abandonment  barrier  must  be  compatible  with  the  quality  of  the  water  found  in  the  well. 

2.  The  abandonment  barrier  must  not  contain  any  materials  that  may  impair  the  integrity  of  the 

abandonment  barrier,  including  soil  or  drill  cuttings. 

3.  If  the  well  is  in  contact  with  contaminants,  the  abandonment  barrier  must  be  stable  in  the 

presence  of  the  contaminants. 

4.  If  the  well  is  less  than  or  equal  to  6.5  centimetres  in  diameter  and  the  well  casing  and  well 

screen  have  been  removed  under  paragraph  2  of  subsection  (1)  or  are  being  removed  under 
paragraph  4  or  5  of  subsection  (1),  the  abandonment  barrier  must  be, 

i.  a  slurry  consisting  of  clean  water,  Portland  cement  and  not  more  than  5  per  cent 

bentonite  solids  by  weight,  or 

ii.  a  slurry  consisting  of  clean  water  and  at  least  20  per  cent  bentonite  solids  by  weight, 

and  the  abandonment  barrier  must  be  placed  using  a  tremie  pipe,  with  the  bottom  of 
the  tremie  pipe  immersed  in  the  rising  accumulation  of  the  abandonment  barrier  until 
the  required  level  has  been  reached. 

5.  Paragraph  4  also  applies,  with  necessary  modifications,  to  an  uncased  well  that  is  less  than 

or  equal  to  6.5  centimetres  in  diameter. 

6.  If  the  well  is  less  than  or  equal  to  6.5  centimetres  in  diameter  and  the  well  casing  and  well 

screen  have  not  been  removed  under  paragraph  2  of  subsection  (1)  and  are  not  being 
removed  under  paragraph  4  or  5  of  subsection  (1),  the  abandonment  barrier  must  be, 

i.  a  slurry  consisting  of  clean  water,  Portland  cement  and  not  more  than  5  per  cent 

bentonite  solids  by  weight,  or 

ii.  bentonite  chips  or  pellets  that  have  been  screened  and  placed  in  accordance  with  the 

manufacturer's  specifications. 
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7.  If  the  well  is  more  than  6.5  centimetres  in  diameter,  the  abandonment  barrier  must  be, 

i.  a  slurry  consisting  of  clean  water  and  at  least  20  per  cent  bentonite  solids  by  weight, 

ii.  a  slurry  consisting  of  clean  water,  Portland  cement  and  not  more  than  5  per  cent 

bentonite, 

iii.  a  slurry  consisting  of  clean  water  and  Portland  cement, 

iv.  a  slurry  consisting  of  clean  water,  Portland  cement  and  clean  sand, 

V.  a  slurry  consisting  of  equal  weights  of  Portland  cement  and  clean  gravel,  mixed  with 
clean  water, 

vi.  a  slurry  (sometimes  called  a  concrete  slurry)  consisting  of  clean  water,  Portland 
cement,  clean  sand  and  clean  gravel, 

vii.  bentonite  chips  or  pellets  that  have  been  screened  and  placed  in  accordance  with  the 
manufacturer' s  specifications,  or 

viii.  other  material  approved  in  writing  by  the  Director,  if  the  Director  is  of  the  opinion 
that  the  performance  of  the  other  material  is  the  equivalent  of  the  performance  of  a 
slurry  referred  to  in  subparagraphs  i  to  vi. 

8.  A  wet  abandonment  barrier  for  a  well  that  is  more  than  6.5  centimetres  in  diameter  shall  be 

placed  using  a  tremie  pipe,  with  the  bottom  of  the  tremie  pipe  immersed  in  the  rising 
accumulation  of  the  abandonment  barrier  until  the  required  level  has  been  reached.  O.  Reg. 
372/07,  s.  20. 

(4)  Subparagraph  3  i  of  subsection  (1)  and  subsection  (3)  do  not  prevent  the  placing  of  clean, 
washed  sand  or  gravel  in  the  well  bore,  adjacent  to  water  producing  zones  or  fractures,  to  minimize 
the  loss  of  sealant  material.  O.  Reg.  372/07,  s.  20. 

(5)  The  steps  referred  to  in  subparagraph  3  ii  of  subsection  (1)  with  respect  to  a  well  that  is 
greater  than  65.0  centimetres  in  diameter,  which  shall  be  taken  in  the  sequence  in  which  they  are  set 
out  in  this  subsection,  are  the  following: 

1 .  Clean  sand  or  pea  gravel  shall  be  placed  from  the  bottom  of  the  well  to  the  top  of  the  deepest 

water  producing  zone  or  the  top  of  the  well  screen,  whichever  is  deeper. 

2.  At  least  0.1  metre  of  bentonite  chips  or  pellets  shall  be  placed  over  the  sand  or  pea  gravel. 

3.  If  the  water  level  can  be  drawn  down  to  the  top  of  the  bentonite  chips  or  pellets, 

i.  the  water  level  shall  be  drawn  down  to  the  top  of  the  bentonite  chips  or  pellets, 

ii.  at  least  0.3  metres  of  a  bentonite  slurry  that  consists  of  clean  water  and  at  least  20  per 

cent  bentonite  solids  and  that  is  compatible  with  the  quality  of  the  water  found  in  the 
well  shall  be  placed  over  the  bentonite  chips  or  pellets,  and 

iii.  clean  gravel,  sand,  silt  or  clay  shall  be  dropped  over  the  bentonite  slurry  to  fill  the 
remainder  of  the  well,  while  maintaining  at  least  0.3  metres  of  the  bentonite  slurry 
above  the  rising  accumulation  of  gravel,  sand,  silt  or  clay. 
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4.  If  the  water  level  cannot  be  drawn  down  to  the  top  of  the  bentonite  chips  or  pellets,  the 
remainder  of  the  well  shall  be  filled  to  approximately  two  metres  below  the  ground  surface 
with  an  abandonment  barrier,  which  may  be  interspersed  with  clean  sand  or  pea  gravel 
placed  in  each  water  producing  zone  of  the  well.  O.  Reg.  372/07,  s.  20. 

(6)  If  the  well  is  greater  than  65.0  centimetres  in  diameter,  the  person  abandoning  the  well  shall 
ensure  that  sealing  materials  are  selected  and  placed  for  the  purpose  of  paragraphs  3  and  8  of 
subsection  (1)  so  that  they  will  provide  the  appropriate  structural  strength  to  support  the  weight  of 
persons  and  vehicles  that  may  move  over  the  area  after  it  is  filled.  O.  Reg.  372/07,  s.  20. 

(7)  If  the  well  is  a  flowing  well,  commercially  manufactured  drilling  mud  that  does  not  impair 
the  quality  of  the  water  with  which  it  comes  in  contact  may  be  used,  in  taking  the  steps  required  by 
subsection  (1),  to  assist  with  drilling  or  placement  of  an  abandonment  barrier,  but  the  drilling  mud 
may  not  be  used  as  an  abandonment  barrier.  O.  Reg.  372/07,  s.  20. 

(8)  Paragraphs  2  to  9  of  subsection  (1)  and  subsections  (3)  to  (7)  do  not  apply  to  a  person  who 
abandons  a  well  by  excavation  of  the  entire  well  in  the  course  of  work  carried  out  for  another  purpose. 
O.  Reg.  372/07,  s.  20. 

(9)  This  section  also  applies,  with  necessary  modifications,  to  a  well  pit  and,  for  that  purpose,  a 
reference  in  subsections  (1)  to  (8)  to  a  well  shall  be  deemed  to  be  a  reference  to  a  well  pit.  O.  Reg. 
372/07,  s.  20. 

Protection  of  Well  Tag 

22.  (1)  No  person  shall  use  a  well  tag  obtained  from  the  Ministry,  except  in  accordance  with 
this  Regulation.  O.  Reg.  128/03,  s.  24. 

(2)  No  person  shall  remove  a  well  tag  affixed  in  accordance  with  this  Regulation,  except, 

(a)  in  accordance  with  subsection  14.11  (3)  or  (4)  or  paragraph  1  of  subsection  21.1  (1);  or 

(b)  with  the  written  consent  of  the  Director.  O.  Reg.  128/03,  s.  24;  O.  Reg.  372/07,  s.  21. 

(3)  No  person  shall  deface,  alter,  conceal  or  obstruct  a  well  tag  affixed  in  accordance  with  this 
Regulation.  O.  Reg.  128/03,  s.  24. 

FORMS  1-9  Revoked:  O.  Reg.  128/03,  s.  25. 

Frangais 
Back  to  top 
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English 

Loi  sur  les  ressources  en  eau  de  I'Ontario 

R.R.0. 1990,  REGLEMENT  903 
PUITS 

Periode  de  codification  :  Du  8  octobre  2009  a  la  date  a  laquelle  Lois-en-ligne  est  a  jour. 

Derniere  modification  :  Regl.  de  I'Ont.  389/09. 

Le  texte  suivant  est  la  version  frangaise  d'un  reglement  bilingue. 
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ESPACE  ANNULAIRE  —  CONSTRUCTION  ET  OBTURATION  DE  PUITS  CREUSES  14.3 

ESPACE  ANNULAIRE  —  CONSTRUCTION  ET  OBTURATION  DE  PUTTS  FORES  A  LA  SONDEUSE  ET  14.4 
D'AUTRES  PUITS 

ESPACE  ANNULAIRE  —  PUITS  POURVUS  P'UNE  FOSSE  DE  VISITS  14.5 

ESPACE  ANNULAIRE  —  PUITS  POURVUS  P'UN  TUBAGE  A  DOUBLE  PAROl  14.6 

PUITS  JAILLISSANTS  14.7 

DEVELOPPEMENT  DU  PUITS  14.8 

Debit  du  puits  14.9-14.10 

Plaque  d' identification  de  puits  14.11 

Desinfection  15 

Aeration  15.1 

Installation  du  materiel  15.2-15.3 

Renseignements  16-16.2 

Registres  —  Registre  de  puits  distinct  16.3 

Registres  —  Groupes  de  puits  16.4 

Registres  —  Abandon  de  puits  16.5-17.  a  19. 

Entretien  des  puits  20 

Abandon  21-21.1 

Protection  de  la  plaque  d' identification  de  puits  22 

Definitions 

1.  (1)  Les  definitions  qui  suivent  s'appliquent  au  present  reglement. 


«acheteur  de  puits»  Personne  qui  conclut  un  contrat  en  vue  de  faire  construire  un  puits  avec  une 
personne  qui  exploite  une  entreprise  de  construction  de  puits.  («well  purchaser») 

«aide-technicien  en  construction  de  puits»  Personne  qui  travaille  a  la  construction  de  puits  a  titre 
d' employe  ou  de  mandataire  du  titulaire  d'une  licence  d' entrepreneur  en  construction  de  puits, 
sous  la  supervision  du  titulaire  d'une  licence  de  technicien  en  construction  de  puits.  («assistant 
well  technician») 

«ASTM»  La  societe  ASTM  International.  («ASTM») 

«AWWA»  L' American  Water  Works  Association.  («AWWA») 

«bentonite»  Materiau  d' obturation,  produit  sur  une  base  commerciale,  a  utiliser  lors  de  la 
construction  ou  de  1' abandon  de  puits  et  qui  remplit  les  conditions  suivantes  : 

a)  il  est  compose  de  plus  de  50  pour  cent  en  poids  de  montmorillonite  sodique; 

b)  il  a  la  capacite  de  gonfler  au  contact  de  I'eau; 
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c)  il  ne  foumit  pas  de  nutriments  pour  les  bacteries; 

d)  il  ne  degrade  pas  la  qualite  de  I'eau  avec  laquelle  il  entre  en  contact.  («bentonite») 
«chlore»  Desinfecte  a  I'aide  de  chlore  residuel  libre.  («chlorinated») 

«couverture»  Matieres  non  consolidees  recouvrant  la  roche-mere.  («overburden») 

«eau  mineralisee»  Eau  contenant,  par  litre,  plus  de  6  000  milligrammes  de  matieres  totales 
dissoutes,  plus  de  500  milligrammes  de  chlorures  ou  plus  de  500  milligrammes  de  sulfates. 
(«mineralized  water») 

«espace  annulaire»  Espace  ouvert  entre  le  tubage  ou  le  filtre  et  la  parol  d'un  puits,  y  compris 
I'espace  entre  les  tubages  superposes  au  sein  du  puits.  («annular  space») 

«event»  Conduite  dans  la  partie  superieure  du  tubage  de  puits  qui  permet  I'egalisation  des  pressions 
d'air  entre  I'interieur  du  tubage  et  1' atmosphere,  ainsi  que  le  degagement  des  gaz  se  trouvant  a 
I'interieur  du  puits.  («air  vent») 

«filtre  de  puits»  Tuyau  ou  tube  perfore,  tuiles  en  beton  non  etanches  ou  autres  materiaux  installes 
dans  un  puits  pour  filtrer  la  matiere  particulaire  et  former  la  zone  de  prise  d'eau.  («well 
screen») 

«formation  aquifere»  Formation  contenant  de  I'eau  et  pouvant  en  foumir  des  quantites  suffisantes 
pour  servir  de  source  d'approvisionnement  en  eau.  («aquifer») 

«formation  souterraine»  S'entend  notamment  d'une  formation  aquifere.  («subsurface  formation») 

«groupe  de  puits»  Groupe  de  puits  pour  lequel  le  constructeur  peut  dresser  un  seul  registre  de  puits 
en  vertu  du  paragraphe  16.4  (1).  («well  cluster») 

«materiau  d'etancheite»  S'entend,  selon  le  cas  : 

a)  d'un  coulis  consistant  en  de  I'eau  propre  et  en  au  moins  20  pour  cent  en  poids  de  bentonite 

sous  forme  solide; 

b)  d'un  autre  materiau  equivalent  au  coulis  vise  a  I'alinea  a)  quant  a  sa  capacite  a  former  une 

barriere  etanche  permanente.  («sealant») 

«materiau  d'etancheite  approprie»  Materiau  d'etancheite  qui  est  compatible  avec  la  qualite  de  I'eau 
du  puits.  («suitable  sealant») 

«modification  mineure»  Relativement  a  un  puits,  s'entend  de  ce  qui  suit : 

a)  les  reparations  et  I'entretien  courants; 

b)  rinstallation  de  materiel  de  surveillance,  d'echantillonnage  ou  d' analyse,  sauf  s'il  sert  a 

verifier  le  debit  du  puits  ou  de  la  formation  aquifere; 

c)  rinstallation  d'une  pompe  dans  un  trou  d'essai; 

d)  rinstallation  d'un  bouchon  de  puits  ou  d'un  couvercle  de  puits  etanche.  («minor  alteration») 

«niveau  hydrostatique»  Niveau  atteint  par  I'eau  a  I'etat  stable  dans  un  puits  lorsque  aucune  eau 
n'est  retiree  du  puits.  («static  water  level») 

«pompe»  S'entend  en  outre  du  materiel  de  pompage  connexe.  («pump») 
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«proprietaire  de  puits»  Proprietaire  du  bien-fonds  sur  lequel  un  puits  est  situe.  S'entend  en  outre  du 
tenant  ou  du  locataire  du  bien-fonds  et  de  I'acheteur  du  puits.  («well  owner») 

«puits  d'exhaure»  Puits  qui  ne  sert  pas  ou  n'est  pas  con^u  pour  servir  de  source  d'eau  pour 
r  agriculture  ou  la  consommation  humaine  et  qui  est  erige  : 

a)  soit  pour  abaisser  ou  controler  le  niveau  de  I'eau  souterraine  a  proximite  du  puits; 

b)  soit  pour  enlever  des  matieres  pouvant  se  trouver  dans  I'eau  souterraine.  («dewatering 

well») 

«puits  jaillissant»  Puits  dont  le  niveau  hydrostatique  se  situe  au-dessus  de  la  surface  du  sol. 
(«flowing  well») 

«registre  de  puits»  Formule  que  fournit  le  ministere  pour  consigner  les  renseignements  concernant 
un  puits  au  cours  de  sa  construction  ou  de  son  abandon.  («well  record») 

«roche-mere»  S'entend  : 

a)  soit  de  la  roche  solide  se  trouvant  sous  les  matieres  non  consolidees  comme  le  gravier,  le 

sable,  le  limon  et  I'argile; 

b)  soit  de  la  roche  solide  se  trouvant  a  la  surface  du  sol.  («bedrock») 
«trou  d'essai»  S'entend  d'un  puits  qui : 

a)  d'une  part,  est  creuse  afin  d' analyser  des  eaux  souterraines  ou  une  formation  aquifere  ou 

afin  d'obtenir  des  renseignements  a  leur  egard; 

b)  d' autre  part,  ne  sert  pas  ou  n'est  pas  congu  pour  servir  de  source  d'eau  pour  I'agriculture  ou 

la  consommation  humaine.  («test  hole») 

«tubage»  Tuyaux,  tubes  ou  autres  materiaux  installes  dans  un  puits  afin  d'en  supporter  les  parois,  a 
I'exclusion  toutefois  des  filtres  de  puits.  («casing») 

«tuyau  a  tremie»  Tuyau  ou  tube  dont  le  diametre  interne  correspond  a  au  moins  le  triple  de  celui  de 
la  particule  de  matiere  la  plus  grande  qui  passe  a  travers  et  qui  sert  a  amener  des  matieres 
jusqu'au  fond  d'un  trou,  notamment  un  trou  contenant  de  I'eau  stagnante.  («tremie  pipe»)  Regl. 
de  I'Ont.  389/09,  art.  1. 

(2)  Pour  r  application  du  present  reglement : 

a)  est  constructeur  d'un  puits  le  technicien  en  construction  de  puits  ou  tout  autre  particulier  qui 

travaille  a  sa  construction; 

b)  I'acheteur  d'un  puits  n'est  pas  constructeur  d'un  puits.  Regl.  de  I'Ont.  389/09,  art.  1. 

(3)  Pour  r application  du  present  reglement,  les  travaux  de  construction  d'un  puits  sont  acheves 
le  jour  oil  le  puits  peut  etre  utilise  aux  fins  pour  lesquelles  il  a  ete  construit  sauf  pour  ce  qui  suit : 

a)  r observation  de  1' article  15; 

b)  r installation  d'une  pompe; 
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c)  toute  modification  necessaire  a  1' installation  de  materiel  de  pompage,  de  surveillance, 
d'echantillonnage  ou  d' analyse  ou  de  materiel  de  traitement  de  I'eau.  Regl.  de  I'Ont. 
389/09,  art.  1. 

Exemptions 

1.0.1  Les  articles  36  a  50  de  la  Loi  et  le  present  reglement  ne  s'appliquent  pas  aux  elements 
suivants  qui  font  fonction  de  puits  : 

1.  Les  etangs. 

2.  Les  reservoirs. 

3.  Les  lagunes. 

4.  Les  marais  artificiels. 

5.  Les  canaux. 

6.  Les  caniveaux. 

7.  Les  drains  en  tuyaux. 

8.  Les  drains  geotextiles. 

9.  Les  fosses.  Regl.  de  I'Ont.  389/09,  art.  1. 

1.0.2  Les  articles  36  a  50  de  la  Loi  et  le  present  reglement  ne  s'appliquent  pas  aux  activites 
suiv antes  qui  font  partie  de  la  construction  d'un  puits  : 

1.  L'inspection  du  puits  a  I'aide  de  materiel  qui  n'est  pas  laisse  sans  surveillance  dans  le  puits. 

2.  La  surveillance,  I'echantillonnage  ou  I'analyse  du  puits  a  I'aide  de  materiel  qui,  selon  le 

cas  : 

i.  ne  sert  pas  a  verifier  le  debit  du  puits  ou  de  la  formation  aquifere  et  n'est  pas  laisse  sans 

surveillance  dans  le  puits, 

ii.  ne  sert  pas  a  verifier  le  debit  du  puits  ou  de  la  formation  aquifere  et  a  ete  installe 

anterieurement  dans  le  puits. 

3.  L' installation  de  materiel  de  surveillance,  d'echantillonnage  ou  d' analyse  d'un  trou  d'essai 

ou  d'un  puits  d'exhaure,  sauf  si,  selon  le  cas  : 

i.  r installation  necessite  une  modification  du  puits  autre  que  I'encochage  du  haut  du 

tubage, 

ii.  le  materiel  sert  a  verifier  le  debit  du  puits  ou  de  la  formation  aquifere.  Regl.  de  I'Ont. 

389/09,  art.  1. 

1.0.3  L' article  43  de  la  Loi  ne  s' applique  pas  aux  personnes  suivantes  qui  exercent  les  activites 
visees  a  la  disposition  5  du  paragraphe  5(1)  pour  le  titulaire  d'une  licence  d' entrepreneur  en 
construction  de  puits  : 

1.  Les  titulaires  d'un  permis,  d'un  permis  restreint  ou  d'un  permis  temporaire  au  sens  de  la  Loi 
sur  les  ingenieurs. 
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2.  Les  titulaires  d'un  certificat  d'inscription  vise  par  la  Loi  de  2000  sur  les  geoscientifiques 

professionnels  qui  sent  des  membres  en  exercice,  des  membres  temporaires  ou  des 
membres  restreints  de  I'Ordre  des  geoscientifiques  professionnels  de  1' Ontario. 

3.  Les  personnes  qui  sont  inscrites  en  vertu  du  paragraphe  8  (2)  de  la  loi  intitulee  Ontario 

Association  of  Certified  Engineering  Technicians  and  Technologists  Act,  1998,  qui 
constitue  le  chapitre  Pr7,  et  qui  sont  des  membres  ordinaires  de  1' association  prorogee  en 
application  de  cette  loi.  Regl.  de  I'Ont.  389/09,  art.  1. 

OUVRAGES  PEU  PROFONDS 

1.1  (1)  Le  trou  d'essai  ou  le  puits  d'exhaure  qui  est  creuse  jusqu'a  une  profondeur  maximale  de 
3  metres  sous  la  surface  du  sol  est  soustrait  a  1' application  des  articles  36  a  50  de  la  Loi  et  du  present 
reglement,  sauf  si,  selon  le  cas  : 

a)  il  est  construit  dans  une  zone  contaminee; 

b)  il  est  construit  dans  une  zone  dont  les  conditions  entraineront  vraisemblablement  des  puits 

jaillissants; 

c)  il  penetre  dans  une  formation  qui  n'est  pas  une  formation  aquifere.  Regl.  de  I'Ont.  389/09, 

art.  1. 

(2)  Malgre  le  paragraphe  (1),  le  constructeur  d'un  trou  d'essai  ou  d'un  puits  d'exhaure  vise  a  ce 
paragraphe  veille  a  ce  qui  suit : 

a)  les  horizons  majeurs  du  sol  sont  excaves  et  entreposes  separement,  tenus  a  I'abri  de  la 

contamination  et,  lorsque  le  trou  ou  le  puits  n'est  plus  utilise  ou  entretenu  en  vue  d'un 
usage  futur  en  tant  que  puits,  remblayes  dans  les  memes  positions  relatives  qu'ils 
occupaient  au  depart; 

b)  lorsque  le  trou  ou  le  puits  n'est  plus  utilise  ou  entretenu  en  vue  d'un  usage  futur  en  tant  que 

puits,  il  est  remblaye  avec  un  materiau  d' obturation  en  bentonite  sec  he  produit  sur  une  base 
commerciale  ou  un  autre  materiau  d'etancheite  approprie,  ou  encore  avec  du  sol  propre  non 
contamine  dont  la  granulometrie  est  la  meme  que  celle  du  sol  excave  au  depart  ou  plus  fine 
qu'elle.  Regl.  de  I'Ont.  389/09,  art.  1. 

(3)  S'il  devient  apparent,  au  cours  de  la  construction,  de  1' utilisation  ou  de  1' abandon  d'un  trou 
d'essai  ou  d'un  puits  d'exhaure,  que  le  paragraphe  (1)  ne  s'applique  pas,  la  personne  qui  I'a  fait 
construire  retient  les  services  du  titulaire  d'une  licence  d' entrepreneur  en  construction  de  puits,  sauf  si 
le  paragraphe  (4)  s'applique.  Regl.  de  I'Ont.  389/09,  art.  1. 

(4)  Le  proprietaire  du  puits  retient  les  services  du  titulaire  d'une  licence  d' entrepreneur  en 
construction  de  puits  si  les  conditions  suivantes  sont  reunies  : 

a)  les  travaux  de  construction  d'un  trou  d'essai  ou  d'un  puits  d'exhaure  sont  acheves; 

b)  le  proprietaire  du  puits  a  pris  le  controle  de  1' exploitation  du  trou  d'essai  ou  du  puits 

d'exhaure; 

c)  il  devient  apparent,  au  cours  de  1' utilisation  ou  de  1' abandon  du  trou  d'essai  ou  du  puits 

d'exhaure,  que  le  paragraphe  (1)  ne  s'applique  pas.  Regl.  de  I'Ont.  389/09,  art.  1. 
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(5)  Le  titulaire  d'une  licence  d' entrepreneur  en  construction  de  puits  dont  les  services  sont 
retenus  en  application  du  paragraphe  (3)  ou  (4)  veille  a  1' observation  de  la  Loi,  du  present  reglement 
et  de  la  Loi  sur  la  protection  de  V environnement.  Regl.  de  I'Ont.  389/09,  art.  1. 

(6)  Les  paragraphes  (3)  et  (4)  ne  s'appliquent  pas  si  la  personne  qui  serait  par  ailleurs  tenue  de 
retenir  les  services  du  titulaire  d'une  licence  d' entrepreneur  en  construction  de  puits  a  a  son  service  un 
employe  qui  est  titulaire  d'une  licence  de  technicien  en  construction  de  puits  et  qui  veille  a 

r observation  de  la  Loi,  du  present  reglement  et  de  la  Loi  sur  la  protection  de  V environnement.  Regl. 
del'Ont.  389/09,  art.  1. 

Licence  d' entrepreneur  en  construction  de  puits 

2.  (1)  La  demande  de  licence  d' entrepreneur  en  construction  de  puits  est  redigee  selon  la 
formule  que  fournit  le  ministere  et  est  accompagnee  des  droits  exiges.  Regl.  de  I'Ont.  389/09,  art.  1. 

(2)  La  demande  de  renouvellement  d'une  licence  d' entrepreneur  en  construction  de  puits  est 
redigee  selon  la  formule  que  fournit  le  ministere  et  est  accompagnee  des  droits  exiges.  Regl.  de  I'Ont. 
389/09,  art.  1. 

(3)  Si  I'auteur  de  la  demande  est  une  societe  ou  une  societe  de  personnes,  la  demande  est 
remplie  et  signee  par  les  representants  officiels  vises  a  la  disposition  1  de  1' article  4.  Regl.  de  I'Ont. 
389/09,  art.  1. 

3.  (1)  L'auteur  d'une  demande  de  licence  d' entrepreneur  en  construction  de  puits  ou  de 
renouvellement  d'une  telle  licence  ou,  s'il  s'agit  d'une  societe  ou  d'une  societe  de  personnes,  un  de 
ses  associes  ou  administrateurs  doit  etre  age  de  18  ans  ou  plus.  Regl.  de  I'Ont.  389/09,  art.  1. 

(2)  L'auteur  d'une  demande  de  licence  d' entrepreneur  en  construction  de  puits  ou  de 
renouvellement  d'une  telle  licence  presente  les  renseignements  et  les  documents  que  le  directeur  peut 
raisonnablement  exiger  afin  de  le  convaincre  de  la  moralite,  des  qualites  et  de  la  responsabilite 
financiere  de  l'auteur  de  la  demande  ou  de  ses  dirigeants  et  administrateurs.  Regl.  de  I'Ont.  389/09, 
art.  1. 

(3)  Le  titulaire  d'une  licence  d' entrepreneur  en  construction  de  puits  avise  par  ecrit  le  directeur, 
dans  les  10  jours,  de  tout  changement  apporte  aux  renseignements  presentes  en  application  de  1' article 
2  ou  du  paragraphe  (2).  Regl.  de  I'Ont.  389/09,  art.  1. 

4.  Toute  licence  d' entrepreneur  en  construction  de  puits  est  assortie  des  conditions  prescrites 
suivantes  : 

1 .  Si  le  titulaire  de  la  licence  est  une  societe  ou  une  societe  de  personnes,  il  veille  : 

i.  d'une  part,  a  ce  qu'au  moins  un  administrateur,  un  dirigeant  ou  un  associe  soit  designe 

en  tout  temps  comme  son  representant  officiel, 

ii.  d' autre  part,  a  ce  que  les  representants  officiels  aient  ete  charges  d' assurer 

r  observation  de  la  Loi  et  du  present  reglement. 

2.  Pour  chaque  entreprise  de  construction  de  puits  qu'il  exploite,  le  titulaire  de  la  licence 

maintient  en  vigueur  une  assurance,  en  la  forme  approuvee  par  le  surintendant  des  services 
financiers  de  la  province  de  1' Ontario,  a  I'egard  de  sa  responsabilite  et  de  celle  de  ses 
employes  et  mandataires  decoulant  de  1' entreprise,  pour  les  montants  suivants  : 
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i.  au  moins  2  000  000  $  pour  les  dommages  materiels  resultant  d'un  incident  donne, 

ii.  au  moins  2  000  000  $  pour  le  deces  de  toute  personne  qui  n'est  pas  un  employe  du 

titulaire  de  la  licence  ou  pour  les  blessures  corporelles  subies  par  elle. 

Toutefois,  le  contrat  d'assurance  peut  a  la  fois  : 

iii.  limiter  a  5  000  000  $  la  responsabilite  de  I'assureur  decoulant  d'un  incident  donne  en 
vertu  du  contrat, 

iv.  prevoir  que  1' assure  assumera  une  franchise  maximale  de  1  000  $  pour  chaque 
demande  d'indemnite  a  I'egard  de  laquelle  une  garantie  est  exigee. 

3.  Le  titulaire  de  la  licence  ne  doit  effectuer  ou  faire  effectuer  des  travaux  de  construction  de 

puits  que  s'ils  sont  effectues  ou  supervises  par  I'une  ou  I'autre  des  personnes  suivantes  : 

i.  lui-meme,  s'il  est  egalement  titulaire  d'une  licence  de  technicien  en  construction  de 

puits  qui  agit  dans  les  limites  de  cette  licence, 

ii.  un  de  ses  associes,  si  le  titulaire  de  la  licence  est  une  societe  de  personnes  et  que 

I'associe  est  titulaire  d'une  licence  de  technicien  en  construction  de  puits  qui  agit  dans 
les  limites  de  cette  licence, 

iii.  un  de  ses  dirigeants  ou  administrateurs,  si  le  titulaire  de  la  licence  est  une  societe  et 
que  le  dirigeant  ou  I'administrateur  est  titulaire  d'une  licence  de  technicien  en 
construction  de  puits  qui  agit  dans  les  limites  de  cette  licence, 

iv.  un  de  ses  employes  ou  mandataires,  si  1' employe  ou  le  mandataire  est  titulaire  d'une 
licence  de  technicien  en  construction  de  puits  qui  agit  dans  les  limites  de  cette  licence, 

V.  si  les  travaux  ne  concernent  que  les  activites  visees  a  la  disposition  5  du  paragraphe  5 
(1),  une  personne  visee  a  la  disposition  1,  2  ou  3  de  I'article  1.0.3. 

4.  Disposition  abrogee  avant  I'ajout  de  la  version  fran^aise  du  reglement.  Regl.  de  I'Ont. 

128/03,  par.  5  (2). 

5.  Le  titulaire  de  la  licence  se  conforme  aux  exigences  de  la  Loi  et  du  present  reglement  et 

veille  a  ce  que  ses  employes  et  mandataires  fassent  de  meme.  Regl.  de  I'Ont.  389/09,  art.  1. 

Licence  de  technicien  en  construction  de  puits 

5.  (1)  Les  categories  suivantes  de  licences  de  technicien  en  construction  de  puits  sont 
prescrites  : 

1 .  Forage  de  puits  a  la  sondeuse  -  Licence  autorisant  son  titulaire  a  construire  des  puits  au 
moyen  de  materiel  de  forage  de  puits,  y  compris  le  materiel  suivant,  et  a  en  superviser  la 
construction  : 

i.  le  materiel  de  forage  rotatif  (standard,  a  circulation  inverse,  pneumatique,  a  la  boue  et 

par  percussion  pneumatique), 

ii.  I'outillage  de  forage  au  cable  (par  battage  ou  percussion), 

iii.  le  materiel  de  forage  au  diamant. 
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2.  Creusage  et  forage  de  puits  a  la  tariere  -  Licence  autorisant  son  titulaire  a  construire  des 

puits  au  moyen  de  materiel  de  creusage  non  mecanique  ou  d'une  pelle  retrocaveuse  ou 
hydraulique  et  au  moyen  d'une  tariere,  et  a  en  superviser  la  construction. 

3.  Autre  construction  de  puits  -  Licence  autorisant  son  titulaire  a  construire  des  puits  ou  un 

type  de  puits  indique  dans  la  licence  uniquement  au  moyen  des  methodes  ou  du  materiel 
precises  dans  la  licence,  et  a  en  superviser  la  construction. 

4.  Installation  de  pompes  -  Licence  autorisant  son  titulaire  a  installer  des  pompes  dans  un 

puits,  ou  reliees  a  un  puits,  et  a  en  superviser  1' installation. 

5.  Surveillance,  echantillonnage,  analyse  et  construction  au  moyen  de  materiel  non  mecanique 

-  Licence  autorisant  son  titulaire  a  faire  ce  qui  suit : 

i.  installer  du  materiel  de  surveillance,  d' echantillonnage  ou  d' analyse  dans  un  puits,  et  en 

superviser  1' installation,  sauf  s'il  s'agit  de  materiel  servant  a  verifier  le  debit  du  puits 
ou  de  la  formation  aquifere, 

ii.  installer  des  pompes  dans  un  trou  d'essai  ou  un  puits  d'exhaure  aux  fins  de 

surveillance,  d' echantillonnage  ou  d' analyse,  et  en  superviser  1' installation, 

iii.  construire  des  trous  d'essai  et  des  puits  d'exhaure  par  toute  methode  qui  ne  fait  pas 
appel  a  du  materiel  mecanique,  et  en  superviser  la  construction.  Regl.  de  I'Ont. 
389/09,  art.  1. 

(1.1)  La  licence  visee  a  la  disposition  1  ou  2  du  paragraphe  (1)  : 

a)  d'une  part,  n'autorise  pas  son  titulaire  a  exercer  les  activites  visees  a  la  disposition  4  ou  a  la 

sous-disposition  5  i  ou  ii  du  paragraphe  (1); 

b)  d' autre  part,  autorise  son  titulaire  a  exercer  les  activites  visees  a  la  sous-disposition  5  iii  du 

paragraphe  (1).  Regl.  de  I'Ont.  389/09,  art.  1. 

(1.2)  La  licence  visee  a  la  disposition  3  du  paragraphe  (1)  n'autorise  son  titulaire  qu'a  exercer 
les  activites  precisees  dans  la  licence.  Regl.  de  I'Ont.  389/09,  art.  1. 

(1.3)  La  licence  visee  a  la  disposition  4  du  paragraphe  (1)  autorise  son  titulaire  a  exercer  les 
activites  visees  aux  sous-dispositions  5  i  et  ii  du  paragraphe  (1).  Regl.  de  I'Ont.  389/09,  art.  1. 

(2)  La  demande  de  licence  de  technicien  en  construction  de  puits  est  redigee  selon  la  formule 
que  fournit  le  ministere  et  est  accompagnee  des  droits  exiges.  Regl.  de  I'Ont.  389/09,  art.  1. 

(3)  La  demande  de  renouvellement  d'une  licence  de  technicien  en  construction  de  puits  est 
redigee  selon  la  formule  que  fournit  le  ministere  et  est  accompagnee  des  droits  exiges.  Regl.  de  I'Ont. 
389/09,  art.  1. 

(4)  a  (8)  Dispositions  abrogees  avant  I'ajout  de  la  version  fran^aise  du  reglement.  Regl.  de 
rOnt.  128/03,  par.  6  (2). 

6.  (1)  L'auteur  d'une  demande  de  licence  de  technicien  en  construction  de  puits  doit  etre  age 
de  18  ans  ou  plus.  Regl.  de  I'Ont.  389/09,  art.  1. 

(2)  L'auteur  d'une  demande  de  licence  de  technicien  en  construction  de  puits  ou  de 
renouvellement  d'une  telle  licence  presente  les  renseignements  et  les  documents  que  le  directeur  peut 
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raisonnablement  exiger  afin  de  le  convaincre  de  la  moralite,  des  qualites  et  de  la  competence  de 
I'auteur  de  la  demande.  Regl.  de  I'Ont.  389/09,  art.  1. 

(3)  Les  qualites  suivantes  sont  prescrites  a  I'egard  de  I'auteur  d'une  demande  de  licence  de 
technicien  en  construction  de  puits  d'une  categoric  visee  a  la  disposition  1,  2,  3  ou  4  du  paragraphe  5 
(1): 

1.  La  reussite  a  un  programme  d' etudes  d'au  moins  30  heures  qui  est  approuve  par  le  directeur 

pour  la  categoric  de  licence  de  technicien  en  construction  de  puits  demandee. 

2.  Quatre  mille  heures  d'experience  professionnelle  passees  a  exercer  ou  a  aider  a  exercer 

I'activite  qui  serait  autorisee  par  la  licence  demandee,  ou  une  combinaison  d'experience 
professionnelle  et  d'autres  qualites  que  le  directeur  estime  equivalente.  Regl.  de  I'Ont. 
389/09,  art.  1. 

(3.1)  Les  qualites  suivantes  sont  prescrites  a  I'egard  de  I'auteur  d'une  demande  de  licence  de 
technicien  en  construction  de  puits  de  la  categoric  visee  a  la  disposition  5  du  paragraphe  5(1): 

1.  Dans  le  cas  de  I'auteur  d'une  demande  vise  au  paragraphe  (3.2)  : 

i.  la  reussite  a  un  programme  d' etudes  d'au  moins  15  heures  qui  est  approuve  par  le 

directeur  pour  la  categoric  de  licence  de  technicien  en  construction  de  puits  visee  a  la 
disposition  5  du  paragraphe  5(1), 

ii.  cinq  cents  heures  d'experience  professionnelle  passees  a  exercer  ou  a  aider  a  exercer 

I'activite  qui  serait  autorisee  par  la  licence  demandee,  ou  une  combinaison 
d'experience  professionnelle  et  d'autres  qualites  que  le  directeur  estime  equivalente. 

2.  Dans  les  autres  cas  : 

i.  la  reussite  a  un  programme  d' etudes  d'au  moins  30  heures  qui  est  approuve  par  le 

directeur  pour  la  categoric  de  licence  de  technicien  en  construction  de  puits  visee  a  la 
disposition  5  du  paragraphe  5(1), 

ii.  mille  heures  d'experience  professionnelle  passees  a  exercer  ou  a  aider  a  exercer 

I'activite  qui  serait  autorisee  par  la  licence  demandee,  ou  une  combinaison 
d'experience  professionnelle  et  d'autres  qualites  que  le  directeur  estime  equivalente. 
Regl.  del'Ont.  389/09,  art.  1. 

(3.2)  La  disposition  1  du  paragraphe  (3.1)  s'applique  a  I'auteur  d'une  demande  qui,  scion  le 

cas  : 

a)  est  membre  de  I'Ordre  des  ingenieurs  de  1' Ontario  a  titre  d'ingenieur  en  formation; 

b)  est  membre  de  I'Ordre  des  geoscientifiques  professionnels  de  1' Ontario  a  titre  de 

geoscientifique  en  formation; 

c)  est  membre  de  1' association  appelee  Ontario  Association  of  Certified  Engineering 

Technicians  and  Technologists  a  titre  de  technicien  ou  de  technologiste  en  formation.  Regl. 
del'Ont.  389/09,  art.  1. 
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(4)  Le  titulaire  d'une  licence  de  technicien  en  construction  de  puits  avise  par  ecrit  le  directeur, 
dans  les  10  jours,  de  tout  changement  apporte  aux  renseignements  presentes  en  application  de  I'article 
5  ou  du  paragraphe  (2).  Regl.  de  I'Ont.  389/09,  art.  1. 

7.  Toute  licence  de  technicien  en  construction  de  puits  est  assortie  des  conditions  prescrites 
suivantes  : 

0.  1  Le  titulaire  de  la  licence  n'effectue  ou  ne  supervise  les  travaux  de  construction  d'un  puits 

que  si,  selon  le  cas  : 

i.  les  travaux  sont  effectues  pour  le  titulaire  d'une  licence  d' entrepreneur  en  construction 

de  puits, 

ii.  les  travaux  sont  effectues  pour  un  ministere  de  la  Couronne  et  le  titulaire  de  la  licence 

est  employe  au  sein  du  ministere. 

1 .  Le  titulaire  de  la  licence  ne  doit  pas  superviser  le  fonctionnement  de  plus  de  deux  unites  de 

materiel  de  construction  de  puits  a  la  fois. 

2.  Le  titulaire  de  la  licence  n'effectue  ou  ne  supervise  les  travaux  de  construction  d'un  puits 

que  suivant  les  autorisations  expresses  de  sa  licence. 

3.  Lorsqu'il  effectue  ou  supervise  des  travaux  afferents  a  la  construction  de  puits,  le  titulaire  de 

la  licence  a  en  sa  possession  une  copie  de  sa  licence  et  le  presente  a  tout  employe  ou 
mandataire  du  ministere  qui  lui  en  fait  la  demande. 

4.  Le  titulaire  de  la  licence  se  conforme  aux  exigences  de  la  Loi  et  du  present  reglement  et 

veille  a  ce  que  chaque  personne  qu'il  supervise  fasse  de  meme. 

5.  Promptement  apres  la  reception  de  sa  licence,  le  titulaire  de  celle-ci  rend  au  directeur  toute 

carte  d'identite  d'aide-technicien  en  construction  de  puits  qui  lui  avait  ete  delivree  en 
application  du  present  reglement.  Regl.  de  I'Ont.  389/09,  art.  1. 

EXAMEN 

8.  (1)  Tout  auteur  d'une  demande  de  licence  d' entrepreneur  en  construction  de  puits  ou  de 
licence  de  technicien  en  construction  de  puits  passe  un  examen  etabli  par  le  directeur.  Regl.  de  I'Ont. 
389/09,  art.  1. 

(1.1)  Pour  r application  du  paragraphe  (1),  le  directeur  peut  etablir  des  examens  distincts  pour 
differentes  categories  d'auteurs  de  demande  et  de  licences.  Regl.  de  I'Ont.  389/09,  art.  1. 

(2)  Si  r auteur  d'une  demande  de  licence  d' entrepreneur  en  construction  de  puits  est  une  societe 
ou  une  societe  de  personnes,  chacun  des  representants  officiels  vises  a  la  disposition  1  de  I'article  4 
passe  I'examen  exige  par  le  paragraphe  (1).  Regl.  de  I'Ont.  389/09,  art.  1. 

(3)  La  demande  de  rendez-vous  pour  passer  I'examen  est  redigee  selon  la  formule  que  fournit  le 
ministere  et  est  accompagnee  des  droits  exiges.  Regl.  de  I'Ont.  389/09,  art.  1. 

(4)  Disposition  abrogee  avant  I'ajout  de  la  version  fran^aise  du  reglement.  Regl.  de  I'Ont. 
128/03,  art.  9. 
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(5)  L'auteur  d'une  demande  qui  a  acquitte  les  droits  est  avise  au  moins  sept  jours  a  I'avance  des 
date,  heure  et  lieu  fixes  pour  I'examen.  Regl.  de  I'Ont.  389/09,  art.  1. 

(6)  Nul  auteur  d'une  demande  ne  peut  se  presenter  a  un  examen  pour  la  meme  licence  plus  de 
quatre  fois  au  cours  d'une  periode  de  12  mois.  Regl.  de  I'Ont.  389/09,  art.  1. 

(7)  Pour  I'application  du  paragraphe  (6),  l'auteur  d'une  demande  qui  a  obtenu  un  rendez-vous 
pour  passer  un  examen,  mais  qui  ne  s'y  presente  pas,  est  repute  s'y  etre  presente.  Regl.  de  I'Ont. 
389/09,  art.  1. 

Formation  permanente  -  techniciens  en  construction  de  puits 

8.1  (1)  Le  renouvellement  d'une  licence  de  technicien  en  construction  de  puits  visee  a  la 
disposition  1,  2,  3  ou  4  du  paragraphe  5  (1)  n' est  accorde  que  si  l'auteur  de  la  demande  a  termine  avec 
succes  des  cours  de  formation  permanente,  approuves  par  le  directeur,  consistant  en  au  moins  2 1 
heures  d' instruction  au  cours  de  la  periode  qui  se  termine  a  la  date  de  presentation  de  la  demande  et 
qui  a  commence  a  celle  des  dates  suiv antes  qui  est  posterieure  a  1' autre  : 

1.  Le  1^"^  Janvier  de  la  troisieme  annee  civile  qui  precede  celle  au  cours  de  laquelle  la  licence 

expire. 

2.  Le  dernier  jour  d'instruction  dans  un  cours  de  formation  permanente  auquel  l'auteur  de  la 

demande  s'est  deja  fie  pour  I'application  du  present  paragraphe  et  qui  s'est  termine  au 
cours  de  la  troisieme  annee  civile  qui  precede  celle  au  cours  de  laquelle  la  licence  expire. 
Regl.  de  I'Ont.  389/09,  art.  1. 

(2)  Le  renouvellement  d'une  licence  de  technicien  en  construction  de  puits  visee  a  la 
disposition  5  du  paragraphe  5  (1)  n' est  accorde  que  si  l'auteur  de  la  demande  a  termine  avec  succes 
des  cours  de  formation  permanente,  approuves  par  le  directeur,  consistant  en  au  moins  14  heures 
d'instruction  au  cours  de  la  periode  qui  se  termine  a  la  date  de  presentation  de  la  demande  et  qui  a 
commence  a  celle  des  dates  suiv  antes  qui  est  posterieure  a  1' autre  : 

1.  Le  1^"^  janvier  de  la  troisieme  annee  civile  qui  precede  celle  au  cours  de  laquelle  la  licence 

expire. 

2.  Le  dernier  jour  d'instruction  dans  un  cours  de  formation  permanente  auquel  l'auteur  de  la 

demande  s'est  deja  fie  pour  I'application  du  present  paragraphe  et  qui  s'est  termine  au 
cours  de  la  troisieme  annee  civile  qui  precede  celle  au  cours  de  laquelle  la  licence  expire. 
Regl.  de  I'Ont.  389/09,  art.  1. 

(3)  Si  une  licence  de  technicien  en  construction  de  puits  est  renouvelee  au  cours  d'une  annee 
civile,  le  paragraphe  (1)  ou  (2)  ne  s' applique  pas  a  un  renouvellement  subsequent  qui  a  lieu  au  cours 
des  deux  annees  civiles  qui  suivent.  Regl.  de  I'Ont.  389/09,  art.  1. 

AlDE-TECHNICIEN  EN  CONSTRUCTION  DE  PUITS 

9.  (1)  L'aide-technicien  en  construction  de  puits  qui  ne  possede  pas  de  carte  d'identite  delivree 
en  vertu  du  present  article  est  soustrait  a  I'application  de  1' article  43  de  la  Loi  lorsqu'il  travaille  a  la 
construction  de  puits  s'il  est  supervise  par  le  titulaire  d'une  licence  de  technicien  en  construction  de 
puits  qui  se  trouve  sur  les  lieux.  Regl.  de  I'Ont.  389/09,  art.  1. 
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(2)  L'aide-technicien  en  construction  de  puits  qui  possede  une  carte  d'identite  delivree  en  vertu 
du  present  article  est  soustrait  a  I'application  de  I'article  43  de  la  Loi  lorsqu'il  travaille  a  la 
construction  de  puits  pour  le  compte  du  titulaire  de  licence  dont  le  nom  figure  sur  la  carte  si  les 
conditions  suivantes  sont  reunies  : 

a)  la  date  d' expiration  de  la  carte  n'a  pas  encore  ete  atteinte; 

b)  l'aide-technicien  porte  la  carte  sur  lui  et  la  presente  a  la  demande  d'un  employe  ou 

mandataire  du  ministere; 

c)  l'aide-technicien  est  supervise  par  le  titulaire  d'une  licence  de  technicien  en  construction  de 

puits  qui  est  en  mesure  de  se  presenter  sur  les  lieux  a  une  heure  d'avis.  Regl.  de  I'Ont. 
389/09,  art.  1. 

(3)  Au  plus  tot  quatre  mois  apres  qu'un  aide-technicien  en  construction  de  puits  a  commence  a 
travailler  comme  employe  ou  mandataire  du  titulaire  d'une  licence  d' entrepreneur  en  construction  de 
puits,  ce  dernier  peut  demander  au  directeur,  selon  la  formule  que  fournit  le  ministere,  de  delivrer  une 
carte  d'identite  pour  l'aide-technicien.  Regl.  de  I'Ont.  389/09,  art.  1. 

(4)  Lorsque  la  carte  d'identite  de  l'aide-technicien  en  construction  de  puits  est  sur  le  point 
d'expirer,  le  titulaire  d'une  licence  d' entrepreneur  en  construction  de  puits  peut  demander  au 
directeur,  selon  la  formule  que  fournit  le  ministere,  de  delivrer  une  nouvelle  carte  d'identite  pour 
l'aide-technicien.  Regl.  de  I'Ont.  389/09,  art.  1. 

(5)  La  carte  d'identite  delivree  pour  un  aide-technicien  en  construction  de  puits  en  vertu  du 
present  article  porte  une  date  d' expiration  qui  ne  tombe  pas  plus  de  36  mois  apres  la  date  de  sa 
delivrance.  Regl.  de  I'Ont.  389/09,  art.  1. 

(6)  La  personne  pour  laquelle  une  carte  d'identite  est  delivree  rend  la  carte  au  directeur 
promptement  apres  qu'elle  cesse  d'etre  I'employe  ou  le  mandataire  de  1' entrepreneur  titulaire  d'une 
licence  dont  le  nom  figure  sur  la  carte.  Regl.  de  I'Ont.  389/09,  art.  1. 

10.  Disposition  abrogee  avant  I'ajout  de  la  version  fran^aise  du  reglement.  Regl.  de  I'Ont. 
128/03,  art.  12. 

11.  et  11.1  Dispositions  abrogees  avant  I'ajout  de  la  version  fran^aise  du  reglement.  Regl. 
de  I'Ont.  372/07,  art.  10. 

Emplacement  des  puits 

12.  (0.1)  Tout  constructeur  d'un  puits  se  conforme  aux  exigences  du  present  article.  Regl.  de 
I'Ont.  389/09,  art.  1. 

(1)  L' emplacement  d'un  nouveau  puits  est  separe  : 

a)  de  cabinets  a  puisard,  de  voutes  de  latrines,  de  latrines  a  fosse  mobile,  de  systemes 

d' evacuation  des  eaux  menageres  ou  de  puisards,  au  sens  que  donne  aux  termes  «earth  pit 
privy»,  «privy  vault»,  «pail  privy»,  «greywater  system»  et  «cesspool»  le  Reglement  de 
I'Ontario  350/06  (Building  Code)  pris  en  application  de  la  Loi  de  1992  sur  le  code  du 
bdtiment,  par  au  moins  la  distance  de  degagement  applicable  indiquee  au  tableau  8.2.1.5. 
de  ce  reglement; 
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b)  de  systemes  de  traitement,  de  drains  de  distribution  ou  de  reservoirs  de  retention,  au  sens 
que  donne  aux  termes  «treatment  unit»,  «distribution  pipe»  et  «holding  tank»  le  Reglement 
de  1' Ontario  350/06,  par  au  moins  la  distance  de  degagement  applicable  indiquee  au  tableau 
8.2.I.6.A.,  8.2.I.6.B.  ou  8.2.I.6.C.  de  ce  reglement.  Regl.  del'Ont.  389/09,  art.  1. 

(1.1)  La  mention,  au  paragraphe  (1),  de  cabinets  a  puisard,  de  voutes  de  latrines,  de  latrines  a 
fosse  mobile,  de  systemes  d'evacuation  des  eaux  menageres,  de  puisards,  de  systemes  de  traitement, 
de  drains  de  distribution  et  de  reservoirs  de  retention  vaut  mention  de  ces  elements  meme  s'ils  n'ont 
pas  ete  construits  si  un  permis  de  construire  a  ete  delivre  a  leur  egard.  Regl.  de  I'Ont.  389/09,  art.  1. 

(2)  L'emplacement  d'un  nouveau  puits  fore  a  la  sondeuse  qui  est  pourvu  d'un  tubage  jusqu'a 
une  profondeur  de  plus  de  six  metres  sous  le  niveau  du  sol  est  eloigne  d'au  moins  15  metres  d'une 
source  de  contamination  autre  que  celles  visees  au  paragraphe  (1).  Regl.  de  I'Ont.  389/09,  art.  1. 

(3)  Est  eloigne  d'au  moins  30  metres  d'une  source  de  contamination  autre  que  celles  visees  au 
paragraphe  (1)  l'emplacement : 

a)  d'un  nouveau  puits  fore  a  la  sondeuse  qui  n'est  pas  pourvu  d'un  tubage  jusqu'a  une 

profondeur  de  plus  de  six  metres  sous  le  niveau  du  sol; 

b)  d'un  nouveau  puits  qui  n'est  pas  un  puits  fore  a  la  sondeuse.  Regl.  de  I'Ont.  389/09,  art.  1. 

(4)  L'emplacement  d'un  nouveau  puits  est  choisi  de  sorte  que  celui-ci  soit  accessible  aux  fins 
de  nettoyage,  de  traitement,  de  reparation,  de  verification,  d' inspection  et  d'examen  visuel  en  tout 
temps  avant,  pendant  et  apres  sa  construction.  Regl.  de  I'Ont.  389/09,  art.  1. 

(5)  L'emplacement  d'un  nouveau  puits  est  situe  a  une  hauteur  superieure  a  celle  du  sol 
immediatement  adjacent.  Regl.  de  I'Ont.  389/09,  art.  1. 

(6)  Les  paragraphes  (1)  a  (5)  ne  s'appliquent  ni  aux  trous  d'essai  ni  aux  puits  d'exhaure.  Regl. 
del'Ont.  389/09,  art.  1. 

(7)  Un  nouveau  puits  ne  doit  pas  etre  construit  avec  une  fosse  de  visite  ni  une  fosse  de  visite 
etre  ajoutee  a  un  puits  existant,  a  quelque  emplacement  que  ce  soit.  Regl.  de  I'Ont.  389/09,  art.  1. 

(7.1)  Le  paragraphe  (7)  ne  s'applique  ni  aux  trous  d'essai  ni  aux  puits  d'exhaure.  Regl.  de 
I'Ont.  389/09,  art.  1. 

(8)  Malgre  le  paragraphe  (7)  : 

a)  d'une  part,  un  nouveau  puits  peut  etre  construit  avec  une  fosse  de  visite  s'il  a  ete  cree  au 

moyen  de  materiel  de  forage  au  diamant  utilise  dans  le  cadre  de  travaux  d' exploration 
miniere; 

b)  d' autre  part,  une  fosse  de  visite  peut  etre  ajoutee  a  un  puits  existant  qui  a  ete  cree  au  moyen 

de  materiel  de  forage  au  diamant  utilise  dans  le  cadre  de  travaux  d' exploration  miniere. 
Regl.  de  I'Ont.  389/09,  art.  1. 

(9)  Les  exigences  suivantes  s'appliquent  a  la  fosse  de  visite  que  permet  le  paragraphe  (7.1)  ou 
(8): 

1.  L' article  13  s'applique  comme  si  la  fosse  etait  un  puits. 
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2.  Le  plancher  de  la  fosse  est  recouvert  d'une  couche  de  materiau  d'etancheite  approprie  d'une 

epaisseur  d'au  moins  10  centimetres  et  qui,  a  I'etat  solide,  peut  supporter  le  poids  d'une 
personne. 

3.  Le  sommet  de  la  fosse  est  recouvert  d'un  couvercle  solide  etanche  qui  empeche  la 

penetration,  dans  la  fosse,  des  eaux  de  surface  et  d'autres  matieres  etrangeres. 

4.  Le  couvercle  de  la  fosse  est  solidement  attache  de  maniere  a  ce  que  les  enfants  aient  de  la 

difficulte  a  le  soulever. 

5.  La  fosse  est  tenue  au  sec  au  moyen  d'une  pompe  de  vidange. 

6.  Malgre  la  disposition  5,  si  la  nappe  phreatique  est  sensiblement  moins  elevee  que  le  plancher 

de  la  fosse,  celle-ci  peut  etre  tenue  au  sec  au  moyen  de  drainage  par  une  soupape  a  simple 
action  qui  passe  a  travers  la  couche  de  materiau  d'etancheite  et  qui  est  situee  pres  du 
perimetre  de  la  fosse. 

7.  Le  sommet  du  tubage  du  puits  fore  a  la  sondeuse  se  trouve  a  au  moins  40  centimetres  au- 

dessus  du  plancher  de  la  fosse. 

8.  Le  sommet  du  tubage  du  puits  fore  a  la  sondeuse  est  scelle  par  un  joint  sanitaire  de 

fabrication  commerciale  et  est  pourvu  d'un  conduit  d'event  suffisamment  long  pour  passer 
au-dessus  du  couvercle  de  la  fosse.  Regl.  de  I'Ont.  389/09,  art.  1. 

(10)  Les  dispositions  4  a  8  du  paragraphe  (9)  ne  s'appliquent  pas  au  trou  d'essai  ou  au  puits 
d'exhaure  vise  au  paragraphe  13  (11).  Regl.  de  I'Ont.  389/09,  art.  1. 

Releve  et  carnet  de  notes 

12.1  (1)  Tout  constructeur  d'un  puits  et  quiconque  procede  a  1' abandon  d'un  puits  dresse  et 
conserve  aux  fins  de  consultation  sur  1' emplacement  du  puits  : 

a)  d'une  part,  un  releve  des  materiaux  formant  la  couverture  et  la  roche-mere; 

b)  d' autre  part,  un  carnet  de  notes  comprenant  un  registre  a  jour  des  travaux  de  construction  ou 

d' abandon  du  puits.  Regl.  de  I'Ont.  389/09,  art.  1. 

(2)  Malgre  I'alinea  (1)  a),  n'est  pas  tenue  de  dresser  un  releve  des  materiaux  formant  la 
couverture  et  la  roche-mere  la  personne  qui,  selon  le  cas  : 

a)  construit  un  puits  par  fon^age; 

b)  modifie  un  puits  sans  I'approfondir; 

c)  ne  fait  qu' installer  une  pompe; 

d)  abandonne  un  puits.  Regl.  de  I'Ont.  389/09,  art.  1. 

Recouvrement  des  puits 

12.2  Lorsqu'un  puits  en  voie  de  construction  est  laisse  sans  surveillance,  notamment  pendant 
une  modification  mineure  ou  1' installation  d'une  pompe,  le  constructeur  en  recouvre  de  fagon  sure  la 
partie  superieure  ouverte  de  maniere  a  empecher  la  penetration,  dans  le  puits,  des  eaux  de  surface  et 
d'autres  matieres  etrangeres.  Regl.  de  I'Ont.  389/09,  art.  1. 
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Drainage  superficiel 

12.3  Le  constructeur  du  puits  veille  a  ce  que  le  drainage  superficiel  empeche  I'eau  de 
s'accumuler  ou  de  sejourner  a  proximite  du  puits.  Regl.  de  I'Ont.  389/09,  art.  1. 

Profondeur  des  puits 

12.4  (1)  Le  constructeur  d'un  nouveau  puits  construit  par  quelque  methode  que  ce  soit  veille  a 
ce  que  le  puits  ait  une  profondeur  d'au  moins  six  metres,  sauf  si  un  puits  moins  profond  s'impose,  vu 
la  seule  formation  aquifere  utilisable,  auquel  cas  il  doit  avoir  une  profondeur  d'au  moins  trois  metres. 
Regl.  de  I'Ont.  389/09,  art.  1. 

(2)  Le  paragraphe  (1)  ne  s'applique  ni  aux  trous  d'essai  ni  aux  puits  d'exhaure.  Regl.  de  I'Ont. 
389/09,  art.  1. 

TUBAGE  ET  FILTRE  DE  PUITS 

13.  (0.1)  Tout  constructeur  d'un  nouveau  puits  se  conforme  aux  exigences  du  present  article. 
Regl.  de  I'Ont.  389/09,  art.  1. 

(1)  Le  tubage  et  le  filtre  de  puits  sont  constitues  de  materiaux  neufs.  Regl.  de  I'Ont.  389/09,  art. 

1. 

(2)  Le  paragraphe  (1)  ne  s'applique  ni  au  trou  d'essai  ni  au  puits  d'exhaure  dont  I'abandon  est 
prevu  au  plus  tard  180  jours  apres  I'achevement  des  travaux  de  construction  du  trou  ou  du  puits.  Regl. 
de  I'Ont.  389/09,  art.  1. 

(3)  Le  tubage  et  le  filtre  de  puits  sont  propres  et  a  I'abri  de  toute  contamination.  Regl.  de  I'Ont. 
389/09,  art.  1. 

(4)  Le  tubage  et  le  filtre  de  puits  ne  doivent  pas  degrader  la  qualite  de  I'eau  avec  laquelle  ils 
entrent  en  contact.  Regl.  de  I'Ont.  389/09,  art.  1. 

(5)  Le  tubage  est  etanche.  Regl.  de  I'Ont.  389/09,  art.  1. 

(6)  Tous  les  joints  et  raccords  du  tubage  assurent  une  liaison  etanche  permanente.  Regl.  de 
I'Ont.  389/09,  art.  1. 

(7)  Si  un  tubage  en  beton  est  utilise  : 

a)  les  sections  du  tubage  sont  completement  durcies  et  de  fabrication  commerciale; 

b)  les  sections  du  tubage  sont  alignees  correctement  dans  le  puits  de  sorte  que  les  joints  soient 

encastres  et  que  le  tubage  soit  centre; 

c)  les  sections  du  tubage  sont  jointes  au  moyen  d'un  materiau  d' obturation  en  mastic  qui 

demeure  souple  et  etanche  et  qui  est  approuve  pour  usage  avec  I'eau  potable  par  la  NSF 
International.  Regl.  de  I'Ont.  389/09,  art.  1. 

(8)  Le  puits  qui  est  alimente  a  partir  d'une  couverture  est  pourvu  d'un  tubage  allant  de  la  zone 
de  prise  d'eau  jusqu'a  au  moins  40  centimetres  au-dessus  du  point  le  plus  eleve  sur  la  surface  du  sol 
dans  un  rayon  de  trois  metres  de  I'exterieur  du  tubage,  apres  que  le  drainage  superficiel  est  devenu 
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conforme  aux  exigences  de  I'article  12.3,  ainsi  qu'il  est  mesure  au  moment  de  I'achevement  des 
travaux  de  construction  du  puits.  Regl.  de  I'Ont.  389/09,  art.  1. 

(9)  Le  puits  qui  est  alimente  a  partir  de  la  roche-mere  est  pourvu  d'un  tubage  allant  de  la  roche- 
mere  jusqu'a  au  moins  40  centimetres  au-dessus  du  point  le  plus  eleve  sur  la  surface  du  sol  dans  un 
rayon  de  trois  metres  de  I'exterieur  du  tubage,  apres  que  le  drainage  superficiel  est  devenu  conforme 
aux  exigences  de  I'article  12.3,  ainsi  qu'il  est  mesure  au  moment  de  I'achevement  des  travaux  de 
construction  du  puits.  Regl.  de  I'Ont.  389/09,  art.  1. 

(10)  Les  paragraphes  (8)  et  (9)  n'exigent  pas  que  le  tubage  d'un  puits  tube  atteigne  la  hauteur 
visee  a  ces  paragraphes  s'il  est  satisfait  aux  conditions  suivantes  : 

a)  le  puits  est  creuse  par  lan^age  ou  fon^age; 

b)  le  puits  est  pourvu  d'un  tubage  allant  du  point  le  plus  eleve  sur  la  surface  du  sol  dans  un 

rayon  de  trois  metres  de  I'exterieur  du  tubage,  apres  que  le  drainage  superficiel  est  devenu 
conforme  aux  exigences  de  I'article  12.3,  jusqu'a  : 

(i)  la  zone  generatrice  d'eau,  si  le  puits  est  alimente  a  partir  de  la  couverture, 

(ii)  la  roche-mere,  si  le  puits  est  alimente  a  partir  de  la  roche-mere; 

c)  le  sommet  du  tubage  est  situe  au-dessus  du  sol  a  une  hauteur  suffisante  pour  permettre  de 

fixer  la  plaque  d' identification  de  puits; 

d)  r  emplacement  du  puits  est  indique  par  un  repere  permanent  qui  est  visible  pendant  toute 

I'annee.  Regl.  de  I'Ont.  389/09,  art.  1. 

(11)  Les  paragraphes  (8)  et  (9)  n'exigent  pas  que  le  tubage  d'un  trou  d'essai  ou  puits  d'exhaure 
tube  soit  situe  au-dessus  de  la  surface  du  sol  s'il  est  satisfait  aux  conditions  suivantes  : 

a)  le  puits  est  situe  a  un  endroit  ou  il  est  vraisemblable  que  des  vehicules  ou  des  pietons 

passeront  directement  au-dessus; 

b)  le  puits  acheve  est  muni  d'un  couvercle  etanche  encastre  de  fabrication  commerciale  qui 

empeche  la  penetration,  dans  le  puits,  des  eaux  de  surface  et  d'autres  matieres  etrangeres; 

c)  le  couvercle  de  puits  est  suffisamment  robuste,  durable  et  bien  installe  pour  proteger  le  puits 

des  dommages,  ou  il  est  recouvert  d'une  plaque  metallique  qui  est  suffisamment  grande, 
robuste,  durable  et  bien  installee  pour  proteger  le  couvercle  et  le  puits  des  dommages.  Regl. 
de  I'Ont.  389/09,  art.  1. 

(11.1)  II  n'est  pas  necessaire  qu'un  trou  d'essai  ou  un  puits  d'exhaure  soit  pourvu  d'un  tubage 

si : 

a)  d'une  part,  I'abandon  du  trou  ou  du  puits  est  prevu  au  plus  tard  30  jours  apres  I'achevement 

des  travaux  de  construction  du  trou  ou  du  puits; 

b)  d'  autre  part,  le  constructeur  du  puits  en  recouvre  de  fagon  sure  la  partie  superieure  ouverte 

de  maniere  a  empecher  la  penetration,  dans  le  puits,  des  eaux  de  surface  et  d'autres 
matieres  etrangeres  lorsque  le  puits  est  laisse  sans  surveillance.  Regl.  de  I'Ont.  389/09,  art. 
1. 


Water  Supply  Wells  -  Requirements  and  Best  Management  Practices 


68 


Ontario  Legislation 


(11.2)  Malgre  les  paragraphes  (8),  (9)  et  (10),  un  puits  qui  doit  etre  pourvu  d'un  tubage  doit 
satisfaire  aux  exigences  suivantes  : 

a)  avoir  un  tubage  d'une  profondeur  d'au  moins  six  metres  sous  le  niveau  de  la  surface  du  sol 

initiale,  sauf  si  I'alineab)  s' applique; 

b)  avoir  un  tubage  d'une  profondeur  d'au  moins  2,5  metres  sous  le  niveau  de  la  surface  du  sol 

initiale,  si  un  tubage  s'etendant  a  six  metres  sous  ce  niveau  ne  permettrait  pas  I'utilisation 
de  la  seule  formation  aquifere  utilisable.  Regl.  de  I'Ont.  389/09,  art.  1. 

(11.3)  Le  paragraphe  (11.2)  ne  s'applique  ni  aux  trous  d'essai  ni  aux  puits  d'exhaure.  Regl.  de 
I'Ont.  389/09,  art.  1. 

(12)  Le  tubage  d'un  puits  fore  a  la  sondeuse  qui  est  alimente  a  partir  de  la  roche-mere,  a 
r  exclusion  de  la  couche  de  roche-mere  alteree,  est  scelle  dans  la  roche-mere  avec  un  materiau 
d'etancheite  approprie  de  maniere  a  empecher  que  la  qualite  de  I'eau  souterraine  et  de  I'eau  du  puits 
ne  se  degrade.  Regl.  de  I'Ont.  389/09,  art.  1. 

(13)  Le  paragraphe  (12)  ne  s'applique  ni  aux  trous  d'essai  ni  aux  puits  d'exhaure.  Regl.  de 
I'Ont.  389/09,  art.  1. 

(14)  Si  un  puits  est  construit  avec  une  fosse  de  visite  conformement  au  paragraphe  12  (8)  : 

a)  d'une  part,  les  paragraphes  (8)  et  (9)  n'exigent  pas  que  le  puits  soit  pourvu  d'un  tubage  au- 

dessus  de  la  surface  du  sol; 

b)  d'autre  part,  la  fosse  est  pourvue  d'un  tubage  allant  du  fond  de  la  fosse  jusqu'a  au  moins  40 

centimetres  au-dessus  du  point  le  plus  eleve  sur  la  surface  du  sol  dans  un  rayon  de  trois 
metres  de  I'exterieur  du  tubage  de  la  fosse,  apres  que  le  drainage  superficiel  est  devenu 
conforme  aux  exigences  de  I'article  12.3,  ainsi  qu'il  est  mesure  au  moment  de 
I'achevement  de  la  fosse.  Regl.  de  I'Ont.  389/09,  art.  1. 

(15)  Disposition  abrogee  avant  I'ajout  de  la  version  fran^aise  du  reglement.  Regl.  de 
rOnt.  372/07,  par.  13  (8). 

(16)  Les  caracteristiques  minimales  du  tubage  sont  les  suivantes  : 

1 .  Les  caracteristiques  du  tubage  des  puits  a  fort  debit  figurant  au  tableau  2  de  la  norme 

AWWA  AlOO-06,  dans  ses  versions  successives. 

2.  Le  tubage  permanent  externe  des  constructions  de  tubage  a  double  parol  doit  etre  fait  de 

tuyaux  d'acier  qui  sont  conformes  a  la  norme  ASTM  A252  ou  a  la  norme  ASTM  A500. 

3.  Le  tubage  en  acier  dont  le  diametre  interne  fait  plus  de  50,8  millimetres  doit  avoir  une 

epaisseur  nominale  de  parol  de  4,78  millimetres  et  une  epaisseur  minimale  de  parol  de  4,18 
millimetres  et  etre  conforme  a  la  norme  ASTM  A-53,  categoric  B,  a  la  norme  ASTM 
A589,  categoric  B,  ou  a  la  norme  ASTM  A500,  categoric  B  ou  C. 

4.  Le  tubage  en  acier  dont  le  diametre  interne  fait  au  plus  50,8  millimetres  doit  avoir  une 

epaisseur  nominale  de  parol  de  2,77  millimetres  et  une  epaisseur  minimale  de  parol  de  2,41 
millimetres  et  etre  conforme  a  la  norme  ASTM  A-53,  categoric  B,  a  la  norme  ASTM 
A589,  categoric  B,  ou  a  la  norme  ASTM  A500,  categoric  B  ou  C. 
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5.  Le  tubage  en  acier  galvanise  qui  est  ondule  et  qui  est  utilise  dans  les  puits  fores  a  la  tariere 

ou  creuses  doit  etre  de  calibre  18  et  etre  conforme  a  la  norme  ASTM  A-53,  categorie  B,  a 
la  norme  ASTM  A589,  categorie  B,  ou  a  la  norme  ASTM  A500,  categorie  B  ou  C. 

6.  Le  tubage  en  beton  dont  le  diametre  interne  fait  au  moins  60,96  centimetres  doit  avoir  une 

epaisseur  nominale  de  parol  de  5,08  centimetres. 

7.  Le  tubage  en  plastique  dont  le  diametre  interne  fait  au  moins  10,16  centimetres  doit  avoir 

une  epaisseur  minimale  de  parol  de  0,635  centimetres  et  etre  fait  de  tuyaux  ABS  ou  PVC 
approuves  pour  usage  avec  I'eau  potable  par  1' Association  canadienne  de  normalisation,  la 
Canadian  Society  for  Testing  and  Materials,  1' ASTM  ou  la  NSF  International. 

8.  Le  tubage  en  plastique  renforce  doit  etre  fabrique  a  partir  de  resine  vierge  et  de  fibres 

vierges  et  etre  approuve  pour  usage  avec  I'eau  potable  par  la  NSF  International.  Regl.  de 
I'Ont.  389/09,  art.  1. 

(17)  Le  paragraphe  (16)  ne  s'applique  ni  aux  trous  d'essai  ni  aux  puits  d'exhaure.  Regl.  de 
I'Ont.  389/09,  art.  1. 

(18)  Le  tubage  utilise  dans  un  puits  est  un  tubage  continu.  Regl.  de  I'Ont.  389/09,  art.  1. 

(19)  La  pose  de  joints  dans  un  tubage  est  interdite,  sauf  s'il  s'agit  de  joints  qui : 

a)  d'une  part,  creent  une  liaison  etanche  permanente,  tels  que  les  joints  en  acier  soudes; 

b)  d' autre  part,  sont  faits  de  telle  sorte  que  le  tubage  articule  ne  degrade  pas  la  qualite  de  I'eau 

avec  laquelle  il  entre  en  contact.  Regl.  de  I'Ont.  389/09,  art.  1. 

(20)  L'espace  annulaire  entre  des  tubages  de  diametres  differents  est  obture  au  moyen  d'un 
materiau  d'etancheite  approprie  de  maniere  a  empecher  la  penetration,  dans  le  puits,  des  eaux  de 
surface  et  d'autres  matieres  etrangeres.  Regl.  de  I'Ont.  389/09,  art.  1. 

(21)  Nul  ne  doit  mettre  a  la  terre  un  paratonnerre  en  I'attachant,  directement  ou  indirectement, 
au  tubage  d'un  puits.  Regl.  de  I'Ont.  389/09,  art.  1. 

Approfondissement  des  puits 

13.1  (1)  Si  un  puits  est  approfondi,  1' article  13  s'applique,  avec  les  adaptations  necessaires, 
comme  si  on  construisait  un  nouveau  puits.  Toutefois,  il  est  permis  de  continuer  a  utiliser  le  tubage  du 
puits  existant  s'il  parait  en  bon  etat.  Regl.  de  I'Ont.  389/09,  art.  1. 

(2)  Nul  ne  doit  construire  un  puits  en  penetrant  par  forage  ou  par  lan9age  ou  fon9age  le  fond 
d'un  puits  fore  a  la  tariere  ou  d'un  puits  creuse.  Regl.  de  I'Ont.  389/09,  art.  1. 

ESPACE  ANNULAIRE  —  MOUVEMENT  SOUTERRAIN 

14.  Le  construe teur  d'un  nouveau  puits  construit  par  quelque  methode  que  ce  soit  veille  a  ce 
que  l'espace  annulaire,  autre  que  celui  entourant  le  filtre  du  puits,  soit  obture  afin  d' empecher  tout 
mouvement  d'eau,  de  gaz  naturel,  de  contaminants  ou  d'autres  matieres  entre  les  formations 
souterraines  ou  entre  une  formation  souterraine  et  la  surface  du  sol  par  le  biais  de  l'espace  annulaire. 
Regl.  de  I'Ont.  389/09,  art.  1. 
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ESPACE  ANNULAIRE  —  CONSTRUCTION  ET  OBTURATION  DE  PUITS  CONSTRUITS  PAR  FONgAGE 

14.1  (1)  Le  constructeur  d'un  nouveau  puits  construit  par  fongage  se  conforme  a  1' article  14  en 
veillant  a  ce  que  I'espace  annulaire  soit  rempli  jusqu'a  la  surface  du  sol  en  recourant  a  un  materiau  et 
a  une  methode  qui  sont  approuves  par  ecrit  par  le  directeur  et  qui,  de  I'avis  de  celui-ci,  garantiront  que 
le  materiau  place  dans  I'espace  annulaire  ne  comporte  ni  trous  ni  poches  d'air.  Regl.  de  I'Ont.  389/09, 
art.  1. 

(2)  Le  paragraphe  (1)  ne  s'applique  ni  au  trou  d'essai  ni  au  puits  d'exhaure  dont  I'abandon  est 
prevu  au  plus  tard  180  jours  apres  I'achevement  des  travaux  de  construction  du  trou  ou  du  puits.  Regl. 
del'Ont.  389/09,  art.  1. 

ESPACE  ANNULAIRE  —  CONSTRUCTION  ET  OBTURATION  DE  PUITS  FORES  A  LA  TARIERE  POURVUS  D'UN 

TUBAGE  EN  BETON 

14.2  (1)  Le  constructeur  d'un  nouveau  puits  construit  par  forage  a  la  tariere  pour  lequel  un 
tubage  en  beton  est  utilise  veille  a  ce  que  le  diametre  du  puits  : 

a)  depuis  la  surface  du  sol  jusqu'a  une  profondeur  de  2,5  metres,  depasse  d'au  moins  15,2 

centimetres  le  diametre  externe  du  tubage  devant  etre  utilise; 

b)  depuis  une  profondeur  de  2,5  metres  jusqu'a  une  profondeur  d'au  moins  la  pleine 

profondeur  du  puits  ou  jusqu'a  six  metres,  si  cette  profondeur  est  moindre,  depasse  d'au 
moins  7,6  centimetres  le  diametre  externe  du  tubage  devant  etre  utilise.  Regl.  de  I'Ont. 
389/09,  art.  1. 

(2)  Le  constructeur  d'un  nouveau  puits  construit  par  forage  a  la  tariere  pour  lequel  un  tubage  en 
beton  est  utilise  se  conforme  a  1' article  14  en  veillant  a  ce  que  les  regies  suiv antes  soient  respectees  : 

1 .  Si  un  filtre  de  puits  est  installe  : 

i.  I'espace  annulaire  est  rempli,  depuis  le  fond  du  puits  jusqu'a  au  moins  le  sommet  du 

filtre,  de  gravier  ou  de  sable  lave  et  propre  qui  est  depose  apres  la  pose  du  filtre  et  du 
tubage, 

ii.  la  partie  restante  de  I'espace  annulaire  est  remplie  d'un  materiau  d'etancheite  approprie 

en  direction  ascendante  depuis  le  sommet  du  gravier  ou  du  sable  vise  a  la  sous- 
disposition  i  jusqu'au  fond  du  materiau  en  bentonite  vise  a  la  disposition  6. 

2.  Le  sommet  du  gravier  ou  du  sable  vise  a  la  sous-disposition  1  i  ne  doit  pas  etre  situe  a  moins 

de  six  metres  de  la  surface  du  sol,  sauf  si  un  puits  moins  profond  s'impose,  vu  la  seule 
formation  aquifere  utilisable,  auquel  cas  il  ne  doit  pas  etre  situe  a  moins  de  2,5  metres  de  la 
surface  du  sol. 

3.  Si  aucun  filtre  de  puits  n'est  installe,  I'espace  annulaire  est  rempli  d'un  materiau 

d'etancheite  approprie  en  direction  ascendante  depuis  le  fond  du  tubage  jusqu'au  fond  du 
materiau  en  bentonite  vise  a  la  disposition  6. 

4.  Le  materiau  d'etancheite  vise  a  la  sous-disposition  1  ii  ou  a  la  disposition  3  est  depose  en 

continu  en  le  chassant  dans  un  tuyau  a  tremie  dont  la  partie  inferieure  est  immergee  dans 
I'accumulation  croissante  de  materiau  d'etancheite. 
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5.  Si  le  materiau  d'etancheite  vise  a  la  sous-disposition  1  ii  ou  a  la  disposition  3  contient  du 

ciment : 

i.  d'une  part,  il  faut  le  laisser  durcir  selon  les  specifications  du  fabricant  ou  pendant  12 

heures,  selon  le  delai  le  plus  long, 

ii.  d' autre  part,  s'il  s'est  fixe  ou  si  son  volume  a  diminue  apres  qu'il  a  durci 

conformement  a  la  sous-disposition  i,  il  est  ramene  au  niveau  initial. 

6.  Depuis  la  surface  du  sol  jusqu'a  une  profondeur  d'au  moins  2,5  metres,  I'espace  annulaire 

est  rempli  d'une  couche  de  copeaux,  de  pastilles  ou  de  granules  de  bentonite  qui  ont  ete 
filtres  selon  les  specifications  du  fabricant  et  dont  le  diametre  fait  de  six  a  20  millimetres. 
Regl.  del' Ont.  389/09,  art.  1. 

(3)  Les  paragraphes  (1)  et  (2)  ne  s'appliquent  ni  au  trou  d'essai  ni  au  puits  d'exhaure  dont 
r abandon  est  prevu  au  plus  tard  180  jours  apres  I'achevement  des  travaux  de  construction  du  trou  ou 
du  puits.  Regl.  de  I'Ont.  389/09,  art.  1. 

ESPACE  ANNULAIRE  —  CONSTRUCTION  ET  OBTURATION  DE  PUITS  CREUSES 

14.3  (1)  Le  constructeur  d'un  nouveau  puits  construit  par  creusage  se  conforme  a  1' article  14 
en  veillant  a  ce  que  I'espace  annulaire  soit  rempli  jusqu'a  la  surface  du  sol  selon  les  regies  suivantes  : 

1.  L'espace  annulaire,  depuis  le  fond  du  puits  et  jusqu'a  une  profondeur  d'au  plus  2,5  metres 

de  la  surface  du  sol,  est  rempli : 

i.  soit  de  gravier  ou  de  sable  lave  et  propre, 

ii.  soit  de  materiaux  originaux  qui  ont  ete  excaves  du  trou,  si  le  puits  n'est  pas  construit 

dans  une  zone  contaminee  et  que  les  horizons  majeurs  du  sol  ont  ete  excaves  et 
entreposes  separement,  tenus  a  I'abri  de  la  contamination  et  remblayes  dans  les 
memes  positions  relatives  qu'ils  occupaient  au  depart. 

2.  La  partie  restante  de  I'espace  annulaire  est  remplie  d'un  materiau  d'etancheite  approprie  qui 

assure  une  resistance  structurale  suffisante  pour  supporter  le  poids  des  personnes  et  des 
vehicules  susceptibles  d'y  circuler  une  fois  la  zone  remplie.  Regl.  de  I'Ont.  389/09,  art.  1. 

(2)  Le  paragraphe  (1)  ne  s'applique  ni  au  trou  d'essai  ni  au  puits  d'exhaure  dont  I'abandon  est 
prevu  au  plus  tard  180  jours  apres  I'achevement  des  travaux  de  construction  du  trou  ou  du  puits.  Regl. 
del'Ont.  389/09,  art.  1. 

ESPACE  ANNULAIRE  —  CONSTRUCTION  ET  OBTURATION  DE  PUITS  FORES  A  LA  SONDEUSE  ET  D' AUTRES 

PUITS 

14.4  (1)  Le  constructeur  d'un  nouveau  puits  construit  autrement  que  par  une  methode  visee  a 
I'article  14.1,  14.2  ou  14.3  ou  par  lan^age  veille  a  ce  que  le  diametre  du  puits,  depuis  la  surface  du  sol 
jusqu'a  une  profondeur  d'au  moins  la  pleine  profondeur  du  puits  ou  jusqu'a  six  metres,  si  cette 
profondeur  est  moindre,  depasse  d'au  moins  7,6  centimetres  le  diametre  externe  du  tubage  devant  etre 
utilise.  Regl.  de  I'Ont.  389/09,  art.  1. 
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(2)  Le  constructeur  d'un  nouveau  puits  construit  autrement  que  par  une  methode  visee  a 
I'article  14.1,  14.2  ou  14.3  ou  par  langage  se  conforme  a  I'article  14  en  veillant  a  ce  que  les  regies 
suivantes  soient  respectees  : 

1 .  Si  un  filtre  de  puits  est  installe  : 

i.  I'espace  annulaire  est  rempli,  depuis  le  fond  du  puits  jusqu'a  au  moins  le  sommet  du 

filtre,  de  gravier  ou  de  sable  lave  et  propre  qui,  selon  le  cas  : 

A.  est  depose  pendant  ou  apres  la  pose  du  filtre  et  du  tubage, 

B.  se  developpe,  apres  la  pose  du  materiau  d'etancheite  vise  a  la  sous-disposition  ii, 
par  la  penetration  d'eau  a  travers  le  filtre  afin  d'enlever  les  sols  a  grains  fins 
adjacents, 

ii.  la  partie  restante  de  I'espace  annulaire  est  remplie  d'un  materiau  d'etancheite  approprie 

en  direction  ascendante  depuis  le  sommet  du  gravier  ou  du  sable  vise  a  la  sous- 
disposition  i  jusqu'a  la  surface  du  sol. 

2.  Si  aucun  filtre  de  puits  n'est  installe,  I'espace  annulaire  est  rempli  d'un  materiau 

d'etancheite  approprie  en  direction  ascendante  depuis  le  fond  du  tubage  jusqu'a  la  surface 
du  sol. 

3.  Le  sommet  du  gravier  ou  du  sable  vise  a  la  disposition  1  ne  doit  pas  etre  situe  a  moins  de  six 

metres  de  la  surface  du  sol,  sauf  si  un  puits  moins  profond  s' impose,  vu  la  seule  formation 
aquifere  utilisable,  auquel  cas  il  ne  doit  pas  etre  situe  a  moins  de  2,5  metres  de  la  surface 
du  sol. 

4.  Le  materiau  d'etancheite  vise  aux  dispositions  1  et  2  est  depose  en  continu  en  le  chassant 

dans  un  tuyau  a  tremie  dont  la  partie  inferieure  est  immergee  dans  1' accumulation 
croissante  de  materiau  d'etancheite. 

5.  Si  le  materiau  d'etancheite  vise  aux  dispositions  1  et  2  contient  du  ciment : 

i.  d'une  part,  il  faut  le  laisser  durcir  selon  les  specifications  du  fabricant  ou  pendant  12 

heures,  selon  le  delai  le  plus  long, 

ii.  d' autre  part,  s'il  s'est  fixe  ou  si  son  volume  a  diminue  apres  qu'il  a  durci 

conformement  a  la  sous-disposition  i,  il  est  ramene  au  niveau  initial.  Regl.  de  I'Ont. 
389/09,  art.  1. 

(3)  Le  paragraphe  (1)  ne  s' applique  pas  a  un  puits  si  les  conditions  suivantes  sont  reunies  : 

a)  le  puits  est  construit  suivant  un  diametre  qui,  depuis  la  surface  du  sol  jusqu'a  une  profondeur 

d'au  moins  la  pleine  profondeur  du  puits  ou  jusqu'a  six  metres,  si  cette  profondeur  est 
moindre,  depasse  d'au  moins  5,1  centimetres  le  diametre  externe  du  tubage  devant  etre 
utilise; 

b)  la  taille  maximale  des  particules  du  materiau  d'etancheite  approprie  qui  est  utilise  aux  fins 

de  conformite  au  paragraphe  (2)  ne  conduit  pas  a  la  formation  de  ponts; 

c)  I'alignement  approprie  est  assure  : 
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(i)  dans  le  cas  d'un  puits  construit  a  I'aide  d'une  foreuse  a  cable,  au  moyen  d'un  dispositif 

de  centrage  du  tubage  qui  ne  degrade  pas  la  qualite  de  I'eau  avec  laquelle  il  entre  en 
contact  et  qui  est  place  deux  metres  au-dessus  du  fond  du  tubage, 

(ii)  dans  le  cas  d'un  puits  construit  a  I'aide  d'une  foreuse  rotative,  par  1' utilisation  de 
centralisateurs  situes  a  une  profondeur  inferieure  a  six  metres.  Regl.  de  I'Ont.  389/09, 
art.  1. 

(4)  Les  paragraphes  (1)  a  (3)  ne  s'appliquent  ni  au  trou  d'essai  ni  au  puits  d'exhaure  dont 
r abandon  est  prevu  au  plus  tard  180  jours  apres  I'achevement  des  travaux  de  construction  du  trou  ou 
du  puits.  Regl.  de  I'Ont.  389/09,  art.  1. 

ESPACE  ANNULAIRE  —  PUITS  POURVUS  D'UNE  FOSSE  DE  VISITE 

14.5  (1)  Le  constructeur  d'un  nouveau  puits  construit  par  quelque  methode  que  ce  soit  qui 
comporte  une  fosse  de  visite  veille  : 

a)  d'une  part,  a  ce  que  la  fosse  soit  construite  suivant  un  diametre  qui,  depuis  le  fond  de  la 

fosse  jusqu'a  la  surface  du  sol,  depasse  d'au  moins  7,6  centimetres  le  diametre  externe  de 
la  fosse; 

b)  d' autre  part,  a  ce  que  I'espace  annulaire  situe  a  I'exterieur  du  tubage  du  puits  soit  rempli, 

depuis  le  fond  de  la  fosse  jusqu'a  la  surface  du  sol,  d'un  materiau  d'etancheite  approprie 
qui  assure  une  resistance  structurale  suffisante  pour  supporter  le  poids  des  personnes  et  des 
vehicules  susceptibles  d'y  circuler  une  fois  la  zone  remplie.  Regl.  de  I'Ont.  389/09,  art.  1. 

(2)  Si  le  materiau  d'etancheite  vise  a  I'alinea  (1)  b)  contient  du  ciment : 

a)  d'une  part,  il  faut  le  laisser  durcir  selon  les  specifications  du  fabricant  ou  pendant  12  heures, 

selon  le  delai  le  plus  long, 

b)  d' autre  part,  s'il  s'est  fixe  ou  si  son  volume  a  diminue  apres  qu'il  a  durci  conformement  a 

I'alinea  a),  il  est  ramene  au  niveau  initial.  Regl.  de  I'Ont.  389/09,  art.  1. 

(3)  Les  paragraphes  (1)  et  (2)  ne  s'appliquent  ni  au  trou  d'essai  ni  au  puits  d'exhaure  dont 

r abandon  est  prevu  au  plus  tard  180  jours  apres  I'achevement  des  travaux  de  construction  du  trou  ou 
du  puits.  Regl.  de  I'Ont.  389/09,  art.  1. 

ESPACE  ANNULAIRE  —  PUITS  POURVUS  D'UN  TUBAGE  A  DOUBLE  PAROI 

14.6  Les  articles  14  a  14.5  ne  s'appliquent  pas  a  un  puits  pourvu  d'un  tubage  a  double  parol, 
c'est-a-dire  construit  de  fa^on  a  ce  que  le  tubage  soit  entoure  d'un  tubage  permanent  d'un  plus  grand 
diametre.  Toutefois  : 

a)  les  articles  14,  14.2,  14.3,  14.4  et  14.5  s'appliquent,  avec  les  adaptations  necessaires,  a 

I'espace  annulaire  situe  a  I'exterieur  du  tubage  externe; 

b)  les  articles  14.2,  14.3  et  14.4  s'appliquent,  avec  les  adaptations  necessaires,  a  I'espace 

annulaire  situe  entre  les  tubages,  sauf  s'il  n'y  a  pas  de  fuites  d'eaux  souterraines  dans  cet 
espace.  Regl.  de  I'Ont.  389/09,  art.  1. 
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PUITS  JAILLISSANTS 

14.7  (1)  Le  constructeur  d'un  puits  qui  devient  un  puits  jaillissant  pendant  sa  construction  fait 
ce  qui  suit : 

a)  il  construit  le  puits  de  fa^on  qu'il  puisse  non  seulement  recevoir  un  dispositif  approprie  qui 

limite  I'ecoulement  de  I'eau  provenant  de  I'interieur  du  tubage,  qui  est  capable  d'arreter  cet 
ecoulement  et  qui  est  capable  de  resister  au  gel  de  I'eau  dans  le  tubage,  mais  encore  etre 
compatible  avec  ce  dispositif; 

b)  il  installe  le  dispositif  vise  a  I'alinea  a); 

c)  il  construit  le  puits  et  installe  le  dispositif  vise  a  I'alinea  a)  de  maniere  a  empecher  tout 

ecoulement  incontrole  d'eau  du  puits  ou  sur  I'emplacement  du  puits; 

d)  il  construit  le  puits  et  installe  le  dispositif  vise  a  I'alinea  a)  de  maniere  a  empecher  un 

refoulement  d'eau  dans  le  puits  ou  son  tubage.  Regl.  de  I'Ont.  389/09,  art.  1. 

(2)  Le  paragraphe  (1)  ne  s' applique  pas  si  le  puits  est  abandonne  conformement  a  1' article  21.1. 
Regl.  de  I'Ont.  389/09,  art.  1. 

(3)  Chaque  contrat  de  construction  de  puits  est  repute  comporter  une  clause  qui  impute  a 
r entrepreneur  en  construction  de  puits  la  responsabilite  des  frais  suivants  : 

a)  les  frais  afferents  a  1' observation  du  paragraphe  (1); 

b)  si  le  paragraphe  (1)  ne  s'applique  pas  par  I'effet  du  paragraphe  (2),  les  frais  afferents  a 

I'abandon  du  puits.  Regl.  de  I'Ont.  389/09,  art.  1. 

(4)  Le  paragraphe  (3)  ne  s'applique  pas  au  contrat  ecrit  qui  degage  expressement  I'entrepreneur 
en  construction  de  puits  de  la  responsabilite  prevue  a  ce  paragraphe.  Regl.  de  I'Ont.  389/09,  art.  1. 

Developpement  du  puits 

14.8  (1)  Avant  I'achevement  des  travaux  de  construction  d'un  nouveau  puits,  le  constructeur 
prend  toutes  les  mesures  raisonnables  pour  en  enlever  les  debris,  notamment  les  sciures  et  les  fluides 
de  forage,  en  le  developpant  jusqu'a  ce  que  I'eau  du  puits  soit  claire  et  exempte  de  sable.  Regl.  de 
I'Ont.  389/09,  art.  1. 

(2)  Le  paragraphe  (1)  ne  s'applique  ni  aux  trous  d'essai  ni  aux  puits  d'exhaure.  Regl.  de  I'Ont. 
389/09,  art.  1. 

Debit  du  puits 

14.9  (1)  Avant  I'achevement  des  travaux  de  construction  d'un  puits,  le  constructeur  en  verifie 
le  debit  conformement  a  I'article  14.10.  Regl.  de  I'Ont.  389/09,  art.  1. 

(2)  Le  paragraphe  (1)  ne  s'applique  pas  a  une  modification  mineure  apportee  a  un  puits  ni  a 
1' installation  d'une  pompe.  Regl.  de  I'Ont.  389/09,  art.  1. 

(3)  Le  paragraphe  (1)  ne  s'applique  pas  a  un  trou  d'essai  ou  a  un  puits  d'exhaure  si  le 
constructeur : 
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a)  d'une  part,  mesure  le  niveau  hydrostatique  dans  le  puits  au  moyen  d'un  ruban  en  plastique 

ou  en  metal,  d'une  ligne  d'air  ou  d'un  dispositif  electrique; 

b)  d' autre  part,  s' assure  de  la  proprete  de  toute  partie  du  ruban,  de  la  ligne  d'air  ou  du  dispositif 

electrique  qui  entre  en  contact  avec  I'eau  du  puits.  Regl.  de  I'Ont.  389/09,  art.  1. 

(4)  Le  paragraphe  (1)  ne  s'applique  pas  a  une  modification  apportee  a  un  puits  qui  ne  concerne 
que  ce  qui  suit : 

a)  r enlevement  du  tubage  au-dessus  de  la  surface  du  sol  de  sorte  qu'il  affleure  celle-ci; 

b)  r installation  d'un  tubage  au-dessus  de  la  surface  du  sol; 

c)  la  creation  ou  I'enlevement  d'une  fosse  de  visite.  Regl.  de  I'Ont.  389/09,  art.  1. 

14.10  (1)  Si  le  debit  d'eau  d'un  puits  fait  I'objet  d'une  verification,  les  regies  suivantes  sont 
observees  : 

a)  le  niveau  d'eau  du  puits  est  mesure  et  consigne  dans  le  registre  de  puits  : 

(i)  immediatement  avant  le  debut  du  pompage, 

(ii)  a  des  intervalles  d'une  minute  ou  plus  frequemment  au  cours  des  cinq  premieres 
minutes  de  pompage, 

(iii)  a  des  intervalles  de  cinq  minutes  ou  plus  frequemment  au  cours  des  25  minutes 
suivantes  de  pompage, 

(iv)  a  des  intervalles  de  10  minutes  ou  plus  frequemment  au  cours  des  30  minutes 
suivantes  de  pompage, 

(v)  a  des  intervalles  d'une  minute  ou  plus  frequemment  au  cours  des  cinq  premieres 
minutes  apres  1' arret  du  pompage, 

(vi)  a  des  intervalles  de  cinq  minutes  ou  plus  frequemment  au  cours  des  25  minutes 
suivantes  apres  1' arret  du  pompage, 

(vii)  a  des  intervalles  de  10  minutes  ou  plus  frequemment  au  cours  des  30  minutes 
suivantes  apres  1' arret  du  pompage; 

b)  le  niveau  d'eau  du  puits  est  mesure  au  moyen  d'un  ruban  en  plastique  ou  en  metal,  d'une 

ligne  d'air  ou  d'un  dispositif  electrique  propre; 

c)  I'eau  est  pompee  hors  du  puits  a  un  debit  uniforme  et  en  continu  pendant  au  moins  une 

heure; 

d)  le  debit  de  pompage  pendant  la  verification  est  consigne  dans  le  registre  de  puits.  Regl.  de 

I'Ont.  389/09,  art.  1. 

(2)  Les  alineas  (1)  a)  et  b)  ne  s'appliquent  pas  si  la  conception  du  puits  ne  permet  pas  de 
mesurer  le  niveau  d'eau  du  puits  pendant  la  verification  du  debit.  Regl.  de  I'Ont.  389/09,  art.  1. 

(3)  Si  I'eau  ne  peut  pas  etre  pompee  hors  du  puits  en  continu  pendant  une  heure  conformement 
a  I'alinea  (1)  c),  aucune  autre  mesure  n'est  requise  en  application  de  I'alinea  (1)  a)  et  les 
renseignements  suivants  sont  consignes  dans  le  registre  de  puits  : 
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a)  la  raison  pour  laquelle  le  pompage  a  ete  interrompu; 

b)  le  debit  de  pompage  et  sa  duree; 

c)  les  mesures  du  niveau  d'eau  qui  ont  ete  obtenues.  Regl.  de  I'Ont.  389/09,  art.  1. 

Plaque  d' identification  de  puits 

14.11  (1)  Avant  I'achevement  des  travaux  de  construction  d'un  nouveau  puits  tube,  le 
constructeur  obtient  une  plaque  d' identification  de  puits  du  ministere  et  la  fixe  de  fa^on  permanente  a 
I'exterieur  du  tubage  ou  de  la  structure  permanente  associee  au  puits,  a  un  point  ou  elle  sera  visible  et 
ne  sera  pas  obstruee  par  le  bouchon  ou  d'autres  elements  du  puits  ou  par  le  materiel  qui  lui  est 
associe.  Regl.  de  I'Ont.  389/09,  art.  1. 

(2)  Si  une  modification,  autre  qu'une  modification  mineure,  est  apportee  a  un  puits  tube  qui 
n'est  pas  deja  pourvu  d'une  plaque  d' identification  de  puits,  la  personne  qui  apporte  la  modification 
obtient  une  plaque  d' identification  du  ministere  et,  avant  que  les  travaux  de  modification  ne  soient 
acheves,  la  fixe  de  fa^on  permanente  a  I'exterieur  du  tubage  ou  de  la  structure  permanente  associee  au 
puits,  a  un  point  ou  elle  sera  visible  et  ne  sera  pas  obstruee  par  le  bouchon  ou  d'autres  elements  du 
puits  ou  par  le  materiel  qui  lui  est  associe.  Regl.  de  I'Ont.  389/09,  art.  1. 

(3)  Si  une  modification  est  apportee  a  un  puits  tube  qui  est  deja  pourvu  d'une  plaque 

d' identification  de  puits,  la  personne  qui  apporte  la  modification  preserve  cette  plaque  pendant  les 
travaux  de  modification  et  si  la  plaque  est  enlevee,  la  personne,  avant  que  les  travaux  ne  soient 
acheves,  la  fixe  de  nouveau  de  fa^on  permanente  a  I'exterieur  du  tubage  ou  de  la  structure  permanente 
associee  au  puits,  a  un  point  ou  elle  sera  visible  et  ne  sera  pas  obstruee  par  le  bouchon  ou  d'autres 
elements  du  puits  ou  par  le  materiel  qui  lui  est  associe.  Regl.  de  I'Ont.  389/09,  art.  1. 

(4)  Malgre  le  paragraphe  (3),  si  une  modification  est  apportee  a  un  puits  tube  qui  est  deja 
pourvu  d'une  plaque  d' identification  de  puits  et  que  celle-ci  est  rendue  inutilisable,  notamment  du  fait 
qu'elle  est  cassee,  mutilee  ou  illisible,  la  personne  qui  apporte  la  modification  fait  ce  qui  suit : 

a)  elle  enleve  la  plaque  et  la  retourne  au  directeur  dans  le  delai  vise  a  I'alinea  c); 

b)  elle  obtient  une  nouvelle  plaque  du  ministere  et,  avant  que  les  travaux  de  modification  ne 

soient  acheves,  la  fixe  de  fa^on  permanente  a  I'exterieur  du  tubage  ou  de  la  structure 
permanente  associee  au  puits,  a  un  point  ou  elle  sera  visible  et  ne  sera  pas  obstruee  par  le 
bouchon  ou  d'autres  elements  du  puits  ou  par  le  materiel  qui  lui  est  associe; 

c)  dans  les  30  jours  suivant  la  fixation  de  la  nouvelle  plaque  au  tubage,  elle  dresse  un  registre 

de  puits  notant  le  remplacement  de  la  plaque  et  en  fait  parvenir  une  copie  au  directeur. 
Regl.  del'Ont.  389/09,  art.  1. 

(5)  Malgre  les  paragraphes  (1)  a  (4),  si  un  seul  registre  de  puits  est  dresse  pour  un  groupe  de 
puits  conformement  a  1' article  16.4,  il  n'est  pas  necessaire  de  fixer  une  plaque  d' identification  de 
puits  a  un  autre  puits  du  groupe  si  une  telle  plaque  est  deja  fixee  au  puits  le  plus  profond  du  groupe. 
Regl.  de  I'Ont.  389/09,  art.  1. 
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Desinfection 

15.  (1)  Le  jour  oii  les  travaux  de  construction  du  puits  sont  acheves,  le  constructeur  veille  a  ce 
qui  suit : 

a)  tous  les  debris  se  trouvant  dans  le  puits  sont  enleves; 

b)  I'eau  du  puits  est  chloree  jusqu'a  une  concentration  de  50  a  200  milligrammes  de  chlore 

libre  par  litre  d'eau  et  est  laissee  au  repos  pendant  au  moins  12  heures; 

c)  I'eau  du  puits  ne  sert  pas  pour  la  consommation  humaine  tant  que  les  mesures  prevues  aux 

paragraphes  (2)  a  (7)  n'ont  pas  ete  prises.  Regl.  de  I'Ont.  389/09,  art.  1. 

(2)  La  personne  qui  entreprend  la  construction  d'un  puits  servant  ou  entretenu  pour  servir  a  la 
fin  pour  laquelle  il  a  ete  construit  ou  qui  installe  du  materiel  de  pompage  dans  un  puits  veille  a  ce  que, 
des  que  possible  apres  I'achevement  de  la  construction  ou  de  1' installation,  I'eau  du  puits  soit  chloree 
jusqu'a  une  concentration  de  50  a  200  milligrammes  de  chlore  libre  par  litre  d'eau.  Regl.  de  I'Ont. 
389/09,  art.  1. 

(3)  Le  paragraphe  (2)  ne  s' applique  pas  au  remplacement  d'une  pompe  qui  est  installee  au- 
dessus  ou  a  proximite  d'un  puits  ou  dans  une  fosse  de  visite,  a  moins  que  le  remplacement  ne 
concerne  I'enlevement  d'un  couvercle  ou  d'un  bouchon  de  puits  exige  par  le  paragraphe  15.2  (6)  ou 
(7).  Regl.  de  I'Ont.  389/09,  art.  1. 

(4)  La  personne  visee  au  paragraphe  (2)  veille  a  ce  que,  de  12  heures  a  24  heures  apres  qu'elle 
est  chloree,  I'eau  du  puits  soit  verifiee  pour  y  deceler  la  presence  de  chlore  residuel  libre.  Regl.  de 
I'Ont.  389/09,  art.  1. 

(5)  Si  une  verification  effectuee  en  application  du  paragraphe  (4)  revele  que  la  concentration  de 
chlore  residuel  libre  dans  I'eau  du  puits  est  inferieure  a  50  milligrammes  ou  superieure  a  200 
milligrammes  par  litre  d'eau,  la  personne  visee  au  paragraphe  (2)  veille  a  ce  que  les  mesures  suiv antes 
soient  prises  : 

1.  L'eau  est  pompee  hors  du  puits  jusqu'a  ce  que  la  concentration  de  chlore  residuel  libre  dans 

I'eau  soit  inferieure  a  1  milligramme  par  litre  d'eau. 

2.  L'eau  du  puits  est  chloree  jusqu'a  une  concentration  d'au  plus  200  milligrammes  de  chlore 

libre  par  litre  d'eau. 

3.  De  12  heures  a  24  heures  apres  qu'elle  est  chloree  conformement  a  la  disposition  2,  l'eau  du 

puits  est  verifiee  pour  y  deceler  la  presence  de  chlore  residuel  libre. 

4.  Si  une  verification  effectuee  en  application  de  la  disposition  3  revele  que  la  concentration  de 

chlore  residuel  libre  dans  l'eau  du  puits  est  inferieure  a  50  milligrammes  ou  superieure  a 
200  milligrammes  par  litre  d'eau,  les  mesures  visees  aux  dispositions  1  a  3  et  a  la  presente 
disposition  sont  prises  a  nouveau.  Regl.  de  I'Ont.  389/09,  art.  1. 

(6)  La  personne  qui  est  tenue  de  veiller  a  ce  que  les  mesures  enoncees  au  paragraphe  (5)  soient 
prises  veille  a  ce  qui  suit : 

a)  sous  reserve  de  la  disposition  4  du  paragraphe  (5),  les  mesures  sont  prises  dans  I'ordre  dans 
lequel  elles  sont  enoncees  a  ce  paragraphe; 
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b)  chaque  mesure  est  prise  des  qu'il  est  raisonnablement  possible  de  le  faire.  Regl.  de  I'Ont. 
389/09,  art.  1. 

(7)  Si  une  verification  effectuee  en  application  du  paragraphe  (4)  ou  de  la  disposition  3  du 
paragraphe  (5)  revele  que  la  concentration  de  chlore  residuel  libre  dans  I'eau  du  puits  est  d'au  moins 
50  milligrammes  mais  d'au  plus  200  milligrammes  par  litre  d'eau,  la  personne  visee  au  paragraphe  (2) 
veille  a  ce  que  I'eau  soit  pompee  hors  du  puits  jusqu'a  ce  que  la  concentration  de  chlore  residuel  libre 
dans  I'eau  soit  inferieure  a  1  milligramme  par  litre  d'eau.  Regl.  de  I'Ont.  389/09,  art.  1. 

(8)  Nul  ne  doit,  pendant  la  periode  situee  entre  la  chloration  de  I'eau  d'un  puits  par  la  personne 
visee  au  paragraphe  (2)  et  la  verification  de  I'eau  pour  y  deceler  la  presence  de  chlore  residuel  libre 
effectuee  en  application  du  present  article  : 

a)  perturber  le  puits; 

b)  utiliser  le  puits  a  quelque  fin  que  ce  soit.  Regl.  de  I'Ont.  389/09,  art.  1. 

(9)  La  personne  a  qui  incombe  la  responsabilite  de  veiller  a  ce  que  I'eau  du  puits  soit  verifiee 
pour  y  deceler  la  presence  de  chlore  residuel  libre  en  application  du  present  article  veille  a  ce  que, 
avant  que  le  puits  ne  soit  utilise  comme  source  d'eau  pour  la  consommation  humaine,  un  releve  ecrit 
des  resultats  de  la  verification  soit  remis  a  I'acheteur  du  puits.  Regl.  de  I'Ont.  389/09,  art.  1. 

(10)  Les  paragraphes  (4)  a  (9)  ne  s'appliquent  pas  a  une  modification  qui  est  apportee  a  un  puits 
si  tous  les  criteres  suivants  sont  remplis  : 

1.  La  modification  concerne  la  reparation  ou  le  remplacement  urgent  d'une  pompe  qui  est 

tombee  en  panne  subitement. 

2.  Aucun  approvisionnement  en  eau  n'est  immediatement  disponible  pour  remplacer  I'eau  du 

puits. 

3.  L'acheteur  du  puits  donne  des  instructions  ecrites  a  la  personne  qui  entreprend  la 

modification  pour  qu'elle  mette  fin  au  processus  de  desinfection  apres  s'etre  conformee  au 
paragraphe  (2).  Regl.  de  I'Ont.  389/09,  art.  1. 

(11)  Si,  conformement  au  paragraphe  (10),  les  paragraphes  (4)  a  (9)  ne  s'appliquent  pas  a  la 
modification  apportee  a  un  puits  : 

a)  d'une  part,  l'acheteur  du  puits  veille  a  ce  que,  avant  qu'elle  ne  soit  utilisee  a  une  fin 

quelconque,  I'eau  du  puits  soit  pompee  hors  du  puits  jusqu'a  ce  qu'elle  ne  degage  plus 
d'odeur  de  chlore; 

b)  d' autre  part,  la  personne  qui  entreprend  la  modification  conserve  pendant  deux  ans  les 

instructions  ecrites  visees  a  la  disposition  3  du  paragraphe  (10).  Regl.  de  I'Ont.  389/09,  art. 
1. 

(12)  Le  present  article  ne  s' applique  pas  si  le  directeur  approuve  par  ecrit  une  autre  methode  de 
desinfection  et  que  la  methode  approuvee  est  suivie.  Regl.  de  I'Ont.  389/09,  art.  1. 

(13)  Le  present  article  ne  s'applique  pas  a  une  modification  mineure  apportee  a  un  puits.  Regl. 
de  I'Ont.  389/09,  art.  1. 
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(14)  Le  present  article  ne  s'applique  ni  aux  trous  d'essai,  ni  aux  puits  d'exhaure  ni  aux  puits 
jaillissants.  Regl.  de  I'Ont.  389/09,  art.  1. 

Aeration 

15.1  (1)  Le  constructeur  d'un  nouveau  puits  construit  par  quelque  methode  que  ce  soit  veille  a 
ce  que  le  puits  soit  bien  aere  vers  1' atmosphere  exterieure  de  fa§on  a  pouvoir  disperser  tous  les  gaz  en 
toute  securite.  Regl.  de  I'Ont.  389/09,  art.  1. 

(2)  Le  paragraphe  (1)  ne  s'applique  pas,  selon  le  cas  : 

a)  a  un  trou  d'essai; 

b)  a  un  puits  dont  le  tubage  sert  a  transporter  I'eau  a  I'exterieur  du  puits.  Regl.  de  I'Ont. 

389/09,  art.  1. 

(3)  Si  une  pompe  est  installee  dans  un  puits  fore  a  la  sondeuse,  le  constructeur  du  puits  veille  a 
ce  qui  suit : 

a)  il  est  installe  un  event  dont  le  diametre  interne  minimal : 

(i)  fait  0,3  centimetre,  si  le  diametre  interne  du  tubage  fait  moins  de  12,7  centimetres, 

(ii)  fait  1,2  centimetre,  si  le  diametre  interne  du  tubage  fait  au  moins  12,7  centimetres; 

b)  r  event,  selon  le  cas  : 

(i)  est  d'une  longueur  suffisante  pour  se  prolonger  au-dessus  du  couvercle  de  la  fosse  de 

visite,  s'il  y  en  a  une, 

(ii)  atteint  une  hauteur  d'au  moins  40  centimetres  au-dessus  de  la  surface  du  sol,  soit 
suffisamment  pour  empecher  la  penetration  d'eaux  de  crue  pouvant  provenir  de  toute 
inondation  prevue  dans  la  region,  s'il  n'y  a  pas  de  fosse  de  visite; 

c)  I'extremite  ouverte  de  1' event  est  protegee  et  munie  d'un  grillage  qui  empeche  la  penetration 

de  toute  matiere  dans  le  puits.  Regl.  de  I'Ont.  389/09,  art.  1. 

(4)  Le  paragraphe  (3)  ne  s'applique  pas  aux  trous  d'essai  ou  puits  d'exhaure  non  tubes.  Regl.  de 
I'Ont.  389/09,  art.  1. 

(5)  Le  paragraphe  (3)  ne  s'applique  pas  aux  puits  suivants  s'il  ne  risque  pas  de  s'y  trouver  du 
gaz  naturel  ou  un  autre  gaz  : 

1.  Un  puits  pourvu  d'une  fosse  de  visite. 

2.  Un  trou  d'essai  ou  un  puits  d'exhaure  vise  au  paragraphe  13  (11).  Regl.  de  I'Ont.  389/09, 

art.  1. 

Installation  du  materiel 

15.2  (1)  Tout  constructeur  d'un  puits  se  conforme  aux  exigences  du  present  article.  Regl.  de 
I'Ont.  389/09,  art.  1. 
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(2)  Si  un  raccord  au  tubage  d'un  puits  fore  a  la  sondeuse  est  fait  sous  la  surface  du  sol,  il  faut 
utiliser  un  joint  d'etancheite  de  puits  ou  un  coulisseau  de  raccordement,  et  le  raccord  doit  etre  rendu 
etanche.  Regl.  de  I'Ont.  389/09,  art.  1. 

(3)  Un  chalumeau  coupeur  ne  doit  pas  etre  utilise  pour  menager  une  ouverture  dans  la  parol  du 
tubage  afin  d'y  poser  un  coulisseau  de  raccordement.  Regl.  de  I'Ont.  389/09,  art.  1. 

(4)  Si  un  raccord  au  tubage  d'un  puits,  autre  qu'un  puits  fore  a  la  sondeuse,  est  fait  sous  la 
surface  du  sol,  le  raccord  est  rendu  etanche  au  moyen  d'un  materiau  adhesif  durable.  Regl.  de  I'Ont. 
389/09,  art.  1. 

(5)  Si  un  raccord  au  tubage  d'un  puits  est  fait  sous  la  surface  du  sol,  1' excavation  exterieure  est 
remplie  d'un  materiau  d'etancheite  approprie  qui  entoure  le  tubage  selon  un  rayon  d'au  mo  ins  20 
centimetres  et  qui  monte  depuis  le  fond  de  1' excavation  jusqu' a  20  centimetres  de  la  surface  du  sol. 
Regl.  de  I'Ont.  389/09,  art.  1. 

(6)  Le  sommet  du  tubage  d'un  puits  construit  par  creusage  ou  par  forage  a  la  tariere  est 
recouvert  d'un  couvercle  de  puits  solide  et  etanche  qui  empeche  la  penetration,  dans  le  puits,  des  eaux 
de  surface  et  d'autres  matieres  etrangeres.  Regl.  de  I'Ont.  389/09,  art.  1. 

(7)  Sous  reserve  de  la  disposition  8  du  paragraphe  12  (9),  le  sommet  du  tubage  d'un  puits  qui 
n'est  pas  construit  par  creusage  ou  par  forage  a  la  tariere  est  obture  au  moyen  d'un  bouchon  de  puits 
de  fabrication  commerciale  et  a  I'epreuve  de  la  vermine.  Regl.  de  I'Ont.  389/09,  art.  1. 

(8)  Les  paragraphes  (6)  et  (7)  ne  s'appliquent  que  si  tous  les  criteres  suivants  sont  remplis  : 

1 .  Un  plancher  a  ete  construit  autour  du  tubage  du  puits  ou  a  proximite. 

2.  Une  pompe  est  installee  au-dessus  ou  a  proximite  du  puits. 

3.  Le  sommet  du  tubage  est  protege  de  maniere  a  empecher  la  penetration  de  toute  matiere 

susceptible  de  degrader  la  qualite  de  I'eau  du  puits. 

4.  Le  tubage  du  puits  se  prolonge  sur  au  moins  15  centimetres  au-dessus  du  plancher  vise  a  la 

disposition  1.  Regl.  de  I'Ont.  389/09,  art.  1. 

15.3  La  personne  qui  installe  du  materiel  dans  un  puits  veille  a  ce  qu'il  soit  propre.  Regl.  de 
I'Ont.  389/09,  art.  1. 

Renseignements 

16.  (1)  Lorsqu'un  puits  est  construit  et  que  la  presence  d'eau  mineralisee  y  est  constatee,  le 
constructeur  en  avise  immediatement  I'acheteur  du  puits  et  le  proprietaire  du  bien-fonds  ou  celui-ci 
est  situe.  Regl.  de  I'Ont.  389/09,  art.  1. 

(2)  Le  paragraphe  (1)  ne  s'applique  ni  aux  trous  d'essai  ni  aux  puits  d'exhaure.  Regl.  de  I'Ont. 
389/09,  art.  1. 

(3)  Lorsqu'un  puits  est  construit  et  que  la  presence  de  gaz  naturel  y  est  constatee,  le 
constructeur  en  avise  immediatement  I'acheteur  du  puits,  le  proprietaire  du  bien-fonds  ou  celui-ci  est 
situe  et  le  directeur.  Regl.  de  I'Ont.  389/09,  art.  1. 
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16.1  (1)  Le  jour  ou  les  travaux  de  construction  d'un  puits  sont  acheves,  le  constructeur  est  tenu, 
sauf  directive  contraire  de  I'acheteur  du  puits,  de  faire  ce  qui  suit : 

a)  remettre  a  I'acheteur  une  copie  d'une  trousse  d' information  sur  les  puits  obtenue  du 

ministere; 

b)  fournir  a  I'acheteur  un  echantillon  d'eau  provenant  du  puits,  d'au  moins  un  litre,  pour 

examen  visuel; 

c)  mesurer  la  profondeur  du  puits  en  presence  de  I'acheteur.  Regl.  de  I'Ont.  389/09,  art.  1. 

(2)  Le  paragraphe  (1)  ne  s'applique  ni  aux  trous  d'essai  ni  aux  puits  d'exhaure.  Regl.  de  I'Ont. 
389/09,  art.  1. 

(3)  Le  paragraphe  (1)  ne  s'applique  pas  a  une  modification  mineure  apportee  a  un  puits.  Regl. 
de  I'Ont.  389/09,  art.  1. 

16.2  (1)  Le  jour  ou  une  pompe  est  remplacee  dans  un  puits  existant,  le  constructeur  du  puits  est 
tenu,  sauf  directive  contraire  de  I'acheteur  du  puits,  de  remettre  a  ce  dernier  une  copie  d'une  trousse 
d'information  sur  les  puits  obtenue  du  ministere.  Regl.  de  I'Ont.  389/09,  art.  1. 

(2)  Le  paragraphe  (1)  ne  s'applique  ni  aux  trous  d'essai  ni  aux  puits  d'exhaure.  Regl.  de  I'Ont. 
389/09,  art.  1. 

Registres  —  Registre  de  puits  distinct 

16.3  (1)  Une  fois  acheves  les  travaux  de  construction  d'un  puits,  le  constructeur  fait  ce  qui 

suit : 

a)  il  dresse,  conformement  aux  instructions  sur  la  formule,  un  registre  de  puits  pour  le  puits; 

b)  il  remet  une  copie  du  registre  de  puits  a  I'acheteur  du  puits  et  au  proprietaire  du  bien-fonds 

ou  celui-ci  est  situe  dans  les  14  jours  suivant  la  date  d'achevement  des  travaux; 

c)  il  fait  parvenir  une  copie  du  registre  de  puits  au  directeur  dans  les  30  jours  suivant  la  date 

d'achevement  des  travaux; 

d)  il  conserve  une  copie  du  registre  de  puits  pendant  deux  ans.  Regl.  de  I'Ont.  389/09,  art.  1. 

(2)  Le  paragraphe  (1)  ne  s'applique  pas  a  une  modification  mineure  apportee  a  un  puits  ni  a 
1' installation  d'une  pompe.  Regl.  de  I'Ont.  389/09,  art.  1. 

(3)  Le  paragraphe  (1)  ne  s'applique  ni  au  trou  d'essai  ni  au  puits  d'exhaure  qui  est  abandonne 
dans  les  30  jours  suivant  la  date  d'achevement  des  travaux  de  construction.  Regl.  de  I'Ont.  389/09, 
art.  1. 

Registres  —  Groupes  de  puits 

16.4  (1)  Malgre  I'alinea  16.3  (1)  a),  le  constructeur  de  puits  peut  dresser  un  seul  registre  de 
puits  pour  un  groupe  de  puits  au  lieu  d'un  registre  de  puits  distinct  pour  chaque  puits  individuel  si  les 
conditions  suivantes  sont  reunies  : 

1.  Chaque  puits  du  groupe  est  un  trou  d'essai  ou  un  puits  d'exhaure. 

2.  Chaque  puits  du  groupe  est  situe  : 
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i.  sur  le  meme  bien  qu'un  autre  puits  du  groupe, 

ii.  sur  un  bien  qui  est  adjacent  a  un  autre  bien  sur  lequel  est  situe  un  autre  puits  du  groupe, 

ou  qui  y  serait  adjacent  s'il  n'y  avait  pas  de  route  entre  les  deux  biens, 

iii.  sur  un  bien  qui  n'est  separe  d'un  autre  bien  sur  lequel  est  situe  un  autre  puits  du 
groupe  que  par  un  ou  deux  biens  intermediaires. 

3.  Les  travaux  de  construction  de  chaque  puits  du  groupe  sont  acheves  ou,  si  les  puits  sont 

construits  par  etapes,  les  travaux  de  construction  de  chaque  puits  sont  acheves  a  I'etape 
pertinente. 

4.  Chaque  proprietaire  d'un  bien-fonds  ou  est  situe  un  puits  du  groupe  de  puits  a  consenti  par 

ecrit  a  1' utilisation  d'un  seul  registre  de  puits  pour  le  groupe  et  le  registre  atteste  que  tons 
les  consentements  requis  ont  ete  donnes.  Regl.  de  I'Ont.  389/09,  art.  1. 

(2)  Pour  r application  de  la  sous-disposition  2  iii  du  paragraphe  (1),  les  regies  suivantes 
s'appliquent  a  la  determination  du  nombre  de  biens  intermediaires  qui  separent  deux  biens  sur 
lesquels  des  puits  sont  situes  : 

1.  Le  nombre  de  biens  intermediaires  est  determine  le  long  d'une  ligne  droite  qui  reunit  les 

deux  puits. 

2.  Si  la  ligne  droite  visee  a  la  disposition  1  traverse  une  route,  celle-ci  ne  doit  pas  etre  comptee 

comme  bien  intermediaire,  sauf  si  I'un  des  puits  ou  les  deux  sont  situes  sur  les  limites  de  la 
route  ou  en-dega  de  ces  limites. 

3.  Si  une  partie  de  la  ligne  droite  visee  a  la  disposition  1  est  situee  sur  les  limites  de  la  route  ou 

en-de^a  de  ces  limites,  le  nombre  de  biens  intermediaires  est  determine,  par  rapport  aux 
biens  adjacents  a  cette  partie  de  la  route,  du  cote  de  la  route  qui  a  le  moins  de  biens.  Regl. 
de  1' Ont.  389/09,  art.  1. 

(3)  Le  constructeur  de  puits  qui  dresse  un  seul  registre  de  puits  pour  un  groupe  de  puits  en  vertu 
du  paragraphe  (1)  fait  ce  qui  suit : 

a)  il  precise  dans  le  registre,  de  maniere  commode,  concise  et  complete,  lesquels  des  puits  ont 

des  caracteristiques  communes  comme  le  diametre,  la  technique  de  construction,  le  tubage, 
la  ventilation,  les  pompes  et  la  methode  d' abandon; 

b)  il  joint  au  registre  une  declaration  portant  qu'il  remettra  promptement  au  directeur,  sur 

demande,  les  renseignements  additionnels  dont  il  a  la  garde  ou  le  controle  concernant  tout 
puits  du  groupe  de  puits  qu'il  a  construit; 

c)  malgre  I'alinea  16.3  (1)  b),  il  remet  a  I'acheteur  du  puits  et  a  chaque  proprietaire  d'un  bien- 

fonds  ou  est  situe  un  puits  du  groupe  de  puits  une  copie  du  registre  pour  le  groupe  de  puits 
dans  les  60  jours  suivant  le  debut  des  travaux  de  construction  du  premier  puits  ou,  si  les 
puits  sont  construits  par  etapes,  dans  les  60  jours  suivant  le  debut  des  travaux  de 
construction  du  premier  puits  a  I'etape  pertinente  des  travaux; 

d)  malgre  I'alinea  16.3  (1)  c),  il  fait  parvenir  au  directeur  une  copie  du  registre  pour  le  groupe 

de  puits  dans  les  75  jours  suivant  le  debut  des  travaux  de  construction  du  premier  puits  ou, 
si  les  puits  sont  construits  par  etapes,  dans  les  75  jours  suivant  le  debut  des  travaux  de 
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construction  du  premier  puits  a  I'etape  pertinente  des  travaux.  Regl.  de  I'Ont.  389/09,  art. 
1. 

(4)  Si  un  seul  registre  de  puits  est  dresse  pour  un  groupe  de  puits  en  vertu  du  paragraphe  (1)  et 
qu'une  modification,  autre  qu'une  modification  mineure,  est  apportee  a  un  puits  du  groupe  : 

a)  le  present  article  cesse  de  s'appliquer  au  puits; 

b)  la  personne  qui  apporte  la  modification  obtient  une  plaque  d' identification  de  puits  qu'elle 

fixe  conformement  au  paragraphe  14.1 1  (2)  et  se  conforme  a  I'article  16.3.  Regl.  de  I'Ont. 
389/09,  art.  1. 

(5)  Le  constructeur  de  puits  qui  dresse  un  nouveau  registre  de  puits  en  vertu  du  paragraphe  (4) 
fait  ce  qui  suit : 

a)  malgre  I'alinea  16.3  (1)  b),  il  remet  a  I'acheteur  du  puits  et  a  chaque  proprietaire  d'un  bien- 

fonds  oil  est  situe  un  puits  du  groupe  de  puits  touche  par  les  travaux  de  construction 
subsequents  une  copie  du  registre  de  puits  dans  les  60  jours  suivant  le  debut  des  travaux  de 
construction  subsequents  ou,  si  ceux-ci  s'effectuent  par  etapes,  dans  les  60  jours  suivant  le 
debut  de  I'etape  pertinente  de  ces  travaux; 

b)  malgre  I'alinea  16.3  (1)  c),  il  fait  parvenir  au  directeur  une  copie  du  registre  de  puits  dans  les 

75  jours  suivant  le  debut  des  travaux  de  construction  subsequents  ou,  si  ceux-ci  s'effectuent 
par  etapes,  dans  les  75  jours  suivant  le  debut  de  I'etape  pertinente  de  ces  travaux.  Regl.  de 
I'Ont.  389/09,  art.  1. 

Registres  —  Abandon  de  puits 

16.5  (1)  Une  fois  achevee  la  procedure  d' abandon  d'un  puits,  la  personne  qui  I'abandonne  fait 
ce  qui  suit : 

a)  elle  dresse,  conformement  aux  instructions  sur  la  formule,  un  registre  de  puits  pour  le  puits; 

b)  elle  remet  une  copie  du  registre  de  puits  au  proprietaire  du  bien-fonds  ou  est  situe  le  puits  : 

(i)  dans  les  14  jours  suivant  la  date  ou  le  materiel  de  construction  de  puits  est  enleve  des 

lieux, 

(ii)  dans  les  60  jours  suivant  la  date  ou  le  premier  puits  est  abandonne,  si  le  puits  fait 
partie  d'un  groupe  de  puits; 

c)  elle  fait  parvenir  une  copie  du  registre  de  puits  ainsi  que  toute  plaque  d' identification  qui  a 

ete  enlevee  du  puits,  le  cas  echeant,  au  directeur  : 

(i)  dans  les  30  jours  suivant  la  date  ou  le  materiel  de  construction  de  puits  est  enleve  des 

lieux, 

(ii)  dans  les  75  jours  suivant  la  date  ou  le  premier  puits  est  abandonne,  si  le  puits  fait 
partie  d'un  groupe  de  puits.  Regl.  de  I'Ont.  389/09,  art.  1. 

(2)  Le  paragraphe  (1)  ne  s' applique  ni  au  trou  d'essai  ni  au  puits  d'exhaure  qui  est  abandonne 
dans  les  30  jours  suivant  la  date  d'achevement  des  travaux  de  construction.  Regl.  de  I'Ont.  389/09, 
art.  1. 
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17.  a  19.  Dispositions  abrogees  avant  I'ajout  de  la  version  fran^aise  du  reglement.  Regl.  de 
rOnt.  372/07,  art.  18. 

Entretien  des  puits 

20.  (1)  Le  proprietaire  d'un  puits  entretient  le  puits  en  permanence  apres  la  date  d'achevement 
des  travaux  de  construction  du  puits,  de  maniere  a  empecher  la  penetration,  dans  celui-ci,  des  eaux  de 
surface  et  d'autres  matieres  etrangeres.  Regl.  de  I'Ont.  389/09,  art.  1. 

(2)  Si  le  tubage  d'un  puits  se  prolonge  au-dessus  de  la  surface  du  sol,  nul  ne  doit : 

a)  reduire  la  hauteur  du  tubage,  si  celui-ci  atteint  une  hauteur  de  moins  de  40  centimetres  au- 

dessus  de  la  surface  du  sol; 

b)  reduire  la  hauteur  du  tubage  a  moins  de  40  centimetres  au-dessus  de  la  surface  du  sol,  si  le 

tubage  atteint  une  hauteur  de  40  centimetres  ou  plus  au-dessus  de  la  surface  du  sol.  Regl. 
de  I'Ont.  389/09,  art.  1. 

(3)  Le  paragraphe  (2)  ne  s'applique  ni  au  puits  vise  au  paragraphe  13  (10)  ni  au  trou  d'essai  ou 
au  puits  d'exhaure  vise  au  paragraphe  13  (1 1).  Regl.  de  I'Ont.  389/09,  art.  1. 

Abandon 

21.  (1)  Le  constructeur  d'un  nouveau  puits  dont  les  travaux  de  construction  sont  interrompus 
avant  leur  achevement  abandonne  immediatement  le  puits.  Regl.  de  I'Ont.  389/09,  art.  1. 

(2)  L'acheteur  d'un  nouveau  puits  qui  est  tari  abandonne  immediatement  le  puits  a  moins  que  le 
proprietaire  du  bien-fonds  ou  celui-ci  est  situe  ne  consente  par  ecrit  a  I'entretenir  en  vue  d'un  usage 
futur  en  tant  que  tel.  Regl.  de  I'Ont.  389/09,  art.  1. 

(3)  Le  proprietaire  d'un  puits  qui  n'est  pas  utilise  en  tant  que  tel  ou  qui  n'est  pas  entretenu  en 
vue  d'un  usage  futur  en  tant  que  tel  abandonne  immediatement  le  puits.  Regl.  de  I'Ont.  389/09,  art.  1. 

(4)  Le  proprietaire  d'un  puits  qui  produit  une  eau  mineralisee  abandonne  immediatement  le 
puits.  Regl.  de  I'Ont.  389/09,  art.  1. 

(5)  Si  un  puits  produit  une  eau  qui  n'est  pas  potable,  le  proprietaire  1' abandonne 
immediatement  a  moins  qu'il  ne  demande  des  conseils  au  medecin-hygieniste  local  et  qu'il  ne  prenne 
les  mesures  que  celui-ci  lui  ordonne  de  prendre.  Regl.  de  I'Ont.  389/09,  art.  1. 

(6)  Si  un  puits  contient  du  gaz  naturel  ou  un  autre  gaz,  le  proprietaire  1' abandonne 
immediatement  a  moins  que  des  mesures  ne  soient  prises  pour  gerer  le  gaz  de  fa9on  a  prevenir  tout 
danger  eventuel.  Regl.  de  I'Ont.  389/09,  art.  1. 

(7)  Si  un  puits  permet  le  mouvement  de  gaz  naturel,  de  contaminants  ou  d'autres  matieres  entre 
les  formations  souterraines  ou  entre  une  formation  souterraine  et  la  surface  du  sol  et  que  ce 
mouvement  risque  de  degrader  la  qualite  de  I'eau,  le  proprietaire  du  puits  I'abandonne  immediatement 
a  moins  que  des  mesures  ne  soient  prises  pour  empecher  un  tel  mouvement  en  permanence.  Regl.  de 
I'Ont.  389/09,  art.  1. 

(8)  Si  un  puits  est  construit  en  contravention  avec  une  disposition  du  present  reglement  portant 
sur  r emplacement  des  puits,  sur  les  methodes  et  les  materiaux  utilises  dans  la  construction  des  puits 
ou  sur  les  normes  de  construction  des  puits,  le  proprietaire  du  puits  prend  immediatement  des  mesures 
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pour  rectifier  la  situation.  En  cas  d'echec  de  telles  mesures,  il  abandonne  immediatement  le  puits. 
Regl.  de  I'Ont.  389/09,  art.  1. 

(9)  Le  proprietaire  du  puits  veille  a  ce  que  les  mesures  prises  conformement  aux  paragraphes 
(5)  a  (7)  exercent  leur  effet  en  permanence.  Regl.  de  I'Ont.  389/09,  art.  1. 

(10)  Les  paragraphes  (4)  a  (8)  ne  s'appliquent  pas  si  le  proprietaire  du  puits  a  obtenu  le 
consentement  ecrit  du  directeur.  Regl.  de  I'Ont.  389/09,  art.  1. 

(11)  Les  paragraphes  (4)  et  (5)  ne  s'appliquent  ni  aux  trous  d'essai  ni  aux  puits  d'exhaure.  Regl. 
del'Ont.  389/09,  art.  1. 

(12)  Les  paragraphes  (4)  et  (5)  ne  s'appliquent  pas  aux  puits  qui : 

a)  d'une  part,  servent  ou  sont  con^us  pour  servir  de  source  d'eau  pour  1' agriculture; 

b)  d' autre  part,  ne  servent  pas  de  source  d'eau  pour  la  consommation  humaine.  Regl.  de  I'Ont. 

389/09,  art.  1. 

(13)  La  personne  qui  abandonne  le  puits  retient  les  services  du  titulaire  d'une  licence 

d' entrepreneur  en  construction  de  puits  et  veille  a  ce  que  le  contrat  conclu  entre  eux  exige  le  recours, 
pour  I'abandon  du  puits,  a  un  technicien  en  construction  de  puits  titulaire  d'une  licence  I'autorisant  a 
construire  le  type  de  puits  en  question,  sauf  si,  selon  le  cas  : 

a)  la  personne  qui  procede  a  I'abandon  du  puits  est  le  proprietaire  du  bien-fonds  ou  un  membre 

de  son  menage; 

b)  la  personne  qui  procede  a  I'abandon  du  puits  travaille  sans  remuneration  pour  une  autre 

personne  sur  un  bien-fonds  appartenant  a  cette  autre  personne  ou  a  un  membre  de  son 
menage; 

c)  la  personne  qui  procede  a  I'abandon  du  puits  est  titulaire  d'une  licence  visee  a  la  disposition 

1  du  paragraphe  5(1); 

d)  le  puits  est  un  trou  d'essai  ou  un  puits  d'exhaure  et  est  abandonne  par  une  methode  ne 

necessitant  pas  1' utilisation  de  materiel  mecanique  et  la  personne  qui  procede  a  I'abandon 
du  puits  est : 

(i)  soit  une  personne  titulaire  d'une  licence  visee  a  la  disposition  5  du  paragraphe  5  (1), 

(ii)  soit  une  personne  visee  a  la  disposition  1,  2  ou  3  de  I'article  1.0.3.  Regl.  de  I'Ont. 
389/09,  art.  1. 

21.1  (1)  Si  un  puits  est  abandonne,  la  personne  qui  1' abandonne  veille  a  ce  que  les  mesures 
suiv antes  soient  prises,  dans  I'ordre  dans  lequel  elles  sont  enoncees  au  present  paragraphe,  sauf 
indication  contraire  : 

1.  Si  le  puits  est  deja  pourvu  d'une  plaque  d' identification  de  puits,  celle-ci  est  enlevee  et 

retournee  au  directeur  dans  les  30  jours. 

2.  Si  le  tubage  ou  le  filtre  du  puits  s'est  effondre,  des  efforts  raisonnables  sont  deployes  pour 

I'enlever  et  tout  le  materiel  ainsi  que  tous  les  debris  se  trouvant  dans  le  puits  sont  enleves. 

3.  Le  puits,  y  compris  tout  espace  annulaire,  est  obture  : 
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i.  dans  le  cas  de  n'importe  quel  puits,  par  la  mise  en  place  d'une  colonne  continue  d'une 

barriere  d' abandon  depuis  le  fond  du  puits  jusqu'a  environ  deux  metres  sous  la 
surface  du  sol,  pour  empecher  tout  mouvement  d'eau,  de  gaz  naturel,  de  contaminants 
ou  d'autres  matieres  entre  les  formations  souterraines  ou  entre  une  formation 
souterraine  et  le  sommet  de  la  barriere, 

ii.  dans  le  cas  d'un  puits  dont  le  diametre  fait  plus  de  65  centimetres,  par  la  mise  en  place 

d'une  colonne  continue  d'une  barriere  d' abandon  en  prenant  les  mesures  prevues  au 
paragraphe  (5)  jusqu'a  ce  que  les  matieres  placees  dans  le  puits  en  application  de  ce 
paragraphe  atteignent  environ  deux  metres  sous  la  surface  du  sol. 

4.  S'il  n'a  pas  ete  enleve  en  application  de  la  disposition  2,  le  tubage  ou  le  filtre  du  puits  est 

enleve,  s'il  est  raisonnablement  possible  de  le  faire,  pendant  que  sont  prises  les  mesures 

exigees  par  la  disposition  3,  la  partie  inferieure  du  tubage  etant  immergee  dans 

r accumulation  croissante  de  la  barriere  d' abandon  jusqu'a  ce  que  le  niveau  requis  soit 

atteint. 

5.  S'il  n'a  pas  ete  enleve  en  application  de  la  disposition  2  ou  4,  le  tubage  ou  le  filtre  du  puits 

est  enleve,  s'il  est  raisonnablement  possible  de  le  faire,  jusqu'a  une  profondeur  minimale 
de  deux  metres  sous  la  surface  du  sol. 

6.  Si  la  barriere  d' abandon  mise  en  place  en  application  de  la  disposition  3  contient  du  ciment, 

il  faut  le  laisser  durcir  et  en  rajouter  au  besoin  jusqu'a  ce  qu'il  atteigne  environ  deux  metres 
sous  la  surface  du  sol. 

7.  Sauf  si  cela  risque  de  destabiliser  ou  d'endommager  les  constructions  qui  restent  ou  de  les 

rendre  dangereuses,  les  structures,  fondations  et  dalles  souterraines  en  beton  sont  enlevees, 
avant  la  prise  des  mesures  exigees  par  la  disposition  8,  jusqu'a  une  profondeur  minimale 
suffisante  pour  permettre  la  prise  des  mesures  d' obturation  prevues  a  cette  disposition. 

8.  Le  puits  est  obture  a  la  surface  du  sol  de  la  faqon  suivante  : 

i.  par  la  mise  en  place  d'une  couche  de  copeaux,  de  pastilles,  de  granules  ou  de  poudres 

de  bentonite  d'une  epaisseur  verticale  de  50  a  150  centimetres  dans  I'ouverture  du 
puits  selon  les  specifications  du  fabricant, 

ii.  par  le  remplissage  du  reste  de  I'ouverture  du  puits,  jusqu'a  la  surface  du  sol,  au  moyen 

d'une  couverture  de  sol  ou  d'une  autre  matiere  plus  semblable  a  celle  qui  est 
immediatement  adjacente  a  cette  ouverture  afin  d' empecher  I'acces  par  inadvertance 
ou  non  autorise  au  puits. 

9.  La  zone  perturbee  est  stabilisee  afin  de  prevenir  I'erosion.  Regl.  de  I'Ont.  389/09,  art.  1. 

(2)  Les  dispositions  2,  4  et  5  du  paragraphe  (1)  ne  s'appliquent  pas  aux  personnes  qui 
abandonnent  un  puits  par  surforation  du  puits  entier.  Regl.  de  I'Ont.  389/09,  art.  1. 

(3)  Les  regies  suivantes  s'appliquent  dans  le  cadre  des  sous-dispositions  3  i  et  ii  du  paragraphe 

(1): 

1.  La  barriere  d' abandon  doit  etre  compatible  avec  la  qualite  de  I'eau  du  puits. 
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2.  La  barriere  d' abandon  ne  doit  contenir  aucune  matiere  qui  puisse  nuire  a  son  integrite, 

notamment  du  sol  ou  des  sciures  de  forage. 

3.  La  barriere  d' abandon  doit  etre  stable  en  presence  de  tout  contaminant  avec  lequel  le  puits 

est  en  contact. 

4.  La  barriere  d' abandon  d'un  puits  dont  le  diametre  fait  au  plus  6,5  centimetres  et  dont  le 

tubage  et  le  filtre  ont  ete  enleves  en  application  de  la  disposition  2  du  paragraphe  (1)  ou 
sont  en  voie  de  I'etre  en  application  de  la  disposition  4  ou  5  de  ce  meme  paragraphe  doit 
consister,  selon  le  cas  : 

i.  en  un  coulis  compose  d'eau  propre,  de  ciment  Portland  et  d'au  plus  5  pour  cent  en  poids 

de  bentonite  sous  forme  solide, 

ii.  en  un  coulis  compose  d'eau  propre  et  d'au  moins  20  pour  cent  en  poids  de  bentonite 

sous  forme  solide,  la  barriere  devant  etre  mise  en  place  a  I'aide  d'un  tuyau  a  tremie 
dont  la  partie  inferieure  est  immergee  dans  1' accumulation  croissante  de  la  barriere 
jusqu'a  ce  que  le  niveau  requis  soit  atteint. 

5.  La  disposition  4  s' applique  egalement,  avec  les  adaptations  necessaires,  a  un  puits  non  tube 

dont  le  diametre  fait  au  plus  6,5  centimetres. 

6.  La  barriere  d' abandon  d'un  puits  dont  le  diametre  fait  au  plus  6,5  centimetres  et  dont  le 

tubage  et  le  filtre  n'ont  pas  ete  enleves  en  application  de  la  disposition  2  du  paragraphe  (1) 
et  ne  sont  pas  en  voie  de  I'etre  en  application  de  la  disposition  4  ou  5  de  ce  meme 
paragraphe  doit  consister,  selon  le  cas  : 

i.  en  un  coulis  compose  d'eau  propre,  de  ciment  Portland  et  d'au  plus  5  pour  cent  en  poids 

de  bentonite  sous  forme  solide, 

ii.  en  une  couche  de  copeaux  ou  de  pastilles  de  bentonite  qui  ont  ete  filtres  et  places  selon 

les  specifications  du  fabricant. 

7.  La  barriere  d' abandon  d'un  puits  dont  le  diametre  fait  plus  de  6,5  centimetres  doit  consister, 

selon  le  cas  : 

i.  en  un  coulis  compose  d'eau  propre  et  d'au  moins  20  pour  cent  en  poids  de  bentonite 

sous  forme  solide, 

ii.  en  un  coulis  compose  d'eau  propre,  de  ciment  Portland  et  d'au  plus  5  pour  cent  de 

bentonite, 

iii.  en  un  coulis  compose  d'eau  propre  et  de  ciment  Portland, 

iv.  en  un  coulis  compose  d'eau  propre,  de  ciment  Portland  et  de  sable  propre, 

V.  en  un  coulis  compose  de  poids  egaux  de  ciment  Portland  et  de  gravier  propre,  melanges 
d'eau  propre, 

vi.  en  un  coulis  compose  d'eau  propre,  de  ciment  Portland  ainsi  que  de  sable  et  de  gravier 
propres, 

vii.  en  une  couche  de  copeaux  ou  de  pastilles  de  bentonite  qui  ont  ete  filtres  et  places 
selon  les  specifications  du  fabricant. 
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viii.  en  tout  autre  materiau  que  le  directeur  approuve  par  ecrit,  s'il  est  d'avis  que  le 
rendement  de  ce  materiau  est  equivalent  a  celui  d'un  des  coulis  vises  aux  sous- 
dispositions  i  a  vi. 

8.  La  barriere  d' abandon  mouillee  d'un  puits  dont  le  diametre  fait  plus  de  6,5  centimetres  est 
mise  en  place  a  I'aide  d'un  tuyau  a  tremie  dont  la  partie  inferieure  est  immergee  dans 
r accumulation  croissante  de  la  barriere  jusqu' a  ce  que  le  niveau  requis  soit  atteint.  Regl.  de 
I'Ont.  389/09,  art.  1. 

(4)  La  sous-disposition  3  i  du  paragraphe  (1)  et  le  paragraphe  (3)  n'ont  pas  pour  effet 
d'empecher  la  mise  en  place  de  sable  ou  de  gravier  lave  et  pro  pre  dans  le  trou  de  forage,  a  proximite 
des  zones  ou  fractures  generatrices  d'eau,  afin  de  reduire  au  minimum  la  perte  de  materiau 
d'etancheite.  Regl.  de  I'Ont.  389/09,  art.  1. 

(5)  Les  mesures  visees  a  la  sous-disposition  3  ii  du  paragraphe  (1)  a  I'egard  d'un  puits  dont  le 
diametre  fait  plus  de  65  centimetres  sont  les  suivantes  et  sont  prises  dans  I'ordre  dans  lequel  elles  sont 
enoncees  au  present  paragraphe  : 

1.  Du  sable  ou  du  gravier  roule  propre  est  depose  au  fond  du  puits  jusqu' a  la  partie  superieure 

de  la  zone  productrice  d'eau  la  plus  profonde  ou  jusqu' a  la  partie  superieure  du  filtre  de 
puits,  si  celui-ci  est  plus  profond. 

2.  Une  couche  d'au  moins  0,1  metre  de  copeaux  ou  de  pastilles  de  bentonite  est  deposee  par- 

dessus  le  sable  ou  le  gravier  roule. 

3.  Si  le  niveau  d'eau  peut  etre  abaisse  jusqu'a  la  partie  superieure  de  la  couche  de  copeaux  ou 

de  pastilles  de  bentonite  : 

i.  il  est  abaisse  jusqu'a  cette  partie  superieure, 

ii.  un  coulis  de  bentonite,  d'au  moins  0,3  metre,  compose  d'eau  propre  et  d'au  moins  20 

pour  cent  de  bentonite  sous  forme  solide  et  compatible  avec  la  qualite  de  I'eau  du 
puits  est  mis  en  place  par-dessus  les  copeaux  ou  pastilles  de  bentonite, 

iii.  du  gravier,  du  sable,  du  limon  ou  de  I'argile  propre  est  jete  sur  le  coulis  de  bentonite 
de  fa^on  a  remplir  le  reste  du  puits,  tout  en  maintenant  une  epaisseur  d'au  moins  0,3 
metre  de  coulis  de  bentonite  au-dessus  de  1' accumulation  croissante  de  gravier,  de 
sable,  de  limon  ou  d'argile. 

4.  Si  le  niveau  d'eau  ne  peut  pas  etre  abaisse  jusqu'a  la  partie  superieure  de  la  couche  de 

copeaux  ou  de  pastilles  de  bentonite,  le  reste  du  puits  est  rempli  jusqu'a  environ  deux 
metres  sous  la  surface  du  sol  d'une  barriere  d' abandon,  qui  peut  etre  entrecoupee  de  sable 
ou  de  gravier  roule  propre  qui  est  mis  en  place  dans  chaque  zone  productrice  d'eau  du 
puits.  Regl.  de  I'Ont.  389/09,  art.  1. 

(6)  La  personne  qui  abandonne  un  puits  dont  le  diametre  fait  plus  de  65  centimetres  veille  a  ce 
que  du  materiel  d' obturation  soit  choisi  et  mis  en  place  pour  1' application  des  dispositions  3  et  8  du 
paragraphe  (1)  de  fa^on  a  assurer  une  resistance  structurale  suffisante  pour  supporter  le  poids  des 
personnes  et  des  vehicules  susceptibles  d'y  circuler  une  fois  la  zone  remplie.  Regl.  de  I'Ont.  389/09, 
art.  1. 
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(7)  Si  le  puits  est  un  puits  jaillissant,  de  la  boue  de  forage  de  fabrication  commerciale  et  ne 
degradant  pas  la  qualite  de  I'eau  avec  laquelle  elle  entre  en  contact  peut  etre  utilisee,  lors  de  la  prise 
des  mesures  exigees  par  le  paragraphe  (1),  afin  d' aider  a  forer  ou  a  mettre  en  place  une  barriere 

d' abandon.  Toutefois,  cette  boue  ne  peut  pas  etre  utilisee  comme  barriere  d' abandon.  Regl.  de  I'Ont. 
389/09,  art.  1. 

(8)  Les  dispositions  2  a  9  du  paragraphe  (1)  et  les  paragraphes  (3)  a  (7)  ne  s'appliquent  pas  aux 
personnes  qui  abandonnent  un  puits  en  I'excavant  en  entier  dans  le  cadre  de  travaux  qui  sont  effectues 
a  une  autre  fin.  Regl.  de  I'Ont.  389/09,  art.  1. 

(9)  Le  present  article  s' applique  egalement,  avec  les  adaptations  necessaires,  a  une  fosse  de 
visite  et,  a  cette  fin,  toute  mention  d'un  puits  aux  paragraphes  (1)  a  (8)  est  reputee  valoir  mention 
d'une  telle  fosse.  Regl.  de  I'Ont.  389/09,  art.  1. 

Protection  de  la  plaque  d' identification  de  puits 

22.  (1)  Nul  ne  doit  utiliser  une  plaque  d' identification  de  puits  obtenue  du  ministere  si  ce  n'est 
conformement  au  present  reglement.  Regl.  de  I'Ont.  389/09,  art.  1. 

(2)  Nul  ne  doit  enlever  une  plaque  d' identification  de  puits  qui  a  ete  fixee  conformement  au 
present  reglement  si  ce  n'est,  selon  le  cas  : 

a)  conformement  au  paragraphe  14.11  (3)  ou  (4)  ou  a  la  disposition  1  du  paragraphe  21.1  (1); 

b)  avec  le  consentement  ecrit  du  directeur.  Regl.  de  I'Ont.  389/09,  art.  1. 

(3)  Nul  ne  doit  abimer,  modifier,  dissimuler  ou  obstruer  une  plaque  d' identification  de  puits  qui 
a  ete  fixee  conformement  au  present  reglement.  Regl.  de  I'Ont.  389/09,  art.  1. 

FORMULES  1  a  9  Formules  abrogees  avant  I'ajout  de  la  version  fran^aise  du  reglement.  Regl. 

de  rOnt.  128/03,  art.  25. 

English 

Retour  au  debut 
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